Friday 

March  20,  1992 


1 


Part  V 

Department  of 
T  ransportation 

Federal  Highway  Administration 
23  CFR  Part  658 

Truck  Size  and  Weight;  Restrictions  on 
Longer  Combination  Vehicles  (LCV’s)  and 
Vehicles  With  Two  or  More  Cargo 
Carrying  Units;  Proposed  Rule 


Federal  Register  /  Vol.  57,  No.  55  /  Friday,  March  20,  1992  /  Proposed  Rules 


DEPARTMENT  OF  TRANSPORTATION 
Federal  Highway  Administration 
23  CFR  Part  658 
[FHWA  Docket  No.  92>15] 

RIN  2125-AC86 

Truck  Size  and  Weight;  Restrictions  on 
Longer  Combination  Vehicles  (LCV’s) 
and  Vehicles  With  Two  or  More  Cargo 
Carrying  Units 

agency:  Federal  Highway 
Administration  (FHWA),  DOT. 
action:  Notice  of  proposed  rulemaking 
(NPRM). 

summary:  The  Intermodal  Surface 
Transportation  Efficiency  Act  (ISTEA) 
of  1991  restricts  the  operation  of  longer 
combination  vehicles  on  the  Interstate 
Highway  System  and  commercial  motor 
vehicle  combinations  with  two  or  more 
cargo  carrying  units  on  the  National 
Network  to  the  type  of  vehicles  in  use 
on  or  before  June  1, 1991,  subject  to 
whatever  State  rules,  regulations  or 
restrictions  were  in  effect  on  that  date. 
The  ISTEA  also  includes  special 
variances  from  the  June  1  date  for 
Alaska.  Ohio  and  Wyoming,  which  are 
discussed  in  this  document.  A 
preliminary  list  of  these  vehicles  and 
restrictions  is  being  published  today  for 
public  comment. 

This  NPRM  also  includes  (1)  a 
proposal  to  allow  States  to  make 
temporary  minor  adjustments  in 
approved  routes  and  operating 
restrictions  for  these  vehicles  and  (2)  a 
definition  of  loads  which  cannot  be 
easily  dismantled  or  divided. 

DATES:  Comments  on  this  docket  must 
be  received  on  or  before  May  4, 1992. 
ADDRESSES:  Submit  written,  signed 
comments  to  FHWA  Docket  No.  92-15, 
Federal  Highway  Administration,  room 
4232,  HCC-10,  Office  of  the  Chief 
Counsel,  400  Seventh  Street,  SW., 
Washington,  DC  20590.  Common ters 
may,  in  addition  to  submitting  "hard 
copies"  of  their  comments,  submit  a 
floppy  disk  (either  1.2Mb  or  360  KB 
density)  in  a  format  that  is  compatible 
with  the  word  processing  program 
WordPerfect  (5.1).  All  comments 
received,  as  well  as  material  submitted 
by  the  States  used  in  preparing  this 
notice,  will  be  available  for  examination 
at  the  above  address  between  8:30  a.m. 
and  3:30  p.m.,  e.t.,  Monday  through 
Friday,  except  legal  holidays.  Those 
desiring  notification  of  receipt  of 
comments  must  include  a  self- 
addressed,  stamped  envelope  or 
postcard. 


FOR  FURTHER  INFORMATION  CONTACT: 

Mr.  Thomas  Klimek,  Office  of  Motor 
Carrier  Information  Management  and 
Analysis,  at  (202)  366-2212  or  Mr. 

Charles  Medalen,  Office  of  the  Chief 
Counsel,  at  (202)  366-1354,  Federal 
Highway  Administration,  Department  of 
Transportation,  400  Seventh  Street,  SW., 
Washington,  DC  20590.  Office  hours  are 
from  7:45  a.m.  to  4:15  p.m.,  e.t.,  Monday 
through  Friday,  except  legal  holidays. 
SUPPLEMENTARY  INFORMATION:  Section 
1023  of  the  Intermodal  Surface 
Transportation  Efficiency  Act  of  1991 
(ISTEA)  required  States,  within  60  days 
of  adoption,  to  submit  to  the  Secretary, 
for  publication  in  the  Federal  Register  30 
days  thereafter,  a  complete  list  of  (1)  all 
operations  of  longer  combination 
vehicles  (LCV's)  being  conducted  as  of 
June  1, 1^1;  (2)  State  laws,  regulations 
and  any  other  limitations  and 
conditions,  including  routing  specific 
and  conhguration  specific  designations 
governing  the  operation  of  LCV’s;  and 
(3)  a  copy  of  such  laws,  regulations, 
limitations  and  conditions.  LCV’s  are 
defined  in  the  IS’TEA  as: 

Any  combination  of  a  truck  tractor  and  2  or 
more  trailers  or  semitrailers  which  operates 
on  the  Interstate  System  at  a  gross  vehicle 
weight  greater  than  80,000  pounds. 

Similarly,  section  4006  will  also 
require  the  States  to  submit  a  complete 
list  of  State  length  limitations  applicable 
to  commercial  motor  vehicle  (CMV) 
combinations  with  two  or  more  cargo 
carrying  units  in  effect  on  or  before  June 
1, 1991.  This  section  prohibits  States 
from  allowing  the  operation  (by  statute, 
regulation,  permit  or  other  means)  of 
CMV’s  with  cargo  carrying  unit  lengths 
that  exceed  the  length,  by  specific 
configuration,  allowed  and  in  actual, 
lawful  operation  on  a  regular  or  periodic 
basis  (including  continuing  seasonal 
operation)  on  the  National  Network 
(NN)  in  that  State  on  or  before  June  1, 
1991.  National  Network  is  as  defined  in 
23  CFR  658.5(f). 

Sections  1023  and  4006  provide  that 
no  statute  or  regulation  shall  be 
included  on  the  list  submitted  by  a  State 
or  published  by  the  Secretary  merely  on 
the  grounds  that  it  authorized,  or  could 
have  authorized,  by  permit  or  otherwise, 
the  operation  of  CMV  combinations  not 
in  actual  operation  on  a  regular  or 
periodic  basis  on  or  before  June  1, 1991. 

States  may  continue  to  issue  special 
permits,  in  accordance  with  applicable 
State  laws,  for  those  vehicles  and  loads 
which  cannot  be  easily  dismantled  or 
divided. 

A  cargo  carrying  unit  is  defined  as 
any  portion  of  a  CMV  combination 
(other  than  the  truck  tractor)  used  for 
the  carrying  of  cargo.  These  units 


include  a  trailer,  semitrailer  or  the  cargo 
carrying  section  of  a  single  unit  truck. 

Section  4006  also  defines  the  length  of 
the  cargo  carrying  units  as  the  distance 
from  the  front  of  the  first  cargo  unit  to 
the  rear  of  the  last  cargo  unit. 
Historically,  few  States  controlled  this 
distance,  relying  instead  on  either  an 
overall  combination  length  or  length 
controls  on  the  individual  units. 
Accordingly,  in  compiling  the  cargo 
carrying  unit  lengths  listed  in  appendix 
D,  assumptions  have  been  made 
regarding  the  distance  between  units 
and  distance  allotted  for  ♦he  driver’s 
cab. 

In  making  the  length  determinations 
the  following  guidelines  have  been 
observed.  For  combinations  including  a 
truck  tractor  which  are  subject  only  to 
an  overall  vehicle  length  requirement, 
the  cargo  carrying  unit  length  has 
generally  been  estimated  at  10  feet  less 
than  the  overall  length.  If  both  overall 
length  and  unit  maximum  lengths  are 
controlled,  the  sum  of  the  unit 
maximums  plus  4  feet  between  units  will 
first  be  compared  against  the  overall 
length.  If  the  sum  of  unit  maximums  plus 
the  4-foot  spacing  is  less  than  the  overall 
length  minus  10  feet  for  the  tractor,  then 
the  length  is  estimated  at  overall  length 
minus  10  feet.  If  the  sum  of  unit  lengths 
plus  spacing  is  greater  than  the  overall 
length  minus  10  feet,  the  unit  length  plus 
spacing  sum  will  be  established  as  the 
cargo  carrying  length.  However,  in  order 
to  allow  for  a  7-foot  cab,  the  shortest 
tractor  likely  to  be  used  in  over-the-road 
operations,  the  cargo  carrying  unit 
length  will  never  be  allowed  to  exceed 
the  overall  vehicle  length  minus  7  feet. 
For  truck-trailer  combinations,  7  feet 
will  be  allowed  for  cab  space,  making 
the  cargo  carrying  unit  length  for  these 
combinations  no  greater  than  the  overall 
combination  length  minus  7  feet. 
Comments  are  invited  on  these 
guidelines. 

In  response  to  this  legislation,  the 
FHWA,  through  its  field  offices,  sent 
each  State  a  questionnaire  to  aid  it  in 
supplying  the  required  information.  The 
form  indicated  that  if  a  State  did  not 
allow  LCV’s  or  CMV  combinations  with 
two  trailers  over  28.5  feet  long  or  with 
more  than  two  trailers,  it  need  supply  no 
further  information. 

The  intent  of  the  ISTEA  is  to  prohibit 
the  use  of  vehicle  combinations  with 
cargo  unit  lengths  or  overall  lengths 
exceeding  those  allowed  on  June  1, 1991. 
The  Surface  Transportation  Assistance 
Act  of  1982  (STAA)  (Pub.  L.  97-424,  96 
Stat.  2097]  required  States  to  allow  the 
operation  of  twin  28-foot  units,  and 
many  also  allow  the  grandfathered  28.5- 
foot  length.  Since  these  vehicles  were 
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necessarily  legal  in  all  States  on  June  1, 
1991,  and  in  operation  virtually 
everywhere,  the  FHWA  believes  it 
would  serve  no  purpose  to  list  them 
despite  the  fact  that  they  have  two  cargo 
carrying  units.  The  same  is  true  of 
certain  other  vehicles  described  as 
follows. 

A  CMV  combination  consisting  of  a 
truck-trailer  or  truck-semitrailer  is 
currently  a  legal  vehicle  in  all  States. 

The  only  difference  among  States  is  the 
length  control  placed  on  the 
combination.  In  addition,  certain  of 
these  combinations  are  known  as  maxi¬ 
cube  vehicles.  Congress  has  required 
States  to  allow  maxi-cubes  on  the  NN 
highways,  within  specific  length 
parameters. 

Accordingly,  in  preparing  the  interim 
list  required  in  section  4006(a)  of  the 
ISTEA  (proposed  appendix  D  to  part 
658],  the  FHWA  has  decided  not  to  list 
certain  vehicle  combinations. 
Consequently,  the  operations  of  these 
vehicles  will  not  be  affected  by  the 
ISTEA  freeze,  and  no  additional 
information  regarding  conditions,  routes 
or  authority  to  operate  is  required. 

These  excepted  combinations  are  as 
follows: 

1.  Truck  tractor-semitrailer- 
semitrailer  and  truck  tractor-semitrailer- 
trailer  conHgurations  with  a  maximum 
length  of  the  cargo  carrying  units  of  62 
feet  or  less  are  subject  to  the  provisions 
of  23  CFR  part  658.  These  are  the  twin 
28-foot  units  authorized  by  the  STAA 
and  the  28-foot  B-train  doubles 
authorized  as  specialized  equipment  by 
the  FHWA. 

2.  Other  STAA  vehicles — no  State 
needs  to  report  on  the  following 
vehicles,  all  of  which  are  specialized 
equipment  authorized  by  the  FHWA,  on 
the  authority  of  sectiori  411(d]  of  the 
STAA: 

a.  Saddlemount  combinations  75  feet 
or  less  in  length; 

b.  Grandfathered  dromedary  equipped 
truck  tractor-semitrailer  combinations; 
and 

c.  Automobile  or  boat  transporter 
combinations  65  feet  or  less  in  length  (75 
feet  if  stinger  steered). 

3.  Truck-trailer  and  truck-semitrailer 
combinations  (except  as  maxi-cubes) 
are  presently  allowed  to  operate  in  all 
States  subject  to  varying  overall  length 
limit  controls.  Many  of  these  vehicles 
are  used  in  construction  or  farming,  e.g., 
dump  trucks  with  tag-along  trailers  and 
straight  trucks  with  hopper  trailers  or 
flatbeds.  We  do  not  believe  Congress 
intended  to  include  such  vehicles,  used 
locally  for  relatively  short  distances  and 
often  on  secondary  roads,  within  the 
scope  of  the  ISTEA  freeze.  However, 
additional  information  regarding 


conditions,  routes  or  authority  to 
operate  is  required  for  these 
configurations  if  the  cargo  carrying 
length  of  these  vehicles  is  greater  than 
65  feet.  We  believe  most  combinations 
with  a  cargo  carrying  length  greater  than 
65  feet  are  likely  to  be  over-the-road 
CMV’s. 

4.  Maxi-cubes,  i.e.,  truck-trailer  and 
truck-semitrailer  combinations  with  an 
overall  length  of  65  feet  or  less,  are 
specialized  equipment  and  must  be 
allowed  to  operate  everywhere  on  the 
NN.  In  addition,  the  report  issued  by  the 
House  Appropriations  Committee  on  the 
FY  1991  Department  of  Transportation 
Appropriations  Act  made  it  clear  that 
Congress  intended  to  allow  a  maximum 
cargo  carrying  unit  length  of  60  feet 
[H.R.  Rep.  No.  584, 101st  Cong.,  2d  Sess. 
78-79  (1990)].  As  the  name  implies, 
maxi-cubes  have  enclosed  cargo  units 
with  unusually  high  volume  capacity. 

In  responding  to  our  request  for  the 
LCV  information,  many  States  included 
vehicles  which  are  legal  but  will  not  be 
listed  in  appendix  D  for  the  reasons 
given  above.  The  following  describe,  by 
State,  the  vehicles  being  excluded. 

Vehicles  Excluded  From  Appendix  D 

California: 

1.  Doubles  with  an  overall  length  of  65 
feet  or  less. 

Colorado: 

1.  Western  double  wherein  each 
trailer  is  28.5  feet  or  less  in  length. 

Delaware: 

1.  Tractor-semitrailer-trailer  where 
each  trailer  and  semitrailer  is  29  feet  or 
less  in  length.  The  length  of  the  cargo 
carrying  units  is  62  feet  or  less. 

Florida: 

1.  Tractor-semitrailer  combinations 
where  the  semitrailer  is  57.5  feet  or  less 
in  length.  These  vehicles  were  not 
referenced  in  the  ISTEA. 

2.  Maxi-cubes  allowed  by  49  CFR 
2311. 

Georgia: 

1.  Truck  pulling  a  maximum  15-foot- 
long  trailer.  The  maximum  overall  length 
is  55  feet  7  inches. 

Hawaii: 

1.  Doubles  with  an  overall  cargo 
carrying  imit  length  of  65  feet  or  less. 

Idaho: 

1.  Truck  tractor-semitrailer-trailer 
with  each  of  the  cargo  carrying  units 
having  a  length  of  28.5  feet  or  less. 

Indiana: 

1.  Combination  of  three  or  more 
vehicles  coupled  together  with  a  length 
not  to  exceed  65  feet. 

2.  Combination  of  two  vehicles 
coupled  together  with  a  length  not  to 
exceed  60  feet. 


3.  Tractor  with  a  maximum  28.5-foot 
semitrailer  and  a  maximum  28.5-foot  full 
trailer. 

4.  Maxi-cube  vehicle  with  an  overall 
length  of  65  feet. 

Louisiana: 

1.  Truck  and  trailer  with  an  overall 
length  restricted  to  65  feet,  cargo 
carrying  length  limited  to  58  feet. 

Maryland: 

1.  Maxi-cube  consisting  of  a  truck 
pulling  a  trailer  having  a  maximum 
length  of  34  feet.  The  maximum  overall 
length  of  the  combination  is  65  feet. 

2.  Truck  pulling  a  trailer  having  a 
maximum  length  of  28  feet.  The 
maximum  overall  length  of  the 
combination  vehicle  is  60  feet. 

Massachusetts: 

1.  Truck  and  trailer  with  a  maximum 
cargo  carrying  length  of  45.5  feet. 

Michigan: 

1.  For  a  truck  tractor-semitrailer- 
trailer  with  either  cargo  unit  exceeding 
28.5  feet  in  length.  Michigan  statutes 
allow  an  overall  length  of  the  two 
trailers  as  measured  from  the  front  of 
the  first  trailer  to  the  rear  of  the  second 
trailer  of  58  feet  including  load. 

Missouri: 

1.  Any  vehicle  combination  other  than 
28-foot  doubles,  the  53-foot  semitrailer 
in  tow  with  a  truck  tractor,  and  buses 
operated  on  Interstate  and  primary 
highways  plus  10-mile  access  where  the 
overall  length  is  65  feet  or  less.  The 
allowed  length  is  reduced  to  55  feet 
when  the  10-mile  access  limit  is 
exceeded. 

Nebraska: 

1.  Truck  and  full  trailer  where  the 
maximum  overall  length  is  65  feet. 

Oklahoma: 

1.  A  recreational  vehicle  pulling  two 
trailers  with  an  overall  length  of  65  feet. 
The  total  length  of  the  cargo  carrying 
units  is  58  feet  or  less. 

2.  Pickup  or  light  truck  pulling  two 
recreational-related  trailers.  Overall 
length  is  70  feet  or  less,  and  the  length  of 
the  cargo  carrying  unit  is  63  feet  or  less. 

Oregon: 

1.  Canadian  B-Train  (covered  by 
description  in  appendix  D  for  “Rocky 
Mountain  Double"). 

2.  Truck  tractor-semitrailer  equipped 
with  a  dromedary  box  on  the  tractor. 

3.  Specialized  equipment  authorized 
by  the  STAA  of  1982,  including 
automobile  and  boat  transporters  and 
saddlemounts. 

South  Dakota: 

1.  Specialized  equipment  authorized 
by  the  STAA  of  1982,  including 
automobile  and  boat  transporters  and 
saddlemount  combinations. 

2.  Pickup  or  light  truck  pulling  two 
recreational-related  trailers.  Overall 
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length  is  70  feet  or  less.  The  naximuni 
lei^dt  of  ^  second  trader  is  2/t  feet. 

3.  Heavy  haul  combination  consisting 
of  a  foor-oxle  trock  tractor  pulling  a 
two-axle  semitrailer  which  is  noncargo 
carrying,  but  supports  part  of  the  load  of 
the  second  three-aode  semitrailer.  The 
second  semitsailer  is  the  primary  load 
carrying  unit  and  is  fi^Dwed  by  a  third 
two-axle  trailer  which  also  supports  f)art 
of  the  load  of  the  second  semitrailer. 

The  overall  length  of  the  combination 
vehicle  is  119  feet  or  less. 

Tennessee: 

1.  Truck  and  trailer  with  a  maximum 
overall  length  ef  65  feet 

2.  Tractor-semitrailer  with  a  kingpin 
to  end  of  trailer  length  not  to  exceed  50 
feet,  provided  the  kingpin  to  center  of 
rear  axle(sl  length  does  not  exceed  41 
feet. 

3.  Wrecker  towing  disable  vehicles. 

4.  Truck  tractor  pulling  a  53-foot 
cotton  seed  module. 

Wisconsin: 

1.  Truck-trailer-trailer  where  each 
trailer  is  a  pressurized  or 
nonpressurized  tank  unit.  The  overall 
len^h  is  80  feet  or  less. 

2.  Truck  and  three  trailers  wherein 
each  trailer  carries  warning  signs  used 
exclusively  for  highway  maintenance  or 
construction.  The  overall  length  is  60 
feet  or  less. 

3.  Farm  tractor  and  two  trailers  where 
the  trailers  are  used  primarily  as 
implements  of  husbandry  in  connection 
with  seasonal  agricultural  activities.  The 
overall  length  is  60  feet  or  less. 

4.  Truck  and  three  or  fewer  trailer- 
type  vehicles  designed  to  carry 
passengers  on  educational  or 
recreational  excursionsv  The  overall 
length  is  50  feet  or  less. 

Wyoming: 

1.  A  truck-trailer  combination  with  a 
cargo  length  of  65  feet  or  less. 

All  of  the  above  vehicles  are  covered 
by  the  exceptions  noted  in  appiendix  D, 
and  therefore  are  not  included  in  the 
listing. 

Any  State  which  relied  on  the  FHWA 
questionnaire  and  assumed  that  it  had 
to  supply  information  only  about  CMV's 
with  two  or  more  trailers  may  have  been 
misled.  The  questionnaire  overlooked 
CMV’s  with  two  cargo  carrying  units 
where  one  was  not  a  trailer,  such  as  a 
straight  truck  pulling  a  trailer,  even 
though  such  vehicle  combinations 
clearly  have  two  or  more  cargo  carrying 
units.  States  should  furnish  the  FHWA 
with  information  on  these  vehicles  and 
any  other  combinations  with  two  or 
more  cargo  carrying  units  which  were 
allowed  to  operate  on  the  NN  on  or 
before  June  1, 1991,  if  the  cargo  carrying 
length  of  the  combination  exceeds  65 
feet.  If  this  information  is  not  provided 


by  May  4,  7992,  so  that  the  Agency  can 
include  it  in  the  second  NI^tM  interim 
list,  the  State  could  uhianaately  be 
prohibited  from  allowing  any  further  use 
of  simk  vehicles  on  die  NN  highways  in 
the  State. 

The  ISTEA  includes  three  narrow 
exceptions  to  the  June  1, 1991,  freeze 
date.  Wyoming  may  allow  the  operation 
of  additional  vehicle  configurations  not 
in  actual  operation  on  June  1, 1991, 
provided  they  are  authorized  by  State 
law  not  later  than  November  3, 1992. 
These  configuratioas  must  also  comply 
with  the  Federal  single-axle,  tandem- 
axle  and  bridge  formula  weight  limits. 

Ohio  may  ^low  LCV's  with  three 
cargo  carrying  units  of  28.5  feet  each 
(not  including  the  truck  tractor)  not  in 
actual  operation  on  June  1, 1991,  to  be 
operated  within  its  boundaries  on  the  1- 
mile  segment  of  Ohio  State  Route  7 
which  begins  at,  and  extends  south  of, 
Exit  16  on  the  Ohio  Turnpike. 

Alaska  may  continue  to  allow  the 
operation  of  LCV’s  which  were  not  in 
actual  operation  on  June  1, 1991,  but 
which  were  in  actual  operation  prior  to 
July  6, 1991.  ft  may  also  continue  to 
allow  the  operation  of  CMV’s  with  two 
or  more  cargo  carrying  units  which  were 
not  in  actual  operation  on  June  1, 1991, 
but  which  were  in  actual  operation  prior 
to  July  6, 1991. 

In  addition  to  the  lists  of  vehicle 
configurations,  the  ISTEA  also  required 
each  State  to  submit  a  copy  of  all  its 
statutes,  regulations,  limitations  and 
conditions  which  apply  to  the  operation 
of  each  of  the  LCV’s  or  extra-length 
vehicles  reported  as  in  use  on  or  before 
June  1, 1991. 

The  content  of  the  States’  responses 
to  this  request  covers  the  full  range  of 
what  could  be  supplied,  both  in  terms  of 
items  covered  and  volume  of  material. 
The  diversity  of  the  contents  of  the 
responses  is  so  great  that  before  any  list 
is  finalized  there  is  a  need  for  increased 
uniformity,  both  in  terms  of  items 
covered  and  the  type  of  information 
provided  for  a  specific  item.  For 
example,  some  States  indicate  only  that 
a  permit  is  required  while  others  also 
included  the  current  fee  structure.  In 
other  instances,  a  State  describes 
operational  conditions  for  triple  trailer 
combinations  by  saying,  "See  appendix 
A.”  Appendix  A  in  turn  is  a  lengthy 
document  which  includes  all  possible 
contingencies  and  applies  to  all  types  of 
extra-length  vehicles.  In  such  instances, 
the  FHWA  has  attempted  to  summarize 
what  could  otherwise  be  an  extremely 
complicated  and  lengthy  set  of 
conditions. 

One  of  the  subheadings  for  each  LCV 
or  extra-length  vehicle  described  in 
proposed  appendices  C  and  D, 


respectively,  of  23  CFR  part  656  is 
“Operational  Conditions."  This 
information  was  talcen  directly  from  the 
State  responses  to  die  questionnaire, 
regardless,  of  content  In  those  cases 
where  another  document  was 
referenced,  the  FHWA  has  attempted  to 
summarize  that  document  Because  of 
the  differences  in  State-provided 
responses,  there  is  little  consistency  as 
to  coverage  or  depth.  Therefore,  in 
addition  to  asking  for  comments  on  this 
NPRM,  we  are  asking  the  States  and  all 
other  sources,  including  industry  trade 
groups,  for  additional  information  to 
provide  consistency  in  the  reporting 
among  States. 

In  finalizing  appendices  C  and  D  the 
FHWA  intends  to  publish  the 
restrictions  and  conchtrons  in  a  manner 
which  uniformly  presents  the 
information  for  each  State.  Accordingly, 
we  are  asking  those  States  which  allow 
LCV’s  or  extra-length  vehicles  to 
provide  the  operational  conditions 
subdivided  as  follows: 

1.  The  weight — list  the  maximum 
singie-axle,  tandem-axle  and  gross 
weight,  as  welt  as  any  axle  spacing 
requirements  for  each  combination 
vehicle. 

2.  The  driver — describe  any  special 
training,  experience  or  licensing 
requirements  required  to  handle  the 
combination  vehicle  described. 

3.  The  vehicle — describe  any  special 
requirements  that  apply,  such  as 
horsepower,  braking  aWIity,  off  tracking 
limits  or  order  of  trailers. 

4.  Permit  requirements — indicate 
whether  a  permit  is  required  and,  if  so, 
its  duration,  type,  i.e.,.  whether  it  is  for  a 
single  or  multiple  trip,  and  if  a  fee  is 
charged. 

5.  Access  requirements — recognizing 
that  approved  operating  routes  are  listed 
separately,  describe  any  conditions 
which  would  restrict  vehicle  access 
between  terminals  and  approved 
highways,  i.e.,  describe  what,  if  any, 
“reasonable  access"  conditions  exist  for 
the  combination  described. 

We  ask  that  affected  States  respond 
with  this  informatioa  by  May  4, 1992.  If 
the  information  is  part  of  a  booklet  or 
other  publication,  we  ask  that  the  States 
succinctly  summarize  the  information 
for  each  heading  and  provide  a  copy  of 
the  source  document  to  the  docket.  In 
order  to  make  the  final  list  of  Umitations 
and  conditions  as  complete  and 
accurate  as  possible,  a  second  NPRM 
will  be  published  seeking  comment  on 
the  information  obtained  in  response  to 
this  request 

Operators  of  the  vehicles  described  in 
appendices  C  and/or  D  are  cautioned, 
however,  that  any  such  operation  must 
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be  in  full  compliance  with  applicable 
State  regulations.  The  "Operational 
Conditions"  described  in  appendices  C 
and/or  D  are  intended  to  be  an 
informational  summary  of  the  major 
conditions  for  the  public  at  large.  They 
are  not  to  be  used  as  the  basis  for  actual 
operations. 

List  of  ISTEA  Vehicle  Operations  and 
Conditions  Submitted  by  States 

A  summary  of  the  material  furnished 
by  the  States  is  shown  in  appendices  C 
and  D  to  23  CFR,  part  658.  Information 
on  LCV’s  (section  1023  of  the  ISTEA)  is 
in  appendix  C  and  data  on  vehicles  with 
two  or  more  cargo  carrying  units 
(section  4006)  are  in  appendix  D.  The 
actual  State  submissions  are  on  file  at 
the  FHWA  Headquarters,  room  4232, 
and  may  be  viewed  there  from  8:30  a.m. 
to  3:30  p.m.,  e.t.,  Monday  through  Friday, 
except  on  holidays. 

In  addition  to  seeking  comments  on 
the  content  of  this  proposed  rule,  the 
FHWA  is  also  interested  in  comments 
concerning  the  format  of  the  information 
presented.  Any  comments  on  how  this 
information  might  be  presented  in  a 
clearer,  more  concise  manner,  while 
fulfilling  the  requirements  of  the  ISTEA, 
are  also  invited. 

Minor  Adjustments  to  Listed 
Information 

Sections  1023  and  4006  of  the  ISTEA 
allow  States  to  make  minor  adjustments 
of  a  temporary  and  emergency  nature  to 
route  designations  and  vehicle  operating 
restrictions  in  effect  on  June  1, 1991. 
They  also  direct  the  Secretary  to  issue 
regulations  establishing  criteria  for  the 
States  to  follow  in  making  such 
adjustments.  The  Secretary  must  be 
notified  within  30  days  of  any  further 
restrictions  or  prohibitions  imposed  by 
States  on  the  operation  of  vehicles 
subject  to  the  ISTEA. 

Minor  adjustments  must  be  both 
emergency  and  temporary.  According  to 
the  Conference  Report  on  the  ISTEA 
[H.R.  Conf.  Rep.  No.  404, 102d  Cong.,  1st 
Sess.  314  (1991)],  the  nature  of  such 
adjustments  is  intended  to  be  temporary 
and  very  limited:  for  example,  in  the 
case  of  a  bridge  failure  that  would 
require  the  rerouting  of  ISTEA  vehicles 
to  highways  where  they  would 
otherwise  be  prohibited.  Since  it  is 
impossible  to  foresee  all  types  of 
emergencies  that  might  necessitate  a 
minor  adjustment,  the  proposed 
regulation  would  simply  require  a  State 
to  give  the  FHWA  Administrator  a 
detailed  description  of  the  emergency 
requiring  an  adjustment  which  exceeds 
30  days.  Emergency  adjustments  with  a 
duration  of  30  days  or  less  need  not  be 
reported  to  the  Administrator. 


Adjustments  lasting  more  than  1  year 
would  not  be  considered  to  be  of  a 
temporary  or  emergency  nature.  Minor 
adjustments  for  the  same  emergency 
would  not  be  permitted  to  be  broken 
into  periods  of  less  than  1  year  to  extend 
the  emergency  for  a  period  longer  than 
that.  Similarly,  an  emergency  would  not 
be  permitted  to  be  broken  into  30-day  or 
shorter  periods  to  avoid  reporting. 

Further  Restrictions  on  ISTEA  Vehicles 

The  ISTEA  provides  that  State 
restrictions  or  prohibitions  on  the 
operation  of  LCV’s  and  CMV’s  with  two 
or  more  cargo  carrying  units  after  June  1, 
1991,  must  be  consistent  with  sections 
411,  412,  and  416(a)  of  the  STAA.  This 
means  States  may  not  prohibit  twin 
trailer  combinations  with  trailers  not 
over  28  feet  long  (28.5  if  grandfathered] 
from  operating  on  the  NN  or  reasonable 
access  routes.  States  may  not  restrict 
the  width  of  vehicles  on  the  NN  or 
reasonable  access  routes  to  less  than 
102.36  inches.  The  FHWA  may  require 
further  information  or  clarification  about 
subsequent  State  restrictions  or 
prohibitions  on  ISTEA  vehicles  before 
publishing  the  information  in  the  Federal 
Register. 

Definition  of  Loads  Which  Cannot  Be 
Easily  Dismantled  or  Divided 

With  only  a  few  exceptions,  section 
4006(a)  of  the  ISTEA  freezes  the  length 
of  vehicles  with  two  or  more  cargo 
carrying  units  at  the  length  allowed  on 
June  1, 1991.  However,  there  is  an 
exception  for  nondivisible  loads.  States 
may  issue  permits  for  vehicles  with 
loads  that  exceed  the  length  allowed  in 
1991  if  the  load  cannot  be  easily 
dismantled  or  divided.  The  Conference 
Report  on  the  ISTEA  [Id.  at  441]  states 
that  the  types  of  loads  envisioned  by 
this  provision  are  long  loads,  e.g., 
missiles  or  bridge  sections  on  two  or 
more  connected  flatbed  trucks. 

The  exemption  would  also  apply  to 
very  large  objects  moved  on  a  series  of 
dollies,  each  of  which  is  technically  a 
cargo  carrying  unit.  Because  Congress 
has  authorized  the  States,  in  identical 
terms,  to  issue  overweight  and  oversize 
permits  "for  tiiose  vehicles  and  loads 
which  cannot  be  easily  dismantled  or 
divided"  [23  U.S.C.  127(a];  section 
4006(a)  of  the  ISTEA,  to  be  codified  at  49 
U.S.C.  app.  2311(j)(l)],  the  FHWA  is 
proposing  a  definition  of  "nondivisible 
load"  which  would  be  equally 
applicable  to  an  overweight  and  an 
oversize  load.  Briefly,  a  load  would  be 
considered  nondivisible  if  dividing  it 
into  small  or  lighter  components  would 
destroy  its  value  or  cause  the  shipper  or 
motor  carrier  significant  additional 
expense  to  dismantle.  This  permit 


authority  is  not  a  "loophole,"  but  a 
limited  exception  for  specific  purposes. 
Assume,  for  example,  that  a  State  did 
not  allow  "Turnpike  Doubles”  on  June  1, 
1991,  but  that  a  motor  carrier  later 
wanted  to  transport  two  industrial 
boilers,  each  of  which  required  a  45- 
foot-long  cargo  unit,  as  part  of  a 
"Turnpike  Double”  combination  with 
one  boiler  on  each  cargo  unit.  A 
"Turnpike  Double”  is  a  common  name 
for  a  truck  tractor-semitrailer-trailer 
CMV  where  the  semitrailer  and  trailer 
are  generally  each  at  least  40  feet  long 
and  of  equal  length.  Although  each 
boiler  is  certainly  nondivisible,  the 
vehicle  combination  can  easily  be  split 
into  two  tractor  trailer  units  with  no 
effect  on  the  cargo.  The  combination, 
therefore,  would  not  qualify  for  a 
nondivisible  load  permit.  On  the  other 
hand,  a  permit  would  be  appropriate  to 
move  a  prefabricated  bridge  span  longer 
than  the  maximum  length  of  cargo 
carrying  units  allowed  on  June  1.  A 
nondivisible  load  permit  could  also  be 
used  for  a  relatively  small  cargo  carried 
on  a  single  trailer,  e.g.,  an  electrical 
generator,  that  would  produce  a  gross 
vehicle  weight  above  80,000  pounds.  But 
if  each  trailer  in  a  conventional  double 
carried  one  generator  and  the 
combination  weighed  85,000  pounds,  a 
nondivisible  load  permit  could  not  be 
issued  because  separating  the  load  for 
shipment  on  two  vehicles  would  neither 
destroy  its  value  nor  constitute  a 
significant  additional  cost. 

Meaning  of  “On  or  Before” 

The  ISTEA  specifies  that  LCV’s  may 
continue  to  be  used  only  if  "in  actual 
operation  on  a  regular  or  periodic  basis 
(including  seasonal  operations]  on  or 
before  June  1, 1991,  *  *  *”  [section 
1023(b),  amending  23  U.S.C. 
127(d)(1)(A)].  However,  in  the  same 
section,  amending  23  U.S.C.  127(d)(1)(B), 
it  provides  that  all  such  operations  shall 
continue  to  be  subject  to  rules  “in  force 
on  June  1, 1991.” 

The  question  is  whether  a  State  could 
allow  triple  trailer  combinations,  for 
example,  in  lawful  use  at  some  earlier 
time  but  unlawful  as  of  June  1, 1991,  to 
be  used  after  that  date.  Under  the 
proposed  rule,  the  answer  would  be  that 
it  could  not.  “On  or  before”  relates  to 
LCV’s  used  on  a  periodic  basis  so  that 
even  if  not  in  actual  use  on  that  date,  - 
they  nevertheless  were  authorized  to 
operate  on  a  periodic  or  other  basis  on 
that  date. 

Procedure  to  Review  and  Correct  Final 
List 

Sections  1023  and  4006  of  the  ISTEA 
provide  a  review  and  correction 
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procedure  for  the  final  lists  of  ISTEA 
vehicles,  to  be  published  as  appendices 
C  and  O  to  23  CFR  part  658.  Any  person 
or  State  may  request  that  the  Secretary 
review  the  final  list  to  determine  if  there 
is  cause  to  believe  that  it  contains  a 
mistake.  The  Secretary  may  also  make 
such  a  review.  If  the  Secretary  believes 
an  error  exists,  he  or  she  must 
commence  a  proceeding  to  determine  if 
the  list  should  be  corrected,  and  if  so, 
make  the  correction. 

Rulemaking  Analyses  and  Notiees, 
Executive  Order  12291  (Federal 
Regulation)  and  DOT  Regulatory 
Policies  amd  Procedures 

The  FHWA  has  determined  that  this 
action  is  not  major  within  the  meaning 
of  Executive  Order  12291  or  significant 
within  the  mearving  of  Department  of 
Transportation  regulatory  policies  and 
procedures.  It  is  anticipated  that  the 
economic  impact  of  this  rulemaking  will 
be  minimal;  thereforcr  a  full  regulatory 
evaluation  is  not  required. 

Regulatory  Flexibility  Act 

In  compliance  with  the  Regulatory 
Flexibility  Act  [5  U.S.C.  601  et  se(7.],  the 
FHWA  has  evaluated  the  effects  of  this 
rule  on  small  entities.  Based  on  the 
evaluation,  the  FHWA  hereby  certifies 
that  this  action  will  not  have  a 
significant  economic  impact  on  a 
substMitial  number  of  small  entities. 

This  action  merely  lists  applicable 
limitations  by  specific  vehicle 
combination,  by  State,  in  effect  on  June 
1, 1991,  and  will  not  further  restrict  the 
operation  of  any  vehicle  in  lawful 
operation  on  or  before  |une  1, 1991,  and 
subject  to  those  limitations. 

Executive  Order  12612  (Federalism 
Assessment) 

This  action  has  been  analyzed  in 
accordance  with  the  principles  and 
criteria  contained  in  Executive  Order 
12612,  and  it  has  been  determined  that 
this  action  does  not  have  sufficient 
federalism  implications  to  warrant  the 
preparation  of  a  federalism  assessment 
Although  its  effect  will  be  to  prevent  the 
expansion  of  the  ISTEA  vehicle  network 
beyond  that  which  States  allowed  on 
June  1, 1991,  there  is  no  indication  at  this 
time  that  the  States  planned  any 
significant  expansion  of  that  network 
which  would  be  impeded  by  these 
regulations.  This  action  merely 
implements  requirements  of  the  ISTEA. 

Executive  Order  12372 
(Intergovernmental  Review') 

Catalog  of  Federal  Domestic 
Assistance  Program  Number  20.217, 
Motor  Carrier  Safety.  The  regulations 
implementing  Executive  Order  12372 


regarding  intergovernmental 
consultation  on  Federal  programs  and 
activities  do  not  apply  to  this  program. 

Paperwork  Reduction 

This  actron  does  not  contain  a 
collection  of  information  requirement  for 
purposes  of  the  Paperwork  Reduction 
Act  of  1980,  44  U.S.C.  3501  et  seq. 

National  Environmental  Policy  Act 

The  Agency  has  analyzed  this  action 
for  the  purpose  of  the  National 
Envirorunental  Policy  Act  of  1969  (42 
U.S.C.  4321  et  seq.]  and  has  determined 
that  this  action  would  not  have  any 
effect  on  the  quahty  of  the  environment. 

Regulation  Identification  Number 

A  regulation  identification  number 
(RIN)  is  assigned  to  each  regulatory 
action  listed  in  the  Unified  Agenda  of 
Federal  Regulations.  The  Regulatory 
Information  Service  Center  publishes 
the  Unified  Agenda  in  April  and 
October  of  each  year.  The  RIN 
contained  in  the  heading  of  this 
document  can  be  used  to  cross  reference 
this  action  with  the  Unified  Agenda. 

List  of  Subjects  in  23  CFR  Part  658 

Grant  programs — transportation. 
Highways  and  roads,  Motor  carrier  size 
and  weight. 

Issued  on:  March  16, 1992. 

T.  D.  Larson, 

Administrator. 

In  consideration  of  the  foregoing,  the 
FHWA  proposes  to  amend  chapter  I  of 
title  23,  Code  of  Federal  Regulations, 
part  658  as  set  forth  below. 

PART  658— TRUCK  SIZE  AND  WEIGHT, 
ROUTE  DESIGNATIONS— LENGTH, 
WIDTH,  AND  WEIGHT  LIMITATIONS 

1.  The  authority  citation  for  23  CFR 
part  658  is  revised  to  read  as  follows; 

Authority:  23  U.S.C.  127;  49  U.S.C.  App. 

2311,  2312,  2313,  and  2316;  23  U.S.C.  315;  and 
49  CFR  1.48. 

2.  Section  658.5  is  amended  by  adding 
paragraphs  (u),  (v)  and  (w)  to  read  as 
follows: 

§  658.5  Definittons. 
***** 

(u)  Longer  combination  vehicle.  As 
used  in  this  part,  longer  combination 
vehicle  (LCV)  means  any  combination  of 
a  truck  tractor  and  two  or  more  trailers 
or  semitrailers  which  operates  on  the 
Interstate  System  at  a  gross  vehicle 
weight  greater  than  80,000  pounds. 

(v)  Cargo  carrying  unit.  As  used  in 
this  part,  cargo  carrying  unit  means  any 
portion  of  a  commercial  motor  vehicle 
combination  (other  than  a  truck  tractor) 
used  for  the  carrying  of  cargo,  including 


a  trailer,  semitrailer  or  the  cargo 
carrying  section  of  a  single  unit  truck. 

(w)  Nondivrsibte  load.  As  used  in  this 
part,  nondivisible  load  means  any  load 
with  carrying  vehicle  heavier  or  longer 
than  the  Leg^  limit  which,  cannot  be 
separated  into  two  or  more  lighter  or 
smaller  components  without  destroying 
the  value  of  the  shipment  or  imposing 
significant  additional  costs  on  the 
shipper  or  motor  carrier  to  dismantle  the 
load. 

3.  Part  658  is  amended  by  adding 
§  658.23  as  follows; 

§  658.23  LCV  freeze;  cargo  carrying  unit 
freeze. 

(a) (1)  Except  as  otherwise  provided  in 
this  section,  a  State  may  allow  the 
operation  of  longer  combination 
vehicles  only  as  listed  in  appendix  C  of 
this  part. 

(2)  Except  as  otherwise  provided  in 
this  section,  a  State  may  not  allow  the 
operation  on  the  National  Network  of 
any  commercial  motor  vehicle 
combination  with  two  or  more  cargo 
carrying  units  (not  including  the  truck 
tractor)  whose  cargo  carrying  units 
exceed: 

(i)  The  maximum  combination  trailer, 
semitrailer  or  other  type  of  length 
limitation  authorized  by  State  law  or 
regulation  of  that  State  on  or  before  June 
1. 1991;  or 

(ii)  The  length  of  the  cargo  carrying 
units  of  those  commercial  motor  vehicle 
combinations,  by  specific  configuration, 
in  actual,  lawful  operation  on  a  regular 
or  periodic  basis  (including  continuing 
seasonal  operation)  in  that  State  on  or 
before  June  1, 1991,  as  listed  in  appendix 
D  of  this  part. 

(b)  Wyoming  shall  notify  the  Federal 
Highway  Administrator  within  30  days 
after  November  3, 1992,  if  additional 
vehicle  configurations  were  authorized 
by  legislation  prior  to  that  date.  The 
notification  shall  include  a  copy  of  the 
legislation  and  a  description  of  the 
vehicle  length  and  weight  restrictions 
and  other  operating  conditions  imposed. 

(c)  For  specific  safety  purposes  and 
road  construction,  a  State  may  make 
minor  adjustments  of  a  temporary  and 
emergency  nature  to  route  designations 
and  vehicle  operating  restrictions 
applicable  to  combinations  subject  to 
sections  1023  and  4006  of  the  ISTEA  and 
in  effect  on  June  1, 1991  (for  Wyoming 
November  3, 1992,  and  Alaska  July  6, 
1991).  Adjustments  which  last  30  days  or 
less  may  be  made  without  notifying  the 
Administrator.  In  case  of  minor 
adjustments  which  exceed  30  days  in 
length,  a  State  must  notify  the 
Administrator  in  writing  by  the  end  ot 
the  30th  day  giving  a  description  of  the 
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emei^ncy,  the  date  on  whteh  it  began 
and  the  date  on  whidi  it  will  end. 
Consecutn'e  adjustments  totaling  more 
than  30  days  must  also  be  reported  to 
the  Administrator.  If  the  adjustment 
involves  route  designations,  the  State 
must  list  in  detail  the  new  route  on 
which  vehicles  otherwise  subject  to  the 
freeze  in^msed  by  sections  1023  and 
4006  of  the  ISTEA  are  allowed  to 
operate.  If  the  adjustment  involves 
vehicle  operating  restrictions  the  State 
must  list  the  restrictions  that  have  been 
removed  cm-  modified.  Upon  receipt  of 
the  notification,  the  Administrator  will 
publish  a  notice  of  adjustment,  with  an 
expiration  date,  in  the  Federal  Renter. 
No  adjustment  may  be  maintained  for 
longer  than  1  year.  If  the  FHWA 
determines  that  minor  adjustments 
made  by  a  State  are  not  legitimately 
attributable  to  road  or  bridge 
construction  or  safety,  the  Administrator 
will  so  inform  the  State,  and  the  original 
conditions  of  the  freeze  must  be 
reimposed  immediately.  Failure  to  do  so 
may  subject  the  State  to  a  penalty 
pursuant  to  23  U.S.C.  141. 

(d)  States  further  restricting  or 
prohibiting  the  operation  of  vehicles 
subject  to  sections  1023  and  4006  of  the 
ISTEA  after  June  1, 1991,  shall  notify  the 
Administrator  within  30  days  after  the 
restriction  is  effective.  The 
Administrator  will  publish  the 
restriction  in  the  Federal  Register  as  an 
amendment  to  appendix  C  and/or  D  of 
this  part,  as  appropriate.  Failure  to 
provide  such  notificatian  may  subject 
the  State  to  a  penalty  pursuant  to  23 
U.S.C.  141. 

(e)  The  Administrator,  on  his  or  her 
own  motion  or  upon  a  request  by  any 
person  (including  a  State),  shall  review 
the  information  set  forth  in  appendices 
C  and/or  D  of  this  part  to  this  part.  If  the 
Administrator  determines  there  is  cause 
to  believe  that  a  mistake  was  made  in 
the  accuracy  of  the  information 
contained  in  appendix  C  and/or  D  of 
this  part,  the  AdministrBt<n'  shall 
commence  a  proceeding  to  determine 
whether  the  information  published 
should  be  corrected.  If  the  Administrator 
determines  that  there  is  a  mistake  in  the 
accuracy  of  the  information  contained  in 
appendix  C  and/or  D  of  this  part,  the 
Administrator  shall  publish  in  the 
Federal  Register  the  appropriate 
corrections  to  reflect  that  determination. 

4.  Part  658  is  amended  by  adding 
apperydioes  C  and  O  to  read  as  follows: 

Appendix  C  to  Part  658— Trucks  Over  80,000 
Pounds  on  (he  Interstate  System 

This  appendix  contains  information  by 
State  regarding  the  status  <d  oonunercial 
motor  vehicle  combinations  coasisting  of  a 
truck  tractor  and  two  or  more  trailers  or 


semitrailers,  lawfully  op>eratiug  on  the 
Interstate  System,  with  a  gross  weight  in 
excess  of  8Q.tXI0  ponds,  for  those  22  States 
in  which  the  described  vehicle  was  allowed 
on  a  regular  or  periodic  basis  f  including 
seasonal  operations]  on  or  before  June  1, 

1991.  additional  infonnatioB  summarizing  the 
operational  conditions,  routes  and  legal 
citations  is  also  provided.  The  term 
“Interstate  System”  as  used  herein  refers  to 
the  National  System  of  Interstate  and 
Defense  Highways,  renamed  to  the  Dwight  D. 
Fisenhower  System  of  Interstate  and  Defense 
Highways  by  Public  Law  Wl-427. 


State 

Allowed 

Not 

allowed 

X 

X 

X 

X 

X 

Colomdo . . . 

K 

X 

X 

Distiiot  of  Columbia . 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

Maryland . 

X 

Massachusetts . 

X 

Michigan . 

X 

Minnesota . 

X 

Mississippi . 

X 

X 

Montana . . 

X 

X 

X 

X 

X 

X 

X 

X 

X 

K 

Oklahoma . . 

X 

X 

Pennsylvania _  _ 

X 

X 

Rhode  island . 

X 

South  Carolina . 

X 

South  Dakota . 

X 

Tennessee  _ 

X 

X 

Utati  _ _ _ 

X 

Vermont . . 

X 

X 

X 

X 

X 

X 

State:  Alaska. 

Operational  Conditioos:  On  the  National 
Network  (NN),  Longer  Combination  Vehicles 
(LCV's)  except  trip^  may  operate  without  a 
permit,  ^)eed  or  tirae-of-day  restrictions. 
Triple  trailer  combiaatlons  must  obtain  a 
permit  and  pay  a  permit  fee.  All  LCV's  with 
an  overall  length  greater  than  75  feet  are 
required  to  display  “Oversize''  signs  front 
and  rear.  During  the  annual  spring  thaw,  all 


commercial  ttehides,  inclmhag  LCV's,  are 
restraOted  on  the  amount  of  weli^  that  eadi 
axle  grouping  is  allowed  to  carry.  The  Alaska 
Departeaeatt  of  Tranqjortalion  and  PuMic 
Facilities  (DOT  h  FFj  makes  the 
detemination  on  the  percentage  and  the 
portion(s)  of  the  highways  affected.  Weather 
restrictions  are  imposed  when  hazardous 
conditions  exist  as  determined  by  the  Alaska 
IX)T  &  PF  and  the  Alaska  Department  of 
Public  Safety,  Division  of  State  Troopers. 

Routes: 


From 

Tt> 

AK-1 

Anchorage  (Potter 

Palmer  (Palmer- 

Weigh  Station). 

Wasilla  Highway 
Junction) 

AK-2  * 

Fairbanks  (Gaffney 

Delta  Junction  (MP 

Road  JurK:tiof8.- 

1412  Alaska 
Highway). 

AK-3 

From  its  Junction 

FaMtanks  (Gaffney 

with  AK-1. 

Road  Junction). 

’  AK-2  is  not  open  to  Wpie  trailer  combinations. 


Legal  Citations: 

17  AAC  35 
17  AAC25 

Administrative  Permit  Manual 

State:  Arizona. 

Operational  Conditions:  On  all  listed 
routes,  the  company  most  have  a  Certificate 
of  Compliance  on  file  and  a  permit  in  the 
possession  of  die  driver  when  operating  a 
longer  combination  vehicle  (LCV). 

All  companies  must  have  an  active  safety 
program.  All  drivers  are  required  to  comply 
with  Motor  Carrier  Safety  Regulations  of  the 
U.S.  DOT  and  title  28,  Arizona  Revised 
Statutes. 

LCV's  shall  not  exceed  the  legal  or  posted 
speed,  whidiever  is  lower. 

LCV’s  are  allowed  continuous  travel  except 
during  adverse  weather  conditions,  at  which 
time  movement  oTLCV's  Is  prohibited. 

All  LCV's  are  restricted  to  a  20-mlle  border 
area  from  any  adjacent  State  which  allows 
such  combinations  of  length  and  gross 


vehicle  weight. 

Routes: 

From 

To 

1-1 5  Nevada  State  Lina  _. 

Utah  State  Line. 

Legal  Citations: 

ARS  28-107 
ARS  28-108.5 
ARS  28-108.13 
ARS  28-108.14 
ARS  28-1001 
ARS  28-1004.C 
ARS  28-1008 
ARS  28-1009 
ARS  28-100901 
ARS  28-1011. A 
ARS  28-1011. C 
ARS  28-101 1.F 

State:  Colarado. 

Operatiosal  Conditions:  Longer 
Combination  Vehicles  (LCVs)  must  purchase 
an  annual  permit  pursuant  to  CJI.S.  42-4- 
4045(1|.  To  operate  at  greater  than  SQvOOO 
pounds,  LCV's  must  purchase  an  overweight 
permit  pursuant  to  C.R.S.  42-4-409(1 lKa)(H) 


ARS  28-lOll.K 
ARS  28-lOll.L 
ARS  28-lOll.M 
ARS  28-1011.N 
ARS2B-1011D 
ARS  28-1013 
ARS  28-1014 
ARS  28-1031 
ARS  28-1051 
ARS  28-1052 
R17-46-426 
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(A).  (B)  or  (C)  and  comply  with  Rule  4-15  in 
the  Extra-I^gal  Vehicles  and  Loads  Rules. 
LCV's  must  comply  with  the  rules  and 
regulations  for  the  Operation  of  Longer 
Combination  Vehicles  on  Designated  State 
Highway  Segments.  The  rules  address  all 
restrictions  and  requirements  that  are 
imposed  on  LCV’s.  However,  instead  of 
complying  with  Rule  5-1  in  the  Longer 
Combination  Vehicle  Rules,  LCV's  operating 
at  greater  than  80,000  pounds  must  comply 
with  Rule  4-1-5  in  the  Extra-Legal  Vehicles 
and  Loads  Rules  concerning  hours  of 
operation  restrictions. 

Routes: 


From 

To 

1-25 

Cokxado-New 

Cokxado- Wyoming 

Mexico  State 

Line. 

State  Line. 

1-70 

US  40  and  SH  26 

Colorado-Kansas 

in  Denver 

State  Line. 

1-70 

Cokxado-Utah 

State  Urte. 

Jet  SH  13  in  Rifle. 

1-76 

Jet  1-25  in  Denver... 

Colorado-Nebraska 
State  Line. 

1-225 

Jet  1-25  in  Denver... 

Jet  1-70  in  Denver. 

1-270 

Jet  1-70  in  Denver... 

Jet  t-76  in  Denver 

Legal  Citations:  LCV's  must  comply  with 
all  applicable  statutes,  such  as  C.R.S.  42-4- 
^(2Kb)(I)  and  (2)(c)  axle  weight  limitations, 
C.R.S.  42-4-402(1)  width,  C.R.S.  42-4-404(1) 
height  and  C.R.S.  42-4-409(ll)(a)(II)  (A),  (B) 
or  (C)  overweight  permits.  LCV's  must 
comply  with  Rule  4-1-5  in  the  Extra-Legal 
Vehicles  and  Loads  Rules  and  with  the 
Longer  Combination  Vehicle  Rules. 

State:  Idaho. 

Operational  Conditions:  Permits  are 
required.  Permit  duration  is  1  year  from  the 
date  of  issuance.  There  are  extra-length, 
excess-weight  and  (if  the  vehicle  operates  on 
the  Interstate  System)  extra-length/excess- 
weight  permits. 

The  maximum  number  of  units  allowed  in  a 
combination  vehicle  is  one  tractor  and  three 
cargo  units. 

Vehicles  under  permit  must  comply  with 
the  Calculated  Maximum  Off-Track  (CMOT) 
Formula  (shown  below). 

CMOT  =  R  -  [R*  _  (A*  -t-  B*  -H  C*  D* 
E*)1V4 

R  =  165  -  4  =  161 

A,  B,  C,  D,  E,  etc.  equals  measurements 
between  points  of  articulation  or  pivot. 
Squared  dimensions  to  stinger  steer  points  of 
articulation  are  negative. 

Vehicles  under  permit  must  also  comply 
with  axle  weight  width  and  length  and  limits 
of  Idaho  Code,  section  49-1001. 

Maximum  weight:  Registered  weight  up  to 
105,500  pounds. 

Maximum  width:  8  feet  6  inches. 

Maximum  length:  105  feet  and  CMOT  of 
8.75  feet  (Interstate  routes) 

Routes:  All  Interstate  routes.  Access 
between  Interstate  and  breakdown  areas 
only  via  interchanges  designated  for 
combinations  with  CMOT  of  6.5  to  8.5  feet. 

Legal  Citations: 

Idaho  Code  49-1001  Idaho  Code  49-1010 

Idaho  Code  49-1002  Idaho  Code  49-1011 

Idaho  Code  49-1004 


Idaho  Transportation  Department  Rules 
39.C.01,  39.C.06,  39.C.08.  39.C.09,  39.C.10, 
39.C.11,  39.C.14,  39.C.15,  39.C.19-23 
State:  Indiana. 

Operational  Conditions:  The  following 
shall  be  the  maximum  allowable  weight 
limits  permitted  on  the  toll  road  without  a 
special  hauling  permit  or  as  speciFically 
provided  in  the  case  of  authorized  trailer 


eombinations  and  Michigan  Train 
combinations. 

Factor 

Limits 

(pounds) 

22,400 

18,000 

90,000 

Maximum  taridem  axle  weight  per  axle . 

Routes: 


From 

To 

1-80 

Gate  21 . 

Gate  156. 

1-90 

Gate  0 . 

Gate  156. 

Indiana  Toll  Road  plus  15  miles  access 
subject  to  Indiana  Department  of  Highways 
approval. 

Legal  Citations: 

Rule  4 

Indiana  Code  9-8-1-16 

Indiana  Code  8-15-2 

135  Indiana  Administrative  Code  2 

State:  Kansas. 

Operational  Conditions:  Permits  are  not 
required  for  operation  on  the  Kansas 
Turnpike.  A  permit  is  required  for  access 
between  the  turnpike  and  motor  freight 
terminals  located  within  a  10-mile  radius  of 
each  toll  booth,  except  at  the  northeastern 
end  of  the  turnpike  where  a  20-mile  radius  is 
allowed.  A  fee  per  company  and  a  permit  for 
each  power  unit  is  required  for  special 
vehicle  combinations  (SVC),  i.e.,  "triples." 
Access  permits  are  valid  for  6  months,  while 
SVC  permits  are  valid  for  1  year. 

The  maximum  number  of  units  in  a 
combination  vehicle  is  three  cargo  carrying 
units  plus  one  tractor. 

The  maximum  combination  vehicle  length 
is  119  feet  overall  length.  Authorization  from 
the  Chief  Engineer/Manager  or  Highway 
Patrol  Captain  is  required  for  loads  and 
vehicles  longer  than  119  feet.  SVC  trailers  are 
limited  to  28.5  feet  in  length. 

The  maximum  vehicle  width  is  12.5  feet  for 
vehicles  and  loads  for  both  day  and  night 
operation.  The  maximum  vehicle  height  is  14 
feet.  Vehicles  and  loads  activating  high  load 
detectors  must  stop  and  cannot  proceed 
without  authorization.  The  maximum  vehicle 
weight  is  120,000  pounds  on  the  turnpike: 
however,  SVC's  have  a  maximum  weight  of 
110,000  pounds  and  must  comply  with  the 
Federal  bridge  formula.  The  maximum  axle 
weight  is  20,000  pounds  on  a  single  axle  and 
34,000  pounds  on  a  tandem  axle. 

SVC  permits  can  include  any  restrictions 
deemed  necessary,  including  specific  routes 
and  hours,  days  and/or  seasons  of  operation. 
Rules  and  regulations  can  be  promulgated 
regarding  driver  qualifications,  vehicle 
equipment  and  operational  standards.  SVC's 


cannot  be  dispatched  or  operated  during 
adverse  weather  conditions.  All  axles,  except 
steering  axles,  must  have  dual  wheels  and  all 
vehicles  must  be  able  to  achieve  and 
maintain  a  speed  of  40  miles  per  hour  on  all 
grades.  Drop  and  lift  axles  are  prohibited.  A 
minimum  of  six  and  a  maximum  of  nine  axles 
are  required.  All  but  the  steering  axle  must  be 
equipped  with  an  antispray  device.  The 
heaviest  trailers  are  to  be  placed  forward. 
Following  distance  is  100  feet  for  every  10 
miles  per  hour.  SVC's  must  travel  in  the  right 
lane,  except  for  passing.  Hazardous  cargo  is 
prohibited.  Convex  mirrors  are  required  on 
both  sides  of  the  cab.  Drivers  must  have  a 
CDL  with  appropriate  endorsements:  2-years 
experience  driving  tractor  semitrailers,  1  year 
driving  doubles,  have  completed  SVC  driving 
training  and  a  company  road  test.  Equipment 
must  comply  with  the  requirements  of  49  CFR 
390-399. 

The  turnpike  has  no  time-of-day  travel 
restrictions,  however,  SVC's  cannot  operate 
on  holidays  or  during  holiday  weekends. 

Routes:  SVC's  are  allowed  to  travel  the 
entire  length  of  the  turnpike.  However,  SVC's 
are  restricted  on  1-70  to  travel  only  from  a 
truck  terminal  located  within  5  miles  of 
Goodland  to  the  Kansas-Colorado  State  Line, 
and  on  US  69  Alternate  h^m  Baxter  Springs 
to  the  Kansas-Oklahoma  State  Line.  The 
Interstate  Route  designation  of  the  turnpike  is 
as  follows. 


From 

To 

1-35 

Oklahoma  State 

Kansas  Turnpike. 

Line. 

Authority  (KTA). 

Milepost  127. 

1-70 

KTA  Milepost  182 . 

KTA  Milepost  223. 

1-335 

KTA  Milepost  127 . 

KTA  Milepost  177. 

1-470 

KTA  Milepost  177 . 

KTA  Milepost  182. 

Legal  Citations: 

Kansas  Statutes  Annotated  (KSA) 

KSA  ft-1911  KSA  68-2005 

KSA  6-1914  KSA  66-2019 

KSA  66-2003  KSA  68-2048a 

KSA  66-2004 

State:  Massachusetts. 

Operational  Conditions:  Both  the  tractor 
manufacturer  for  each  tractor  used  in  tandem 
trailer  operations  on  the  turnpike  and  the 
permittee  shall  certify  to  the  Massachusetts 
Turnpike  Authority  (MTA)  prior  to  the 
approval  of  a  tractor  that  it  is  capable  of 
hauling  the  maximum  permissible  gross  load 
to  be  transported  by  the  permittee  at  a  speed 
not  less  than  20  miles  per  hour  on  all  portions 
of  the  turnpike  system. 

Brake  Regulation 

1.  The  brakes  on  any  vehicle  or  dolly 
converter  or  combination  of  vehicles  used  in 
tandem  trailer  operations  shall  comply  with 
Federal  regulations  as  stated  in  49  CFR  393, 
subpart  C,  as  revised,  and  effective  on  the 
date  of  entry  upon  or  use  of  the  turnpike. 

2.  In  addition,  any  vehicle  or  dolly 
converter  or  combination  of  vehicles  used  in 
tandem  trailer  operations  shall  meet  the 
requirements  of  the  provisions  of  the 
Massachusetts  Motor  Vehicle  Law. 
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3.  On  units  of  tandem  trailer  combinations 
certified  on  and  after  June  1, 1968,  the  brake 
application  line  of  every  tandem  combination 
shall  be  equipped  with  suitable  devices  to 
accelerate  application  and  release  of  the 
brakes  of  the  towed  vehicles,  and  these 
devices  shall  be  so  arranged  that  the  brake 
application  signal  does  not  pass  directly 
through  more  than  one  trailer,  but  is  dead- 
ended  at  the  rear  of  the  trailer  or 
alternatively  at  the  dolly,  and  the  application 
signal  then  is  retransmitted  to  the  dolly  and 
the  second  trails.  The  devices  required 
above  for  retransmission  of  the  applicatirm 
signal  shall  be  closely  connected  to  and 
supplied  by  air  reservoirs  which  have  their 
air  supplied  to  them  by  the  emergency  line.  In 
the  event  of  rupture  of  the  application  line  on 
the  towed  vehicle  of  any  tandem 
combination,  the  loss  of  brake  application 
shall  be  limited  upstream  of  the  loss  to  those 
vehicles  between  the  rupture  and  the  first 
retransmission  device. 

Axles 

A  tractor  used  to  haul  a  tandem  trailer 
combination  with  a  gross  weight  of  more  than 
110,000  pounds  shall  be  equipped  with 
tandem  rear  axles,  each  of  which  shall  be 
engaged  to  bear  its  full  share  of  the  load  on 
the  roadway  surface. 

Tandem  Assembly 

In  the  assembly  of  tandem  combinations 
prior  to  thck  operation  on  the  turnpike,  the 
permittee  shall  ascertain  the  total  gross 
weight  of  each  trailer  of  the  proposed 
combination.  In  the  event  that  the  gross 
weight  of  the  trailers  vary  by  more  than  20 
percent,  the  permittee  shall  couple  them  for 
each  trip  according  to  their  gross  weight,  that 
is  with  the  heaviest  trailer  coupled  to  the 
tractor.  „ 

Indication  That  Trailers  Form  One  Unit 

When  the  distance  between  the  rear  of  one 
semitrailer  and  the  front  of  the  following 
semitrailer  is  10  feet  or  more,  the  dolly  shall 
be  equipped  with  a  device,  or  the  trailers 
shall  be  connected  along  the  sides  with 
suitable  material,  which  will  indicate  to  other 
turnpike  users  that  the  trailers  are  connected 
and  are  in  effect  one  unit.  Such  devices  or 
connections  shall  be  approved  by  the  MTA 
prior  to  use  on  a  tandem  trailer  combination. 

Shifting  and  Swerving 

Coupling  devices  shall  be  so  designed, 
constructed  and  installed  and  the  vehicles  in 
a  tandem  trailer  combination  traveling  on  a 
level,  smooth,  paved  surface  will  follow  in 
the  path  of  the  towing  vehicle  without 
shifting  or  swerving  from  side  to  side  over  3 
inches  to  each  side  of  the  path  of  the  towir,g 
vehicle  when  it  is  moving  in  a  straight  Hne. 

Registration  of  Drivers 

Proposed  drivers  of  tandem  trailer 
combinations  shall  be  registered  by  the  MTA 
prior  to  driving  such  equipment  on  die 
turnpike.  Appi^atioDS  for  registration  shall 
induafe  all  qwcified  drivinf,  safety  and 
physical  examination  records  and  be 
accompanied  by  an  official  abstract  of  the 
driving  record  of  die  individual  for  whom  it  is 
being  submitted.  Drivers  of  tandem  trailer 
combinations  are  required  to  prove  to  the 


MTA  a  minimum  of  5  years  of  tractor  trailer 
driving  experience. 

Speed  Regulations 

Tandem  trailer  combinations  shall  comply 
with  the  existing  speed  regulations  for  trucks 
and  shall  be  subject  to  the  rigid  enforcement 
of  the  55  miles  per  hour  speed  limit,  or  any 
lower  speed  limit  posted  due  to  adverse 
weather  or  road  conditions  for  such  vehicles 
on  the  turninke. 

Distanoe  Between  Vehicles 

A  miflimum  distance  of  500  feet,  or 
approximately  two  delineator  spaces,  shall 
be  maintained  under  normal  conditions 
between  a  tandem  trailer  combination  and  a 
vehicle  traveling  in  front  of  it  in  the  same 
travel  lane,  except  when  passing  occurs. 

Passing 

A  tandesn  trailer  unit  may  pass  another 
vehicle  traveling  in  the  same  direction  only  if 
the  speed  differential  will  allow  the  tandem 
trailer  unit  to  complete  the  maneuver  and 
return  to  the  normal  driving  lane  within  a 
distance  of  1  mile. 

Turnpike  Regulations 

Except  as  noted  herein,  and  in  the  Tandem 
Trailer  Permit  all  rules  and  regulations 
governing  the  use  and  occupancy  of  the 
turnpike  shall  apply  to  the  operation  of 
tandem  trailer  combinations  on  the  turnpike. 

Miscellaneous  Powers 

The  MTA  may  revoke  or  temporarily 
suspend  at  will  any  permit  issued  for  the 
operation  of  tandem  combinations  on  the 
turnpike,  at  its  sole  discretion,  in  whole  or  in 
part.  If  the  MTA  temporarily  suspends 
tandem  trailer  operations  at  any  time  for  any 
reason,  including  reasons  of  inclement 
weather,  reconstruction  MTA  ot  other 
conditions,  the  instructions  of  the  Authority 
and  of  the  Massachusetts  State  Police  shall 
be  complied  with  immediately. 

Makeup-Breakup  Areas 

Tandem  trailer  units  shall  be  assembled 
and  disassembled  only  in  special  makeup- 
breakup  areas  designated  for  this  purpose  by 
the  MTA;  no  combination  consisting  of  a 
truck  tractor,  first  semitrailer  and  dolly,  with 
or  without  a  second  semitrailer,  shall  exit 
from  the  turnpike  into  a  publicly  maintamed 
highway  within  the  Commonwealth  of 
Massachusetts,  except  where  other  laws  or 
local  regulations  permit. 

Routes;  1-90  from  Boston  to  the  New  York 
State  Line. 

Legal  Citations: 

Massachusetts  Turnpike  Authority 
Massachusetts  Rules  and  Regulations  730 
CMR  4.00  thru  4.29 

State:  Michigan. 

Operational  Conditions:  Michigan  is  a 
multi-jurisdictional  State.  Truck  tractor  and 
two  trailing  units  with  a  gross  vehicle  weight 
greater  than  80,000  pounds  are  flowed  not 
only  all  Interstate  routes  but  also  all  State 
highways  and  maqy  local  jurisdiction 
highways,  provided  proper  axle  weights  and 
axle  spacings  are  complied  with.  Spring 
weight  restrictions  apply  on  "red  routes"  as 
noted  on  the  Michig^  Truck  Operators'  Map. 

Routes:  All  Interstate  routes. 


Legal  Citations: 

Michigan  Public  Act  300,  section  257.722 
Michigan  Public  Act  300,  section  257.719 
State:  Missouri. 

Operational  Conditions:  Annual  blanket 
permits  are  issued  to  allow  moving  to  and 
from  terminals  and  which  involve  travel  on 
Interstate,  primary  and  secondary  routes. 
There  is  a  permit  fee  per  power  unit.  The 
permits  carry  routine  conditions,  but  do  not 
address  driver  qualifications  or  any  other 
restrictions  not  included  in  the  rules  and 
regulations  for  all  permit  movement. 
Routes; 


From 

To 

1-29 

Jet  1-35 . 

1-29  milepost  20. 

1-35 

Kansas _ 

1-35  milepost  20. 

1-44 

Oklahoma - 

1-44  milajxist  20. 

1-70 

Kansas _ 

1-70  milefXJSt  20. 

1-435 

Entire  length - 

M70 

Entire  lertgth _ 

1-635 

Entire  length _ 

1-670 

Entire  length _ 

Legal  Citations: 

Sec.  304.200  Revised  Statutes  of  Missonri 
1990 

Sec.  304-170  Revised  Statutes  of  Missouri 
1990 

State:  Montana. 

Operational  Conditions:  Any  vehicle 
carrying  a  divisible  load  over  80,000  pounds 
must  comply  with  the  bridge  formula  and 
purchase  a  restricted  route  permit.  An 
exception  to  tiie  Federal  bridge  formula 
requirement  is  allowed  for  vehicles  traveling 
on  1-15  between  Canada  and  Shelby, 
Montana  under  the  authority  of  the 
Memorandum  of  Understanding  which  exists 
between  Montana  and  the  Canadian  Province 
of  Alberta. 

These  vehkdes  are  allowed  to  travel  24 
hours  a  day,  7  days  a  week.  In  addition,  there 
are  no  special  requirements  for  the  drivers  of 
these  vehicles.  All  over-dimensional  loads 
are  prohibited  from  travel  when  adverse 
weather  conditions  pose  a  threat  to  public 
safety. 

Routes;  All  Interstate  routes. 

Legal  Citations; 

61-10-124  MCA— ARM18.8.809(8) 
81-10-107(31  MCA — ^(Administrative  Rules  of 

Montanal 
61-10-104  MCA 
61-10-121  MCA 

State:  Nebraska, 

OperatHMial  Conditions:  Pmmits  for  which 
a  fee  is  charged  are  required  for  operation  on 
the  Interstate  System  only.  Axle  weight  limits 
are  20,000  pounds  for  single  axle  and  34,000 
pounds  for  tandem  axle.  Lift  axles,  which 
may  be  raised  or  lowered  from  within  the 
vehicle  or  which  have  controls  that  may  be 
reached  from  wkhm  die  vehicle,  and  dummy 
axles  will  be  disregarded  in  deteimming 
lawful  we^ht 

(1)  No  wheel  of  a  vehk^  or  trailer 
equipped  with  pneamatM:.  solid  rubber  or 
cushim  tires  shall  carry , a  gross  load  in 
excess  of  lO/lOO  pounds  on  any  road  or 
highway  nor  shall  any  axle  carry  a  gross  load 
in  excess  of  ZBjOOO  pounds  on  any  road  or 
hi^way. 
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(2)  No  group  of  two  or  more  consecutive 
axles  shall  carry  a  load  in  pounds  in  excess 
of  the  value  given  in  the  following  table 
corresponding  to  the  distance  in  feet  between 


the  extreme  axles  of  the  group,  measured 
longitudinally  to  the  nearest  foot,  except  that 
the  maximum  load  carried  on  any  group  of 
two  or  more  axles  shall  not  exceed  80,000 


pounds  on  the  National  System  of  Interstate 
and  Defense  Highways  unless  the  Director- 
State  Engineer  authorizes  a  greater  weight. 


Table  1.— Nebraska  Allowable  Axle  Group  Weight 


(3)  The  distance  between  axles  shall  be 
measured  to  the  nearest  foot.  When  a 
fraction  is  exactly  one-half  foot  the  next 
larger  whole  number  shall  be  used,  except 
that  (a)  any  group  of  three  axles  shall  be 
restricted  to  a  maximum  load  of  34,000 
pounds  unless  the  distance  between  the 
extremes  of  the  first  and  third  axles  is  at 
least  96  inches  and  (b)  the  maximum  gross 
load  on  any  group  of  two  axles,  the  distance 
between  the  extremes  of  which  is  more  than 


8  feet  but  less  than  8  feet  6  inches,  shall  be 
38,000  pounds. 

(4)  The  weight  limitations  of  wheel  and 
axle  loads  shall  be  restricted  to  the  extent 
deemed  necessary  by  the  Nebraska 
Department  of  Roads  for  a  reasonable  period 
where  road  subgrades  or  pavements  are 
weak  or  are  materially  weakened  by  climatic 
conditions. 

(5)  Vehicles  equipped  with  a  greater 
number  of  axles  than  provided  in  the  table 


shall  be  legal  if  they  do  not  exceed  the 
maximum  load  upon  any  wheel  or  axle,  the 
maximum  load  upon  any  group  of  two  or 
more  consecutive  axles,  the  total  gross 
weight  or  any  of  such  weights  as  provided  in 
paragraphs  [2]  and  (4)  of  this  section  on 
Nebraska. 

(6)  This  section  shall  not  apply  to  a  vehicle 
that  has  been  issued  a  permit  pursuant  to 
section  39-6,181. 
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(7)  Any  two  consecutive  axles,  the  centers 
of  which  are  more  than  40  inches  and  not 
more  than  96  inches  apart,  measured  to  the 
nearest  inch  between  any  two  adjacent  axles 
in  the  series  shall  be  dehned  as  tandem  axles 
and  the  gross  weight  transmitted  to  the  road 
surface  through  such  series  shall  not  exceed 
34,000  pounds.  No  axle  of  the  series  shall 
exceed  the  maximum  weight  permitted  under 
this  section  for  a  single  axle. 

Provisions  Applicable  for  the  Movement  of 
Multi'Unit  Combinations  of  Trailers  and 
Semitrailers  Requiring  Special  Permits  in 
Nebraska 

Definitions 

Extra-Long  Vehicle  Combinations:  For  the 
purpose  of  these  rules  and  regulations,  extra- 
long  vehicle  combinations  may  include  the 
following  vehicle  combinations: 

A  vehicle  combination  consisting  of  a  truck 
tractor,  semitrailer  and  two  trailers  having  an 
overall  length  of  not  more  than  105  feet,  the 
semitrailer  and  trailers  of  which  must  be  of 
approximately  equal  lengths. 

A  vehicle  combination  consisting  of  a  truck 
tractor,  semitrailer  and  single  trailer  having 
an  overall  length  of  not  more  than  105  feet, 
the  semitrailer  and  trailers  of  which  must  be 
of  approximately  equal  lengths. 

A  vehicle  combination  consisting  of  a  truck 
tractor,  semitrailer  and  single  trailer,  one 
trailer  of  which  is  not  more  than  48  feet  long 
and  the  other  trailer  of  which  is  not  more 
than  28  feet  long  nor  less  than  26  feet  long. 
The  entire  combination  of  which  is  not  more 
than  95  feet  long.  In  this  combination,  the 
shorter  trailer  shall  be  operated  as  the  rear 
trailer. 

Trailer  shall  mean  any  vehicle,  with  or 
without  motive  power,  designed  for  the 
carrying  of  property  and  for  being  drawn  by  a 
motor  vehicle  and  so  constructed  that  no  part 
of  its  weight  rests  upon  the  towing  vehicle; 
and  for  the  purpose  of  these  rules  and 
regulations,  a  semitrailer  used  with  a 
converter  dolly  shall  be  considered  a  trailer. 

A  location  within  6  miles  of  the  Interstate 
System  that  is  approved  by  the  permit  and 
that  is  to  be  used  by  the  permittee  for 
assembling  or  disassembling  extra-long 
vehicle  combinations. 

Highways,  roads  or  streets  upon  which  the 
permittee  will  be  allowed  to  move  an  extra- 
long  vehicle  combination  when  moving  from 
or  to  a  designated  staging  area  and  to  or  from 
the  Interstate  System  and  the  area  of  the 
interchanges  of  the  Interstate  System  which 
may  be  traveled  by  the  permittee.  No  extra- 
long  vehicle  permits  will  be  issued  to  allow 
travel  east  of  Nebraska  Highway  50  on  the 
Interstate  System.  Except  as  designated  on 
the  permit,  in  case  of  deteriorating  weather 
conditions,  emergency  or  breakdown, 
vehicles  moving  by  authority  of  an  extra-long 
vehicle  permit  shall  not  be  permitted  to 
reenter  the  Interstate  System. 

The  Nebraska  Department  of  Roads,  at  its 
discretion,  may  issue  permits  for  the 
operation  of  extra-long  vehicle  combinations 
when  unladen,  but  only  over  a  designated 
route  on  the  Interstate  System  and  from  a 
staging  area  located  not  more  than  6  miles 
from  the  Interstate  System. 

No  departure  from,  amendment,  alteration 
or  change  of  the  routes  designated  on  the 


extra-long  vehicle  combination  permit  shall 
be  allowed.  If  the  permit  holder  desires  to 
travel  on  any  route  not  designated  on  its 
permit  the  Nebraska  Department  of  Roads 
must  approve,  in  writing,  an  amendment 
authorizing  the  additional  route. 

Inspection  of  Permit  and  Vehicle:  As  a 
condition  of  the  issuance  of  an  extra-long 
vehicle  combination  permit,  applicant  must 
agree  that  the  operator  of  the  vehicle 
operating  under  the  authority  of  an  extra-long 
vehicle  combination  permit  will  submit  to  an 
inspection  of  the  permit  and  of  the  vehicle  at 
any  time  such  vehicle  is  on  Nebraska 
highways,  whether  or  not  there  is  reason  to 
believe  that  such  vehicle  is  in  violation  of  the 
permit  or  the  Nebraska  motor  vehicle  laws.  A 
copy  of  the  permit  must  be  carried  in  the 
power  unit  of  the  extra-long  vehicle 
combination. 

The  granting  of  a  permit  by  the  Nebraska 
Department  of  Roads  may  contain 
restrictions  or  prohibit  operations  as 
determined  necessary  by  the  Department  of 
Roads.  Movement  shall  be  made  during 
daylight  hours  (sunrise  to  sunset).  No 
movement  shall  be  permitted  on  Saturdays, 
Sundays,  holidays  or  long  holidays  as  defined 
in  the  Department  of  Roads'  rules  and 
regulations  pertaining  to  the  issuing  of  over¬ 
dimensional  and  overweight  permits.  No 
movement  will  be  permitted  when  the  ground 
winds,  in  the  vicinity  or  on  the  highways  over 
which  the  extra-long  vehicle  combinations 
may  move,  exceed  a  velocity  of  25  miles  per 
hour,  nor  during  steady  rain,  snow,  sleet,  ice 
or  other  conditions  that  cause  the  pavement 
to  be  slippery  or  when  visibility  is  less  than 
800  feet.  Should  any  of  these  conditions  be 
encountered  after  commencement  of  the 
move,  the  driver  shall  cease  operations  by 
moving  the  extra-long  vehicle  combination 
from  the  roadway  at  the  first  point  that  the 
vehicle  can  be  safely  removed  to  prohibit  the 
hazardous  operation  of  the  combination  and 
to  provide  for  safety  of  other  highway  users. 
Movement  of  extra-long  vehicle  combinations 
during  any  of  the  aforesaid  prohibited  times 
shall  be  grounds  for  revocation  of  the  permit. 

Application  For  Extra-Long  Vehicle 
Combination  Permit 

An  annual  permit  application  shall  be 
made  on  the  Standard  Form  Number  RM-425 
furnished  by  the  Nebraska  Department  of 
Roads  and  shall  be  submitted  to  the  State  of 
Nebraska,  Department  of  Roads,  Permit 
Office,  Lincoln,  Nebraska.  Permits  will  only 
be  issued  from  the  Lincoln  Permit  Office, 
Monday  through  Friday  from  8  a.m.  to  12  p.m. 
and  1  p.m.  to  5  p.m.  when  open  for  business. 
Permittee  shall  give  at  least  5  working  days 
for  processing  of  any  extra-long  vehicle 
combination  permits. 

The  permit  application  must  list  all  truck 
tractors  to  be  operated  under  the  registered 
permit,  as  well  as  the  license  number  of  such 
vehicles,  the  State  of  issuance  of  the  license, 
number  of  such  vehicles,  the  vehicle 
identification  numbers  and  the  drivers  who 
will  operate  under  the  requested  permit.  Only 
trucks  owned  or  leased  exclusively  to  the 
permit  applicant  for  the  entire  term  of  the 
requested  permit  and  only  drivers  under  the 
control  and  supervision  of  the  applicant  may 
be  listed  on  such  applications.  An  annual 


permit  is  required  for  each  qualified  carrier 
company  or  individual.  In  the  event  the 
permittee  desires  to  change  the  information 
listed  on  its  permit  application  regarding 
vehicles  or  drivers,  it  may  do  so  by  written 
notice  to  the  Nebraska  Department  of  Roads 
in  Lincoln.  Such  notice  shall  be  by  means  of 
registered  or  personally  delivered  mail  and 
shall  not  be  effective  for  a  period  of  2 
calendar  days  from  the  receipt  of  such  notice 
by  Nebraska  Department  of  Roads. 

Applicants  for  an  extra-long  vehicle 
combination  permit  must  certify  in  writing  to 
the  Nebraska  Department  of  Roads  that  the 
driver  of  a  vehicle  which  is  permitted  to 
move  by  authority  of  such  permit  has 
complied  with  all  Federal  Motor  Carrier 
Safety  Regulations  and  all  State  laws,  rules 
and  regulations  pertaining  to  drivers  and 
drivers'  licenses.  Applicants  must  notify  the 
Nebraska  Department  of  Roads,  in  writing,  of 
traffic  citations  issued  to  any  driver  for 
improper  operation  of  an  extra-long  vehicle 
combination  within  5  days  of  the  issuance  of 
said  citation. 

The  owner  or  operator  of  each  extra-long 
vehicle  combination  shall  have  on  file  with 
the  Nebraska  Department  of  Roads,  an 
insurance  certificate  with  a  company 
authorized  to  do  business  in  Nebraska,  in  an 
amount  of  not  less  than  $1  million  for  public 
liability  and  property  damage.  The  insurance 
certificate  must  contain  a  provision  stating 
that  the  insurance  company  will  give  at  least 
30  days  written  notice  to  the  Nebraska 
Department  of  Roads  in  case  of  cancellation. 

Additional  Restrictions  Pertaining  to 
Movement  of  Extra-Long  Vehicle 
Combinations 

From  November  15  to  April  15  of  each  year, 
the  permittee  must  contact  the  Nebraska 
Department  of  Roads  in  Lincoln,  Nebraska, 
between  the  hours  of  8  a.m.  and  5  p.m.  on  any 
day  the  Nebraska  Department  of  Roads  is 
open  for  business  and  within  3  hours  prior  to 
commencing  travel  to  obtain  authorization  for 
movement  that  day.  From  April  16  through 
November  14  of  each  year,  the  permittee  must 
contact  the  Nebraska  Department  of  Roads  in 
Lincoln,  Nebraska,  between  the  hours  of  8 
a.m.  and  5  p.m.  on  any  day  that  the  Nebraska 
Department  of  Roads  is  open  for  business 
and  within  three  days  of  commencing  travel 
to  obtain  authorization  for  movement.  The 
Department  of  Roads  will  at  that  time  issue 
an  authorization  number,  record  the  time  of 
the  call,  the  driver  of  the  vehicle  to  be  moved 
and  the  route  to  be  traveled. 

A  sign  may  be  required  to  be  displayed  at 
least  8  feet  above  the  roadway  surface  on  the 
rear-most  vehicle  of  the  combination  of  the 
vehicles.  The  sign  shall  be  of  yellow 
reflectorized  material  with  reflectorized  black 
letters  of  not  less  than  10  inches  high,  and 
must  conform  to  the  diagram  set  forth 
Nebraska's  Exhibit  A  (not  included). 

The  granting  of  a  permit  shall  not 
constitute  a  waiver  of  any  license  (tonnage) 
requirements  imposed  by  the  State  of 
Nebraska. 

The  granting  of  a  permit  pursuant  to  these 
rules  and  regulations  shall  not  waive  any 
liability  or  responsibility  of  the  applicant 
which  might  accrue  for  property  damages. 
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including  damage  to  the  highways,  or  {or 
personal  injuries  resulting  from  the  operation 
of  extra-long  vehicle  combinations. 

A  distance  of  at  least  500  feet  must  be 
maintained  between  all  vehicles  and  any  two 
extra-bng  combination  of  vehicles  when 
operating  on  Nebraska  streets  or  highways, 
except  when  one  extra-long  combination  of 
vehicles  is  passing  another. 

All  vehicles  in  an  extra-long  combination 
of  vehicles  and  all  devices  used  to  couple 
vehicles  in  the  extra-long  vehicle 
combination  must  be  designed,  constructed 
and  installed  so  that  each  towed  vehicle 
follows  the  alignment  of  the  towing  vehicle 
without  shifting  or  swerving  more  than  3 
inches  to  the  right  or  left  of  the  alignment 
when  the  combination  is  moving  in  a  straight 
line  on  a  level,  smooth,  paved  highway  during 
calm,  dry  weather  conditions. 

Extra-long  vehicle  combinations  of  not 
more  than  three  cargo  units- shall  have  not 
less  than  six  axles  nor  more  than  nine  axles. 

In  addition  to  any  other  accident  reports 
required  by  State  or  Federal  laws,  all 
accidents  involving  extra-long  vehicle 
combinations  shall  be  reported  in  writing  by 
the  permittee  to  the  Nebraska  Department  of 
Roads,  Permit  Office,  P.O.  Box  94759,  Lincoln, 
Nebraska  68509  within  5  business  days  of 
such  accident. 

The  Nebraska  Department  of  Roads  may 
impose  additional  restrictions  and 
requirements  not  set  forth  in  these  rules  and 
regulations  as  a  condition  for  the  operation  of 
the  extra-long  vehicle  combinations  over 
particular  highways  or  sections  of  p>articular 
highways  in  this  State.  The  Nebraska 
Department  of  Roads  shall  revoke  or  amend  a 
decision  to  allow  the  operation  of  an  extra- 
long  vehicle  combination  on  any  highway  of 
this  State  if  changed  circumstances  or 
conditions  render  the  operation  of  the 
combination  of  vehicles  impracticable  or 
unsafe. 

Routes:  All  Interstate  Highways. 

Legal  Citations; 

Neb.  Rev.  Stat.  ss.  39-6,181  (Reissue  1988) 

Neb.  Rev.  Stat.  ss.  39-6,180.01  (Reissue 
1988) 

Nebraska  Dept,  of  Roads  Rules  and 
Regulations,  title  408,  chapter  1 

State:  Nevadec 

Operational  Conditions;  Permitted  vehicles 
may  have  total  overall  lengths  between  70 
feet  and  105  feet,  when  consisting  of  not  more 
than  three  trailers  or  a  truck  and  two  trailers. 
No  trailer  shall  be  longer  than  48  feet.  If  a 
trailer  is  48  feet  the  other  trailer  cannot 
exceed  42  feet.  Maximum  weight  not  to 
exceed  129,000  pounds  using  uncapped 
P'ederal  Bridge  Formula  B. 

Identifying  devices  must  be  carried  and 
displayed.  Nevada  regulations  establish 
standards  for  the  operation  of  such  vehicles 
including: 

(a)  Types  and  number  of  vehicles  to  be 
permitted  in  combination; 

(b)  Horsepower  of  a  motor  truck; 

(c)  Operating  speeds; 

(d)  Braking  ability;  and 

(e)  Driver  qualifications. 

Routes;  All  Interstate  routes  in  Nevada. 
Legal  and  Regulatory  Citations; 

NRS  484,739 

NRS  706.531 


“Regulations  for  the  Operation  of  70  to  105 
foot  Combinations"  (1990) 

State;  New  Mexico. 

Operational  Conditions;  The  total  gross 
weight  with  load  imposed  on  the  highway  by 
any  vehicle  or  combination  of  vehicles  where 
the  distance  between  the  first  and  last  axles 
is  less  than  19  feet  shall  not  exceed  that  given 
for  the  respective  distances  in  the  following 
table: 


Distance  in  feet  between  first  and 
last  axles  of  group 

Allowed  load 
in  pounds  on 
group  of  axles 

4  . 

34,320 

35il00 

6 . 

35’860 

36i660 

8 . . . . . 

37,440 

Q  . 

38,220 

10 . . . 

39’000 

11 . 

39,780 

40,560 

13  . 

41,340 

14 

42,120 

42’900 

16 . . . . . 

43,680 

17 . 

44,460 

18 . . 

45’240 

The  total  gross  weight  with  load  imposed 
on  the  highway  by  any  vehicle  or 
combination  of  vehicles  where  the  distance 
between  the  Hrst  and  last  axles  is  more  than 
19  feet  shall  not  exceed  that  given  for  the 
respective  distances  in  the  following  table: 


Distance  in  feet  between  first  and 
last  2U(les  of  group 


20 . 

21 . . . . 

22 . . . . . 

23  . . . 

24  . 

25  . . . 

26  . : . ; . „.... 

27  . 

28  . . 

29  . . . . . 

30  . . . 

32  . .ZZI'ZZZIZZZZ 

33  . . . . . . 

34  . 

35  . 

37  . . . 

38  . . . . . . 

39  . . 

40  . 

41  . . . . . 

42...._ . 

43  . . . 

44  . 

45  . . . 

46  . , . 

50 . ZZZZZ 

52  . ZZZZZZ. 

53  . . . . 

55 . ZZ"ZZIZZZZ''ZZZ. 


Allowed  load 
in  pounds  on 
group  of  axles 


53.100 
54,000 

54.900 

55.800 

56.700 

97.600 

58.500 

59.400 

60.300 
61,200 

62.100 
63.000 

63.900 

64.800 

65.700 

66.600 

67.500 

68.400 

69.300 

70.200 

71.100 
72,000 

72.900 

73.800 

74.700 

75.600 

76.500 

77.400 

78.300 

79.200 

80.100 
81,000 

81.900 

82.800 

83.700 

84.600 

85.500 


Distance  in  feet  between  first  and 
last  axles  of  group 

Allowed  load 
in  pounds  on 
group  of  axles 

86,400 

The  distance  between  the  centers  of  the 
axles  shall  be  measured  to  the  nearest  even 
foot.  When  a  fraction  is  exactly  one-half  the 
next  larger  whole  number  shall  be  used. 

Routes:  All  Interstate  highways. 

Legal  Citations: 

66-7-409  NMSA  1978 
66-7-410  NMSA  1978 

State:  New  York. 

Operational  Conditions:  Tandem  trailer 
combinations  in  excess  of  the  limits  of 
section  385  of  the  New  York  State  Vehicle 
and  Traffic  Law  may  operate  on  the  thruway 
system  under  a  Tandem  Trailer  Permit  issued 
by  the  New  York  State  Thruway  Authority 
upon  application  to  it  by  the  prospective 
permittee  on  Form  TA-6807,  subject  to 
certain  provisions  as  follows: 

Definition  of  a  Tandem 

A  complete  tandem  trailer  combination 
shall  consist  of  a  tractor,  Brst  semitrailer, 
dolly  and  second  semitrailer;  tractor,  first 
semitrailer  and  dolly  or  other  such 
combination  as  may  be  approved  by  the 
Authority.  No  semitrailer,  including  any  load 
thereon,  shall  be  in  excess  of  48  feet.  The 
total  length  of  the  combination,  including  the 
tractor,  semitrailers  and  dolly,  shall  not 
exceed  114  feet. 

Also,  tandem  combinations  not  utilizing  a 
converter  dolly,  but  a  sliding  fifth  wheel 
attached  to  the  lead  trailer  commonly 
referred  to  as  “B-Train”  combination,  will 
require  separate  Thruway  Engineer  Services 
approval  prior  to  initial  tandem  run.  Special 
provisions  regarding  B-Train’s  will  be 
reviewed  at  time  of  application  or  request  for 
use  on  the  thruway. 

Weight  Limits 

Any  such  combinations  of  vehicles  may  not 
exceed  a  total  maximum  gross  weight  of 
143,000  pounds.  The  maximum  gross  weight 
of  the  unit  of  tractor  and  first  semitrailer  shall 
not  exceed  80,000  pounds.  The  maximum 
gross  weight  that  may  be  carried  upon  any 
combination  of  units  is  limited  by  the 
maximum  gross  weight  that  can  be  carried 
upon  each  unit  and  the  axles  thereof  as 
provided  in  section  385  of  the  New  York  State 
Vehicle  and  Traffic  Law. 

Thruway  requirements  for  maximum  gross 
weights  of  tandem  combinations  exceeding 
138,000  pounds; 

1.  Gross  weight  in  excess  of  138,000  pounds 
must  have  a  tandem-axle  dolly  to  meet  the 
nine  axle  requirement. 

2.  The  maximum  permissible  gross  weight 
for  B-Train  combinations  is  127,000  pounds. 
Hazardous  Materials 

Special  restrictions,  along  with  49  CFR  part 
397  of  the  Federal  Motor  Carrier  Safety 
Regulations,  are  applicable  to  the 
transportation  of  hazardous  materials. 

All  radioactive  material  and  Class  A  and  B 
explosives  are  prohibited.  Other  hazardous 
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materials,  classifications  2  through  9,  as 
defined  in  the  U.S.  DOT,  section  173.2,  may 
be  carried  in  tandem  combinations,  but  the 
total  volume  of  such  material  in  a  tandem 
combination  shall  not  exceed  the  total 
volume  that  could  be  carried  in  a  single 
trailer. 

All  provisions  of  the  Federal  Motor  Carrier 
Safety  Regulations  shall  be  observed  at  all 
times.  All  unattended  tandem  combinations 
containing  or  including  the  power  unit  shall 
have  the  shipping  papers  of  each  trailer  unit 
in  the  vehicle,  available  and  accessible  for 
review.  All  single  trailers  or  trailer 
combinations  shall  display  appropriate 
placarding  as  required. 

Over-Dimension  Regulations 

All  over-dimensional  and  weight 
regulations  of  the  Authority  shall  apply  to 
such  units  unless  specifically  excluded  under 
the  terms  of  the  Tandem  Trailer  Permit  of 
these  regulations. 

Safety  Training 

Prior  to  the  issuance  of  a  Tandem  Operator 
CertiHcation,  company  management  and 
operating  personnel  must  comply  with  safety 
training  requirements  set  by  the  Authority. 

The  Authority  has  established  a  program  of 
safety  training  seminars  for  all  certified 
tandem  companies  and  company  safety 
patrols.  The  safety-intensive  classes  are 
tailored  to  the  individual  needs  of  each 
company  and  offered  at  no  charge  during 
normal  business  hours  with  lectures,  video 
presentations  and  hands-on  demonstrations. 
Authority  personnel  will  cover  the  following 
subjects; 

1.  Proper  tandem  hookups. 

2.  On-the-road  operations. 

3.  Professional  driver  safety  attitudes. 

4.  Tandem  Rules  &  Regulations. 

5.  Certification  procedures. 

6.  Expediting  paperwork. 

7.  Accident/incident  investigations. 

8.  Disabled  vehicle  procedures. 

9.  Hazardous  materials  regulations. 

10.  Sharing  the  road  with  other  drivers. 

11.  Tandem  area  usage. 

12.  Federal  Motor  Carrier  Safety 
Regulations  Parts  383,  392,  395,  396. 
Certification  of  Tractors 

Both  the  tractor  manufacturer  for  each 
tractor  used  in  tandem  trailer  operations  on 
the  Thruway  and  the  permittee  shall  certify 
to  the  Authority  prior  to  the  approval  of  the 
tractor  that  it  is  capable  of  hauling  the 
maximum  permissible  gross  load  to  be 
transported  by  the  permittee  at  a  speed  on 
not  less  than  20  miles  per  hour  on  all  portions 
of  the  thniway  system. 

Companies  leasing  equipment  requiring 
certification  for  use  in  tandem  operations  are 
responsible  for  certification  and  maintenance 
of  all  equipment. 

Brake  Regulations 

(1)  The  brakes  on  any  vehicle  or  dolly 
converter  or  combination  of  vehicles  used  in 
tandem  trailer  operations  shall  comply  with 
the  Federal  regulations  as  stated  in  49  CFR 
393,  as  amended. 

(2)  In  addition,  any  vehicle  or  dolly 
converter  or  combination  of  vehicles  used  in 
tandem  trailer  operations  shall  meet  the 
additional  applicable  requirements  of  the 


provisions  of  the  New  York  State  and  Traffic 
Law. 

(3)  On  units  of  tandem  trailer  combinations 
certified  on  and  after  June  1, 1968,  the  brake 
application  line  of  every  tandem  combination 
shall  be  equipped  with  suitable  devices  to 
accelerate  application  and  release  of  the 
brakes  of  the  towed  vehicles,  and  these 
devices  shall  be  so  arranged  that  the  brake 
application  signal  does  not  pass  directly 
through  more  than  one  trailer  but  is  dead- 
ended  at  the  rear  of  the  lead  trailer  or, 
alternatively  at  the  dolly,  and  the  application 
signal  then  retransmitted  to  the  dolly  and  the 
second  trailer.  The  devices  required  above 
for  retransmission  of  the  application  signal 
shall  be  closely  connected  to  and  supplied  by 
air  reservoirs  which  have  their  air  supplied  to 
them  by  the  emergency  line.  In  the  event  of 
rupture  of  the  application  line  on  the  towed 
vehicles  of  any  tandem  combination,  the  loss 
of  brake  application  shall  be  limited  to  those 
vehicles  between  the  rupture  and  the  first 
transmission  device. 

Axle  Type 

A  tractor  which  will  be  used  to  haul  a 
tandem  trailer  combination  with  a  total  gross 
weight  of  more  than  110,000  pounds  shall  be 
equipped  with  tandem  rear  axles,  both  with 
driving  power,  or  other  axle  configuration  as 
may  be  approved  by  the  Authority. 

A  tractor  which  will  be  used  to  haul  a 
tandem  trailer  combination  with  a  total  gross 
weight  of  110,000  pounds  or  less  may  be  a 
two  axle  tractor  with  a  single  drive  axle. 

Any  tandem  combination  utilizing  single 
wheel  tires  commonly  referred  to  as  “Super 
Singles”  instead  of  conventional  dual  wheel 
is  required  to  utilize  triple-axle  tractors,  dual¬ 
axle  trailers  and  dual-axle  dollies. 

Tandem  Assembly 

In  the  assembly  of  tandem  combinations 
prior  to  their  operation  on  the  thruway,  the 
permittee  shall  ascertain  the  total  gross 
weight  of  each  trailer  of  the  proposed 
combination.  When  the  gross  weight  of  the 
two  trailers  in  a  tandem  combination  vary 
more  than  20  percent,  the  heavier  of  the  two 
must  be  placed  in  the  lead  position. 

Dollies 

Every  converter  dolly  certified  on  and  after 
June  1, 1968,  used  to  convert  a  semitrailer  to  a 
full  trailer  may  have  either  single  or  tandem 
axles  at  the  option  of  the  permittee.  However, 
single-axle  dollies  may  not  utilize  low  profile 
tires.  Tandems  grossing  in  excess  of  138,000 
pounds  must  have  a  tandem-axle  dolly  to 
meet  the  nine-axle  requirement. 

When  the  distance  between  the  rear  of  the 
first  semitrailer  and  the  front  of  the  following 
semitrailer  is  10  feet  or  more,  the  doily  shall 
be  equipped  with  a  device,  or  the  trailers 
shall  be  connected  along  the  sides  with 
suitable  material,  which  will  indicate  to  other 
thruway  users  that  the  trailers  are  connected 
and  are  in  effect  one  unit.  Such  devices  or 
connection  shall  be  approved  by  the 
Authority  prior  to  use  on  a  tandem  trailer 
combination. 

Any  tandem  combination  utilizing  single 
wheel  tires,  commonly  referred  to  as  “Super 
Singles,”  instead  of  conventional  dual  wheels 
is  required  to  utilize  triple-axle  tractors,  dual¬ 
axle  trailers  and  dual-axle  dollies. 


Also,  tandem  combinations  not  utilizing  a 
converter  dolly,  but  a  sliding  fifth  wheel 
attached  to  the  lead  trailer  commonly 
referred  to  as  “B-Train”  combination,  will 
require  separate  Thruway  Engineer  Service 
approval  prior  to  initial  tandem  run.  Special 
provisions  regarding  B-Trains  will  be 
reviewed  at  time  of  application  or  request  for 
use  on  the  thruway. 


Driver  forms  required  for  permit 

Quantity 

(TA-6618)  Application  for  special  permit 
to  operate  tandem  trailer  vehicle . 

3 

Accident  reports  (vrithin  last  five  years) . 

1 

Medical  certificate  (within  last  two  years).. 

2 

Motor  vehicle  driver's  ten  year  abstract 
(original-certified  copy,  dated  within 
last  3  months)  not  required  by  New 
York  State  licensed  operators . 

Speed  Limit 

Tandem  trailer  combinations  shall  comply 
with  the  existing  speed  regulations  for  trucks 
and  shall  be  subject  to  the  rigid  enforcement 
of  55  miles  per  hour  speed  limit,  or  any  lower 
speed  limit  posted  due  to  adverse  weather  or 
road  conditions  for  such  vehicles  on  the 
thruway.  Radar  detection  devices  are  not 
permitted  in  tandem  operations  on  the 
thruway. 

Operational  Safety 

A  minimum  distance  of  500  feet,  or 
approximately  four  delineator  spaces,  shall 
be  maintained  under  normal  conditions 
between  a  tandem  trailer  combination  and  a 
vehicle  traveling  in  front  of  it  in  the  same 
travel  lane,  except  when  passing  occurs.  All 
tandem  operators  are  required  to  wear  safety 
belts  when  operating  a  tandem  combination. 

Passing  Vehicles 

A  tandem  trailer  combination  may  pass 
another  vehicle  traveling  in  the  same 
direction,  only  if  the  speed  differential  will 
allow  the  tandem  trailer  combination  to 
safely  complete  the  maneuver  and  return  to 
the  normal  driving  lane  within  a  distance  of  1 
mile. 

Routes; 

IR  87  between  the  Bronx-Westchester 
County  Line  and  IR  90  (Thruway  Exit  24). 

IR  90  between  the  New  York-Pennsylvania 
State  Line  (Thruway  Exit  61)  and  IR  87 
(Thruway  Exit  24). 

IR  90  between  IR  90  (Thruway  Exit  Bl)  and 
the  New  York-Massachusetts  State  Line. 

IR  190  between  IR  90  (Thruway  Exit  53) 
and  the  New  York-Canada  border  at  the 
Lewiston-Queenston  Bridge. 

Route  NY  912M  (Berkshire  Connection  of 
the  New  York  State  Thruway)  between  IR  87 
(Thruway  Exit  21A)  and  IR  90  (Exit  Bl). 

IR  87  Section  of  the  New  York  State 
Thruway — 

Exit  21B — Roadway  between  IR  87  the  New 
York  State  Turnpike  Authority  (NYSTA)  Exit 
21B  toll  booth  at  Exit  21B  and  the  access  road 
to  Route  US  9W.  Route  US  9W  between  the 
access  road  and  a  point  1500  feet  north. 

IR  90  (Berkshire  Spur)  Section  of  the  New 
York  State  Thruway — 

Exit  Bl — Route  US  9  between  the  southern 
most  access  ramp  and  a  point  0.8  miles  north. 
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Exit  B3 — Within  a  radius  of  2000  feet  of  any 
exit  or  entrance  designated  B3  to  the  New 
York  State  Thruway,  Berkshire  section,  at 
Route  NT  22. 

IR  90  Section  of  the  New  York  State 
Thruway — 

Exit  28 — Within  a  radius  of  1500  feet  of  any 
NYSTA  toll  booth  at  Fultonville,  New  York. 

Exit  32 — Route  NY  233  between  IR  90  and  a 
point  0.6  miles  north  at  Westmoreland  in 
Oneida  County. 

Exit  44 — Rout  NY  332  between  IR  96  and 
Collett  Road.  Collett  Road  between  Route  NY 
332  and  6070  Collett  Road,  a  distance  of  0.8  ± 
miles. 

Exit  52 — A.)  Walden  Avenue  between  IR  90 
and  a  point  0.8  miles  west.  Route  NY  240 
(Harlem  Road)  between  Walden  Avenue  and 
a  point  0.9  miles  south  B.)  Walden  Avenue 
between  IR  90  and  a  point  0.5  miles  east.  A 
roadway  purchased  from  Sorrento  Cheese, 

Inc.  by  the  Town  of  Cheektowaga  between 
Walden  Avenue  and  a  point  1640  feet  south. 

Exit  54 — Route  NY  400  between  IR  90  and 
Route  NY  277.  Route  NY  277  between  Route 
NY  400  and  a  point  0.5  miles  north. 

Exit  56 — Within  a  radius  of  1.2  miles  from 
the  New  York  State  Turnpike  Authority 
(NYSTA)  toll  booth  on  an  access  road  to  be 
built  between  the  toil  booth  and  the  present 
eastern  terminus  of  Route  NY  179  at  South 
Park  Avenue,  over  Route  NY  179  and  Old 
Mile  Strip  Road  to  the  truck  terminal 
entrance  on  Old  Mile  Strip  Road  at  a  point 
approximately  2430  feet  southeast  of  the 
intersection  of  Old  Mile  Strip  Road,  or  across 
Lake  Avenue  at  the  northern  end  of  the  truck 
terminal. 

IR  190  (Niagara)  Section  of  the  New  York 
State  Thruway — 

Exit  Nl — Dingens  Street  between  IR  190  at 
Ogden  Street  and  a  point  0.8  miles  west. 
James  E.  Casey  Drive  between  Dingens  Street 
and  a  point  0.45  miles  north. 

Exit  N5 — Louisiana  Street  between  IR  190 
and  a  point  0.7  miles  south.  South  Street 
between  Louisiana  Street  and  Hamburg 
Street,  a  distance  of  0.25  miles. 

Exit  N15— Route  NY  325  (Sheridan  Drive) 
between  IR  190  and  a  point  0.1  miles  east. 
Kenmore  Avenue  between  Sheridan  Drive 
and  a  point  0.4  miles  south. 

Exit  N17— A.)Route  NY  266  (River  Road) 
Between  IR  190  and  a  point  1.5  miles 
northerly.  B.)  Route  NY  266  (River  Road) 
between  IR  190  and  a  point  1700  feet  south  of 
the  southern  most  access  road  to  the  NYSTA. 
Legal  Citations: 

Public  Authorities  Law — ^Title  9,  Sec.  350, 
et.  seq.  (section  361  is  most  relevant) 
New  York  State  Thruway  Authority  Rules 
&  Regulations,  sections  100.8, 100.8  and 
103.13 

New  York  State  Vehicle  &  Traffic  Law, 
sections  385  and  1630 
State:  North  Dakota. 

Operational  Conditions:  Single-trip  permits 
are  required  only  when  exceeding  80,000 
pounds  gross  vehicle  weight  (CVW). 

Weather  restrictions — movements  of 
longer  combination  vehicles  (LCV’s)  are 
prohibited  when: 

1.  Road  surfaces,  due  to  ice,  snow,  slush  or 
frost  present  a  slippery  condition  which  may 
be  hazardous  to  the  operation  of  the  unit  or 
to  other  highway  users; 


2.  Wind  or  other  conditions  may  cause  the 
unit  or  any  part  thereof  to  swerve,  whip, 
sway  or  fail  to  follow  substantially  in  the 
path  of  the  towing  vehicle;  or 

3.  Visibility  is  reduced  due  to  snow,  ice, 
sleet,  fog,  mist,  rain,  dust  or  smoke. 

The  North  Dakota  Highway  Patrol  may 
restrict  or  prohibit  operations  during  periods 
when  in  its  judgment  traffic,  weather  or  other 
safety  conditions  make  travel  unsafe. 

Weight  distribution  by  trailer: 

1.  In  any  three-unit  combination,  the  lighter 
trailer  must  always  be  operated  as  the  rear 
trailer,  except  when  the  gross  weight 
differential  with  the  other  trailer  does  not 
exceed  5,000  pounds. 

2.  In  any  four-unit  combination,  the  lightest 
trailer  must  always  be  operated  as  the  rear 
trailer.  The  other  two  trailers  must  be 
arranged  as  provided  in  the  above  paragraph. 

Signing  requirement — the  last  trailer  in  any 
combination  must  have  an  “Overlength"  sign 
mounted  on  the  rear.  The  "Overlength"  sign 
must  be  a  minimum  12  inches  in  height  and  60 
inches  in  length.  The  lettering  must  be  8 
inches  in  height  with  1-inch  brush  strokes. 

The  letters  must  be  black  on  yellow 
background.  A  "LONG  LOAD”  sign  may  be 
used  in  lieu  of  the  overlength  sign.  Beginning 
January  1, 1985,  the  “LONG  LOAD”  sign  is 
mandatory. 

Legal  width — 8  feet  6  inches  on  all 
highways. 

Legal  height — 13  feet  6  inches. 

Legal  length — A  single  imit  with  two  or 
more  axles  including  the  load  thereon  shall 
not  exceed  a  length  of  50  feet  A  combination 
of  two  units  including  the  load  thereon  shall 
not  exceed  a  length  of  75  feet  A  combination 
of  three  or  four  units  including  the  load 
thereon  shall  not  exceed  a  length  of  75  feet 
subject  to  safety  rules  adopted  by  the  North 
Dakota  Highway  Commissioner.  A 
combination  of  two,  three  or  four  units 
including  the  load  thereon  may  exceed  75  feet 
in  length  but  shall  not  exceed  110  feet  in 
length  when  traveling  on  four-lane  divided 
highways  and  those  highways  designated  by 
the  Highway  Commissioner  and  local 
authorities  as  to  the  highways  under  their 
respective  jurisdictions.  All  such 
combinations  are  subject  to  safety  rules 
adopted  by  the  Highway  Commissioner.  The 
length  of  a  trailer  or  semitrailer  including  the 
load  thereon  may  not  exceed  53  feet  except 
that  trailers  and  semitrailers  titled  and 
registered  in  North  Dakota  prior  to  July  1, 
1987,  and  towed  vehicles  may  not  exceed  a 
length  of  60  feet.  A  truck  tractor  and 
semitrailer  or  truck  tractor-semitrailer-trailer 
when  operated  on  the  Interstate  System  or 
parts  of  the  Federal-aid  and  primary  system 
designated  by  the  Highway  Commissioner 
shall  comply  with  the  following; 

Legal  weight  limitations 

A.  Cross  Vehicle  Weight  (GVW). 

1.  The  GVW  of  any  vehicle  or  combination 
of  vehicles  is  determined  by  the  following 
weight  formula: 

W  =  500(LN/N  -  l-t- 12N -I- 36) 
where  on  the  Interstate  System  W  equals 
maximum  weight  in  pounds  carried  on  any 
group  of  two  or  more  axles;  L  equals  distance 
in  feet  between  the  extremes  of  any  group  of 
two  or  more  consecutive  axles;  and  N  equals 
number  of  axles  in  the  group  under 


consideration,  except  that  two  consecutive 
sets  of  tandem  axles  may  carry  a  gross  load 
of  34,000  pounds  each,  providing  the  overall 
distance  between  the  first  and  last  axles  of 
the  consecutive  sets  of  tandem  axles  is  at 
least  36  feet;  and  where  on  highways  other 
than  the  Interstate  System  W  equals  the 
maximum  gross  weight  in  pounds  on  any 
vehicle  or  combination  of  vehicles;  L  equals 
distance  in  feet  between  the  two  extreme 
axles  on  any  vehicle  or  combination  of 
vehicles;  and  N  equals  the  number  of  axles  of 
any  vehicle  or  combination  of  vehicles  under 
consideration. 

2.  The  maximum  GVW  on  State  highways 
is  105,500  pounds  unless  otherwise  posted. 

On  the  Interstate  System  the  maximum  GVW 
is  80,000  pounds.  On  all  other  highways  the 
maximum  GVW  is  80,000  pounds  unless 
designated  for  more,  not  to  exceed  105.-500 
pounds. 

B.  Axle  Weight. 

1.  No  single  axle  shall  carry  a  gross  weight 
in  excess  of  20,000  pounds.  Axles  spaced  40 
inches  or  less  apart  are  considered  one  axle. 
Axles  spaced  8  feet  apart  or  over  are 
considered  as  individual  axles.  The  gross 
weight  of  two  individual  axles  may  be 
restricted  by  the  weight  formula  except  that 
on  highways  other  than  the  Interstate,  two 
axles  spaced  8  feet  apart  or  more  may  have  a 
combined  gross  weight  not  to  exceed  40,000 
pounds.  Spacing  between  axles  shall  be 
measured  from  axle  center  to  axle  center. 

2.  Axles  spaced  over  40  inches  apart  and 
less  than  8  feet  apart  shall  not  carry  a  gross 
weight  in  excess  of  17,000  pounds  per  axle. 

The  gross  weight  of  three  or  more  axles  in  a 
grouping  is  determined  by  the  measurement 
between  the  extreme  axle  centers  except  that 
on  highways  other  than  the  Interstate, 
groupings  of  three  or  more  axles  may  have  a 
gross  weight  not  to  exceed  48,000  pounds. 

3.  During  the  spring  breakup  season  or  on 
otherwise  posted  highways,  reductions  in  the 
above  axle  weights  may  be  specified.  Axle 
weights  may  also  be  reduced  by  the  Bridge 
Load  Limitations  Map. 

C.  Wheel  Weight. 

1.  The  weight  in  pounds  on  any  one  wheel 
shall  not  exceed  one-half  the  allowable  axle 
weight.  Dual  tires  are  considered  one  wheel. 

D.  Tire  Weight. 

1.  The  weight  per  inch  width  of  tire  shall 
not  exceed  550  pounds.  The  width  of  tire  for 
solid  tires  shall  be  the  rim  width;  for 
pneumatic  tires,  the  manufacturer’s  width. 

Minimum  power  requirement — ^The  power 
unit  shall  have  adequate  power  and  traction 
to  maintain  a  minimum  speed  of  15  miles  per 
hour  on  all  grades. 

Routes;  All  Interstate  highways. 

Legal  Citations: 

North  Dakota  Century  Code,  section  39-12- 
04 

North  Dakota  Administrative  Code,  article 
37-06 

State:  Ohio 

Operational  Conditions:  Operations  of  both 
long  double  combinations  and  triple 
combination  vehicles  on  the  turnpike  are 
subject  to  the  provisions  of  a  special  permit 

Dimensional  and  Weight  Limitations  and 
Permit  Information 
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No  Permits  Required  for  vehicles  that  do 
not  exceed  the  following  dimensional  and 
weight  limits: 

Width:  8  feet  6  inches  (102  inches) 

Height  14  feet 
Length:  (total  in  feet) 

Feet 


Single  Units: 

Trucks  and  two-axle  buses . . .  40 

Buses  with  three  or  more  axles .  43 

Combinations: 

Tractor-semitrailer . 75  ** 

Tractor-semitrailer-semitrailer  (short 

doubles) .  75  * 

Other  combinations  of  vehicles  cou¬ 
pled  together  (includes  house  trail¬ 
ers,  etc.) . . .  65  * 


*  Length  includes  overhang  but  does  not 
include  safety  devices  or  bumpers  attached 
to  the  front  or  rear  of  such  combinations. 

**  Highway  vehicle  carriers  may  have  up 
to  4  feet  overhang  in  the  rear  and  3  feet 
overhang  in  front  (82  feet  maximum). 

Longer  Combination  Vehicles  (LCV):  The 
maximum  gross  weight  for  long  double 
combinations  (in  excess  of  90  feet  but  not 
exceeding  112  feet  in  length)  is  127,400 
pounds  and  for  triple  trailer  combinations  (in 
excess  of  90  feet  but  not  exceeding  105  feet  in 
length)  it  is  115,000  pounds.  Operating 
permits  are  required  and  subject  to 
compliance  with  provisions  established  by 
the  Ohio  Turnpike  Commission,  for  the 
operation  of  an  LCV  on  the  turnpike.  For 
information  and  details  of  the  provision 
requirements,  a  letter  setting  forth  ail  of  the 
pertinent  facts  relative  to  obtaining  a  long 
double  combination  or  triple  trailer 
combination  operating  permit  should  be 
addressed  to  the  Executive  Director  of  the 
Ohio  Turnpike  Commission. 

Pounds 


Weight: 

Maximum  Single  Axle  Weight 21,000 
Maximum  Tandem  Axle  Weight 

(4  feet  or  less)  . . . . .  24,000 

Maximum  Tandem  Axle  Weight 
(over  4  feet  but  less  than  8  feet)„.  34,000 
Maximum  Gross  Weight .  90,000 


No  permits  will  be  issued  to  any  vehicles 
exceeding  weight  or  height  limits.  Any 
overdimension  will  require  the  use  of  a 
permit.  Permits  are  issued  at  the  toll  plazas. 
These  permit  charges  are  in  addition  to  the 
regular  toll  charges  for  the  weight  class  of  the 
vehicle. 

Travel  under  permit  may  be  made  at  any 
time  of  the  day  or  night  if  the  vehicle  does  not 
exceed  the  foUowing  dimensions: 

Width:  10  feet 

Height  14  feet  (maximum  allowed) 

Length:  (overall)  80  feet  (82  feet  with 
overhangs  for  vehicle  carriers)  with  no  single 
unit,  or  component  thereof  exceeding  60  feet. 
Travel  under  permits  issued  to  vehicles  in 
excess  of  the  dimensions  listed  above  is 
restricted  to  daylight  hours,  Monday  through 


Saturday  noon,  and  is  prohibited  on  holidays 
or  on  the  day  before  or  the  day  after  a 
holiday. 

Nighttime:  Travel  is,  however,  subject  to 
the  following  regulations  and  restrictions: 

1.  Overdimensional  vehicles  permitted  to 
travel  at  night  shall  have  all  lights  and 
reflectors  required  by  the  U.S  Department  of 
Transportation,  Federal  Highway 
Administration  rules  and  regulations  which 
require,  in  addition  to  other  lights,  two  tail 
lights  and  two  stop  lights. 

2.  Vehicles  having  an  overhanging  load  in 
excess  of  4  feet  beyond  the  bed  or  ^dy  of 
the  vehicle  shall  be  restricted  to  dayhght 
travel. 

Provisions  Covering  Permits  for  Operation  for 
Longer  Combination  Vehicles  (LCV’s)  Long 
Double  Trailer  Combinations  in  Excess  of  90 
Feet  in  Length  on  the  Ohio  Turnpike 

Long  double  trailer  combinations  in  excess 
of  90  feet  in  length  (double)  may  operate  on 
the  turnpike  under  a  “Long  Double  Trailer 
Permit"  (Permit)  issued  by  the  Ohio  Turnpike 
Commission  subject  to  compliance  by  the 
permittee  with  the  following  provisions: 

1.  General  Conditions 

a.  A  double  shall  consist  of  a  tractor,  first 
semitrailer,  a  dolly  and  a  second  semitrailer. 
Neither  the  first  semitrailer  nor  the  second 
semitrailer  shall  be  longer  than  48  feet  in 
length;  mixed  trailer  length  combinations  are 
not  permitted.  The  minimum  length  permitted 
to  operate  as  a  Double  shall  be  90  feet  and 
the  maximum  length  of  such  a  double  shall 
not  exceed  112  feet.  The  number  of  axles  of  a 
double  shall  be  a  minimum  of  flve  and  a 
maximum  of  nine. 

b.  The  total  gross  weight  for  a  double  shall 
not  exceed  127,400  pounds.  The  gross  load  of 
a  Double  shall  not  exceed  the  sum  of  the 
allowable  gross  loads  on  the  axles,  which  are 
as  follows: 

Pounds 


Maximum  gross  weight  on  any 

one  axle . 21,000 

Maximum  combined  axle  load 

(less  than  4  feet  apart) .  24,000 

Maximum  combined  axle  load  of 
any  two  successive  axles  (more 
than  4  but  less  than  8  feet 
apart) . 34,000 


2.  Equipment 

a.  A  tractor  used  in  the  operation  of  a 
double  shall  be  capable  of  hauling  a 
maximum  weight,  as  specified  in  section  1, 
paragraph  b  of  these  provisions,  at  a  speed  of 
not  less  than  40  miles  per  hour  on  all  portions 
of  the  turnpike. 

b.  Each  unit  used  for  towing  other  units  in  a 
double  shall  have  sufflcient  structural 
strength  to  insure  the  safe  and  secure 
attachment  of  any  coupling  device  used  to 
tow  other  units.  The  forward  semitrailer  must 
be  reinforced  and  the  permittee  must  certify 
that  it  is  strong  enough  for  satisfactory 
attachment  of  the  rear  coupling  device  so  that 
it  can  tow  a  trailer  and  dolly  safely. 

c.  Coupling  devices  shall  be  so  designed, 
constructed  and  installed,  and  the  vehicles  in 


a  double  shall  be  designed  and  constructed, 
as  to  insure  that  any  towed  vehicles  when 
traveling  on  a  level,  smooth,  paved  surface 
will  follow  in  the  path  of  the  towing  vehicle 
without  shifting  or  swerving  more  than  3 
inches  to  either  side  of  the  path  of  the  towing 
vehicle  when  the  latter  is  moving  in  a  straight 
line. 

d.  Units  used  in  a  double  shall  be  equipped 
with  coupling  devices  as  required  per  current 
applicable  Economic  and  Safety  regulations 
of  the  Public  Utilities  Commission  (PUCO) 
and  Federal  Motor  Carrier  Safety  Regulations 
and  as  further  provided  herein. 

e.  A  double  shall  be  equipped  with  brakes 
as  required  as  follows  and  per  current 
applicable  Economic  and  Safety  regulations 
of  the  PUCO  and  Federal  Motor  Carrier 
Safety  Regulations.  The  brakes  on  a  double 
shall  also  comply  with  the  following: 

(1)  A  double  shall  be  equipped  with  full  air 
brakes  or  air-activated  hydraulic  brakes  on 
the  tractor  and  either  air  or  electric  brakes  on 
the  trailers. 

(2)  A  double,  at  all  times  and  under  all 
conditions  of  loading,  upon  application  of  the 
service  (foot)  brake  shall  be  capable  of: 
developing  a  brake  force  that  is  not  less  than 
43.5  percent  of  the  gross  combination  weight; 
decelerating  to  a  stop  from  not  more  than  20 
miles  per  hour  at  not  less  than  14  feet  per 
second;  stopping  from  a  speed  of  20  miles  per 
hour  in  not  more  than  30  feet,  such  distance 
to  be  measured  from  the  point  at  which 
movement  of  the  service  brake  pedal  or 
control  begins.  Tests  for  deceleration  and 
stopping  distance  shall  be  made  on  a 
substantially  level  (not  to  exceed  plus  or 
minus  1  percent  grade),  dry,  smooth,  hard 
surface  that  is  free  from  loose  material. 

(3)  The  parking  brakes  shall  be  capable  of 
being  applied  by  the  driver’s  muscular  effort 
or  by  spring  action.  Their  operation  may  be 
assisted  by  the  service  brakes  or  other  source 
of  power  provided  that  failure  of  the  service 
brakes  or  other  power  assisting  mechanism 
will  not  prevent  the  parking  brakes  from 
being  applied  in  conformance  with  the 
foregoing  requirements.  The  parking  brakes 
shall  be  so  designed  that  when  once  applied 
they  shall  remain  in  the  applied  position 
despite  exhaustion  of  any  source  of  energy  or 
leakage  of  any  kind. 

(4)  Every  unit  in  a  double  shall  be  equipped 
with  brakes  acting  on  all  wheels,  which  shall 
include  the  fltmt  axle  of  the  power  unit. 

(5)  Brake  hoses  shall  conform  to  the 
appropriate  specification  set  forth  in  the 
Society  of  Automotive  Engineers  Standards 
for  “Hydraulic  Hose"  or  "Automotive  Air 
Brake  Hose  and  Hose  Assemblies." 

(6)  Every  tractor  used  in  the  double  shall  be 
equipped  with  a  reserve  capacity,  or 
reservoir  for  air  storage,  to  insure  that  with 
the  engine  stopped,  a  full  service  brake 
application  may  be  made  without  depleting 
such  reservoir  pressure  by  more  than  30 
percent  when  such  reservoir  is  fully  charged 
with  air  at  maximum  pressure  as  regulated  by 
the  vehicle's  air  compressor  governor  cutout 
setting.  Each  such  reservoir  shall  be  provided 
with  a  means  for  readily  draining  it  of 
accumulated  oil  or  water. 

(7)  Every  tractor  used  in  the  double 
utilizing  compressed  air  for  the  operation  of 
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its  own  brakes  or  the  brakes  of  other  vehicles 
in  a  double,  shall  be  provided  with  a  warning 
signal  readily  audible  or  visible  to  the  driver, 
which  signal  will  operate  at  any  time  the  air 
reservoir  pressure  of  such  vehicle  is  below  50 
percent  of  the  air  compressor  governor  cutout 
pressure.  In  addition,  each  such  vehicle  shall 
be  equipped  with  a  pressure  gauge  arranged 
to  in^cate,  in  pounds  per  square  inch,  the 
pressure  available  for  braking. 

(8)  The  brakes  on  a  double  shall  be 
designed  and  equipped  so  that  braking  action 
shall  take  place  on  all  wheels  as  nearly 
simultaneously  as  possible  to  reduce  to  a 
minimum  of  any  possible  tendency  of  a 
double  to  move  out  of  alignment  when 
stopping. 

f.  The  distance  between  the  rearmost  axle 
of  a  semitrailer  and  the  front  axle  of  the  next 
semitrailer  in  a  coupled  double  unit  shall  not 
exceed  12  feet  6  inches.  In  no  event  shall  the 
distance  between  the  semitrailers  coupled  in 
a  double  exceed  9  feet. 

g.  A  double  must  be  equipped  with 
adequate,  properly  maintained,  spray- 
suppressant  mud  Haps  on  all  axles  except  the 
steering  axle. 

3.  Equipment  Certification 

a.  A  certification  number  will  be  issued  by 
the  Ohio  Turnpike  Commission  for  each 
approved  tractor.  The  certification  number 
shall  be  placed  at  a  designated  location  on 
the  tractor.  The  certification  numbers  are  to 
be  3-inch-high  block  letters  and  are  to  be 
black  in  color  (another  color  may  be  used  in 
order  to  obtain  sufficient  contrast  between 
the  tractor  and  number  color,  subject  to 
approval  of  the  Commission).  The 
Commission  shall  issue  a  certification  card 
for  each  approved  tractor,  the  certification 
shall  be  carried  in  the  cab  of  the  tractor  in  a 
place  readily  available  for  inspection. 

4.  Driver's  Certification 

a.  Applications  for  drivers  of  doubles  shall 
be  made  by  the  permittee  on  a  form  provided 
by  the  Ohio  Turnpike  Commission  prior  to 
driving  on  the  turnpike.  No  such  unit  shall  be 
driven  on  the  turnpike  by  any  person  other 
than  a  driver  approved  by  the  Commission. 

(1) (A)  Drivers  must  be  over  26  years  of  age, 
in  good  health  and  shall  have  not  less  than  5 
years  experience  driving  tractor-trailer  or 
tractor-short  double  trailer  motor  vehicles. 
Such  driving  experience  shall  include 
experience  throughout  the  four  seasons. 

(B)  Drivers  must  comply  with  the 
applicable  current  requirements  of  the 
Federal  Motor  Carrier  Safety  Regulations, 
Federal  Hazardous  Materials  Regulations 
and  the  Economic  and  Safety  regulations  of 
the  PUCO,  as  well  as  the  requirements  found 
herein. 

(2) (A)  An  application  for  certification  of  a 
driver  must  include  all  information 
concerning  the  applicant’s  driving  and  safety 
record,  as  well  as  an  official  abstract  of  his 
driving  record  and  copies  of  all  accident 
reports  for  the  last  5  years. 

(B)  The  application  must  include  evidence 
that  the  driver  has  undergone  a  biennial 
physical  examination  of  the  type  required  by 
the  rules  of  the  PUCO  and  Federal  Motor 
Carrier  Safety  Regulations. 

(C)  Driver  certification  must  be  renewed 
annually. 


5.  Operating  Conditions 

a.  A  permit  fee  is  charged. 

b.  Tolls  charged  for  a  double  will  be  the 
same  as  for  other  vehicles  currently  being 
based  on  total  gross  weight  as  determined 
automatically  by  the  toll  plaza  scales, 
computerized  classification  system  and  toll 
rate  schedule,  (except  that  Class  10  rates  will 
be  charged  for  units  with  a  gross  weight 
between  90,000  and  115,000  pounds  and  Class 
11  rates  charged  for  all  units  over  115,000 
pounds  gross  weight),  plus  a  fee  for  each  trip. 

c.  In  the  assembly  of  a  double  prior  to 
operation  on  the  turnpike,  the  permittee  shall 
ascertain  the  total  gross  weight  of  each  trailer 
of  the  proposed  double.  In  the  event  that  the 
gross  weights  of  the  trailers  vary  by  more 
than  20  percent  the  permittee  shall  couple 
them  according  to  their  gross  weights  with 
the  heavier  trailer  coupled  to  the  tractor. 

d.  A  minimum  distance  of  500  feet  shall  be 
maintained  between  double  LCV  units  and/ 
or  triple  units  except  when  overtaking  and 
passing  another  vehicle.  A  double  shall 
remain  in  the  right-hand  outside  lane  except 
when  passing  or  when  emergency  or  work- 
zone  conditions  exist. 

e.  When,  in  the  opinion  of  the  Commission, 
the  weather  conditions  are  such  that 
operation  of  a  double  is  inadvisable  the 
Commission  will  notify  the  permittee  that 
travel  is  prohibited  for  a  certain  period  of 
time. 


Routes 

From 

To 

1-80/1-90  (Exit  1  to  Exit  8A 

Milepost 

Milepost 

on  the  Ohio  Turnpike). 

0.0. 

143.0 

1-80  (Exit  8A  to  Exit  15  on 

Milepost 

Milepost 

the  Ohio  Turnpike). 

143.0. 

219.0 

1-76  (Exit  15  to  Exit  17  on 

Milepost 

Milepost 

the  Ohio  Turnpike). 

219.0. 

241.3 

(No  travel  is  permitted  on  any  Interstate  route  in 
Ohio  that  is  unoer  the  lunsdiction  of  the  Ohio  De¬ 
partment  of  Transportation) 


Legal  Citations:  Statutory  authority,  as 
contained  in  Chapter  5537  of  the  Ohio 
Revised  Code,  to  regulate  the  dimensions  and 
weights  of  vehicles  using  the  turnpike. 

State;  Oklahoma 

Operational  Conditions: 

Size  and  Weight  Permit 

A  permit  is  required  for  operation  of 
doubles  whose  units  are  greater  than  29  feet 
in  length.  The  maximum  unit  length  is  59.5 
feet.  Permit  movements  are  limited  to  travel 
from  one-half  hour  before  sunrise  to  one-half 
hour  after  sunset,  7  days  a  week,  subject  to 
the  following  restrictions: 

(1)  No  travel  is  allowed  on  specified 
holidays,  beginning  at  noon  the  day 
preceding  the  holiday.  Specified  holidays  are: 
New  Year’s  Day,  Memorial  Day, 
Independence  Day,  Thanksgiving  Day  and 
Christmas  Day. 

(2)  Permit  loads  may  move  on  other 
holidays  if  the  permit  is  purchased  by  4:30 
p.m.  prior  to  the  holiday. 

(3)  Movement  of  permitted  loads  is 
restricted  on  the  Interstate  System  in 
Cleveland,  Oklahoma  and  T^sa  Counties 
from  7  a.m.  to  9  a.m.  and  from  4  p.m.  to  6  a.m., 
Monday  through  Friday. 


Permits  may  be  issued  for  travel  on  the 
Oklahoma  turnpikes,  not  to  exceed  the 
following  limits.  The  maximum  weight  on  all 
turnpikes  is  108,000  pounds.  Permits  shall  not 
be  issued  for  travel  on  the  turnpikes  unless  a 
minimum  speed  of  40  miles  per  hour  can  be 
maintained. 

Special  Vehicle  Combinations 

A  special  vehicle  combination  (SVC)  shall 
consist  of  a  truck  tractor-semitrailer 
combination  towing  two  complete  trailers  or 
semitrailers.  No  semitrailer  or  trailer  used  in 
such  a  combination  shall  have  a  length 
greater  than  29  feet  nor  shall  a  SVC  exceed 
the  weight  limitations  imposed  by  statute. 

No  person  shall  operate  or  permit  the 
operation  of  a  SVC  within  Oklahoma  without 
a  current  SVC  permit  issued  by  the 
Department  of  Public  Safety,  Size  and  Weight 
Permit  Division.  Such  permits  may  only  be 
used  for  operation  upon  Federal-aid 
Interstate  highways  or  four-lane  divided 
Federal-aid  primary  highways  and  for  access 
or  egress  between  points  of  origin  or 
destination.  Egress  or  access  shall  not  exceed 
5  statute  miles. 

A  copy  of  a  valid  SVC  permit  shall  be 
carried  at  all  times  in  the  authorized  vehicle. 

All  SVC  permit  holders  and  drivers  must 
comply  totally  with  the  latest  Federal  Motor 
Carrier  Safety  Regulations,  49  CFR,  parts  390- 
397,  except  where  Oklahoma  rules  contain 
provisions  which  are  not  in  conHict  with 
Federal  requirements  and  are  more  stringent. 

The  driver  must  be  under  the  control  and 
supervision  of  the  holder  of  the  SVC  permit, 
or  have  been  issued  the  same. 

The  permit  holder  shall  ensure  that  the 
driver  meets  the  requirements  listed  below 
prior  to  operating  any  SVC  in  this  State: 

(1)  The  driver  must  fully  comply  with  the 
driver  requirements  contained  in  the  Federal 
Motor  Carrier  Safety  Regulations. 

(2)  A  driver  must  have  had  at  least  2  years 
of  experience  driving  truck-trailer 
combinations. 

(3)  Valid  documentation  indicating  driver 
compliance  with  the  above  driver 
requirements  shall  be  in  the  possession  of  the 
driver  while  operating  an  SVC. 

(4)  The  permit  holder  shall  certify  to  the 
U.S.  DOT  that  the  driver  is  qualified  and  has 
valid  documentation  of  same  in  his 
possession  prior  to  the  issuance  of  an  SVC 
permit. 

A  completed  and  signed  application  will  be 
accompanied  by  the  tendering  of  an  annual 
fee  for  each  permit  issued. 

Each  licensee  shall  insure  that  the 
operation  of  SVC’s  complies  with  the 
following  rules  in  addition  to  other  equipment 
requirements  established  by  State  or  Federal 
laws  or  rules. 

All  truck  tractors  shall  be  powered  to 
provide  adequate  acceleration  and  hill 
climbing  ability  imder  normal  operation 
conditions,  and  to  operate  on  level  grades  at 
speeds  compatible  with  other  traffic.  The 
ability  to  maintain  a  minimum  speed  of  40 
miles  per  hour  under  normal  operation 
conditions  on  a  grade  over  which  the 
combination  is  operated  is  required. 

All  braking  systems  must  comply  with 
State  and  Federal  requirements.  In  addition, 
fast  air  transmission  and  release  valves  must 
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be  provided  on  all  trailers,  semitrailers  and 
converter  dolly  axles.  A  grade  force  limiting 
valve,  sometimes  called  a  “slippery  road” 
valve,  may  be  provided  on  the  steering  axle  if 
Federal  Motor  Carrier  Safety  Regulations 
would  so  allow.  Indiscriminate  use  of  engine 
retarder  brakes  is  prohibited. 

Mud  flaps  or  splash  guards  are  to  meet  the 
requirements  of  the  procedures  established 
below  and  shall  be  followed  when  operating 
an  SVC  in  this  State. 

A  minimum  distance  of  500  feet  shall  be 
maintained  between  SCV’s  and  other 
vehicles  except  when  overtaking  and  passing. 
Except  when  passing  another  vehicle  in  the 
same  direction,  or  when  emergency 
conditions  exist,  an  SVC  shall  remain  at  all 
times  in  the  right  hand  outside  lane. 

Extreme  caution  in  the  operation  of  an  SVC 
shall  be  exercised  when  hazardous 
conditions  such  as  those  caused  by  snow, 
wind,  ice,  sleet  fog,  mist,  rain,  dust  or  smoke 
adversely  affect  control,  visibility  or  traction. 
Speed  shall  be  reduced  when  such  conditions 
exist.  When  conditions  become  sufficiently 
dangerous  the  company  or  driver  shall 
discontinue  operations  and  shall  not  resume 
until  the  vehicle  can  be  safely  operated.  The 
State  may  restrict  or  prohibit  operations 
during  periods  when,  in  the  State's  judgment, 
traffic,  weather  or  other  safety  conditions 
make  such  operations  unsafe  or  inadvisable. 

Transportation  by  SVC,  Class  A  and  B 
explosives;  Class  A  poisons  and  Class  1, 2 
and  3  radioactive  material  or  any  other 
material  deemed  to  be  unduly  hazardous  by 
the  U.S.  DOT  is  prohibited.  This  prohibition 
does  not  include  the  transportation  of 
gasoline,  fuel  oil  or  heating  oil  or  other  such 
petroleiun  products. 

All  multiple  trailer  combinations  must  be 
stable  at  aU  times  during  normal  braking  and 
normal  operation.  A  multiple  trailer 
combination  when  traveling  on  a  level, 
smooth,  paved  surface  must  follow  in  the 
path  of  the  towing  vehicle  without  shifting  or 
swerving  more  than  3  inches  to  either  side 
when  the  towing  vehicle  is  moving  in  a 
straight  line. 

The  total  weight  on  any  single  axle  shall 
not  exceed  20,000  pounds.  The  total  axle 
weight  on  any  tandem  axle  shall  not  exceed 
34,000  pounds.  The  total  weight  on  any  group 
of  two  or  more  consecutive  axles  shall  not 
exceed  the  amounts  shown  in  Table  1.  Gross 
combination  weight  shall  not  exceed  90,000 
pounds.  All  SVC’s  must  be  properly 
registered.  An  Interstate  permit  to  operate  on 
the  Interstate  System  in  Oklahoma  is 
required,  if  registered  above  80,000  pounds. 

The  heaviest  trailer  or  semitrailer  should 
be  placed  in  front  with  the  lightest  at  the  rear. 
In  no  case  shall  either  trailer  or  semitrailer  be 
placed  ahead  of  another  trailer  or  semitrailer 
which  carries  an  appreciably  heavier  load. 

An  empty  trailer  or  semitrailer  will  not 
precede  a  loaded  trailer  or  semitrailer. 

Special  Permit  Loads 

An  annual  special  authorization  permit 
may  be  issued  for  any  vehicle  transporting  a 
load  in  excess  of  80,000  pounds,  but  not 
exceeding  90,000  pounds,  for  movement  upon 
or  touching  the  Interstate  System;  provided 
such  vehicle  meets  the  axle  requirements  as 
provided  for  in  Table  1. 


Vehicles  meeting  the  axle  requirements  of 
Table  1  must  have  a  special  authorization 
permit;  otherwise,  they  will  be  limited  to 
80,000  pounds  gross  weight  on  the  Interstate 
System. 

There  is  a  fee  for  an  annual  special 
authorization  permit.  Except  as  otherwise 
provided  for  by  this  chapter,  no  vehicle,  with 
or  without  load,  shall  have  a  total  outside 
width  in  excess  of  102  inches  excluding  both 
tire  bulge  and  approved  safety  devices  when 
operated  on  the  Interstate  System  or  on  any 
road  or  highway  in  this  State  having  a 
surface  width  of  20  feet  or  more.  The  total 
gross  weight  in  pounds  imposed  by  a  vehicle 
or  combination  of  vehicles  shall  not  exceed 
the  value  given  in  the  following  table 
corresponding  to  the  distance  in  feet  between 
the  extreme  axles  of  the  group  measured 
longitudinally  to  the  nearest  foot. 

Table  1.— Oklahoma  Allowable  Axle 
Group  Weight 


Axle 

Maximum  Load  (lbs)  by  Axle  Group 

spaang 

(ft) 

2  Axles 

3  Axles 

4  Axles 

5  Axles 

6  Axles 

d 

34,000 

34,000 

.»> 

6 . 

34!oOO 

34,000 

7 . 

8 . 

34,000 

39,000 

40,000 

42,000 

42.500 

43.500 
44,000 
45,000 

45.500 

46.500 
47,000 
48,000 

48.500 

49.500 
50,000 
51,000 

51.500 

9 . 

10 . 

11 . 

12 . 

50,000 

13 . 

50^500 

Id 

5t5(X} 

52,000 

15 . 

16 . 

52.500 

53.500 
54,000 

54.500 

55.500 
56,000 

56.500 

57.500 
58,000 

58.500 

59.500 
60,000 

60.500 

61.500 
62,000 

63.500 
64,000 

64.500 
65,000 
66,000 
66,000 
68,000 
69,000 
70,000 
71,000 
72,000 
73,000 
73,280 
73,280 
73,280 
73,280 

73.500 
74,000 

74.500 

75.500 
76,000 

76.500 

77.500 
78,000 

78.500 

79.500 

58,000 

17 . 

58,500 

18 . 

59,000 
60  000 

60.500 
61,000 

61.500 

62.500 
63,000 

63.500 
64,000 
65,000 

65.500 
66,000 

66.500 
67,000 
68,000 

68.500 
69,000 
70,000 

70.500 
71,000 
72,000 

72.500 
73,000 

73.500 
74,000 
75,000 

75.500 
76,000 

76.500 

77.500 
78,000 

78.500 
79,000 
80,000 

80.500 
81,000 

81.500 

82.500 
63,000 

19 . 

20 . 

66,000 

66,500 

21 . . 

22 . 

52.500 
53,000 
54,000 

54.500 
56,000 

57.500 
59,000 

67,000 

68,000 

68.500 
69,000 

69.500 
70,000 
71,000 

71.500 
72,000 

72.500 

73.500 
74,000 

74.500 
75,000 

75.500 
76,000 
77,000 

77.500 
78,000 

78.500 
79,000 
80,000 

80.500 
81,000 

81.500 
82,000 
82,000 

83.500 
84,000 

84.500 
85,000 
86,000 

86.500 
87,000 

87.500 

23 . 

24 . 

25 . 

26 . 

27 . 

28 . 

2n . 

60.500 
62,000 

63.500 
64,000 

30 . 

31 . 

32 . 

33 . 

34 . 

3.<; 

36 . 

37 . 

38. . . 

3fl 

40 

41 . 

42 

43 . 

44 . 

46 

46 

47 . 

48 . 

49 . 

50 . 

51 . 

52 . 

5.3 . 

54 . 

55 . 

56 . 

Table  1.— Oklahoma  Allowable  Axle 
Group  Weight— Continued 


Axle 

spacing 

(ft) 

Maximum  Load  (lbs)  by  Axle  Group 

2  Axles 

3  Axles 

4  Axles 

5  Axles 

6  Axles 

57 . . 

80,000 

83.500 
84,000 
85,000 

85.500 

88,000 

89,000 

89,500 

90.000 

58.._ . 

59 . 

60 . 

Routes;  All  Interstate  routes. 

Legal  Citations: 

DPS  Regulation  595:30-1-11(0(1). 

DPS  Regulation  595:30-3-1  through  595:30- 
5-1. 

State:  Oregon. 

Operational  Conditions:  Vehicle 
combinations  known  as  truck  tractor- 
semitrailer-trailer  or  "Oregon  Doubles”  and 
truck  tractor-semitrailer-trailer-trailer  or 
'Triples”  are  eligible  for  divisible  load 
permits  to  operate  with  a  gross  weight  up  to 
and  including  105,500  pounds.  These  permits 
limit  weight  to  600  pounds  per  inch  of  tire 
width,  20,000-pound  single  axle,  34,000-pound 
tandem  axles  or  the  table  of  weights  for 
Oregon.  Permits  for  these  vehicles  are  vaUd 
for  1  year  annually  from  the  date  of  issue. 

The  permits  require  use  of  splash  and  spray 
suppressant  devices  when  operating  in  rainy 
weather,  trailer  placement  by  weight  (lightest 
to  the  rear)  and  only  on  specific  routes. 
Movement  is  not  allowed  when  road  surfaces 
are  hazardous  due  to  ice  or  snow,  or  when 
other  atmospheric  conditions  make  travel 
unsafe.  A  classified  driver  license  for  the 
appropriate  combination  of  vehicles  is 
required.  Truck  speed  in  Oregon  is  limited  to 
55  miles  per  hour,  however,  there  are  no  time- 
of-travel  restrictions. 

Routes;  All  Interstate  routes. 

Legal  Citations: 

ORS  810.010 

ORS  810.030 

ORS  810.040 

ORS  810.050 

ORS  810.060 

ORS  818.010  through  818.235 

State:  South  Dakota. 

Operational  Conditions:  Longer 
combination  vehicles  with  a  gross  weight 
exceeding  80,000  pounds  must  obtain  a 
permit.  All  permits  are  on  a  single-trip  basis. 
These  are  issued  in  two  categories: 

(1)  For  vehicle  combinations  exceeding 
80,000  pounds,  but  not  to  exceed  Federal 
Bridge  Formula  B,  and  with  overall  length  not 
to  exceed  81  feet  6  inches  nor  any  individual 
trailer  length  to  exceed  45  feet. 

(2)  Permits  for  vehicle  combinations 
exceeding  80,000  pounds  but  not  to  exceed 
129,000  pounds  gross  vehicle  weight  or 
Federal  Bridge  Formula  B. 

An  overweight  permit  is  not  valid  when  the 
road  surface  is  slippery  due  to  snow,  ice, 
slush  or  frost  or  when  Highway  Patrol 
officers  determine  that  weather  conditions 
make  travel  unsafe. 

Routes:  All  Interstate  routes 
Legal  Citations: 

South  Dakota  Codified  Laws  (SDCL)  32-22- 
42 
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SDCL  32-22-42.14 

State:  Utah. 

Operational  Conditions: 

(1)  Permit  is  required. 

(2)  Carrier  must  be  in  compliance  with  all 
safety  requirements  prior  to  obtaining  a 
permit. 

(3)  Adverse  weather  conditions — extreme 
caution  must  be  exercised  in  the  dispatching 
and  operation  of  vehicles  during  adverse 
weather.  Failure  to  comply  will  revoke  the 
permit. 

(4)  Speed  must  be  reduced  when  adverse 

weather  is  encountered.  .  . 

Routes:  All  Interstate  routes. 

Legal  Citations: 

Utah  Code  (Statute).  27-12-148  and  27-12- 
151 

Utah  Regulations  for  Legal  and  Permitted 
Vehicles,  Section  400 

State:  Washington. 

Operational  Conditions:  Washington 
allows  vehicle  weighing  more  than  80,000 
pounds  with  two  trailers  extending  up  to  68 
feet  overall  length  of  the  cargo  boxes  to 
operate  on  all  State  highways.  Single  trailers 
exceeding  60  feet  however,  must  acquire  an 
overlength  permit.  Operation  of 
combinations,  solely  based  on  these  length 
parameters,  is  not  restricted  by  time  of  day, 
weather,  route  or  speed. 

Trailers  exceeding  60  feet  but  not 
exceeding  68.  feet  shall  acquire  an  aimual 
overlength  permit  Operating  conditions  are 
the  same  for  permitted  doubles  as  they  are 
for  the  60-foot  or  less  doubles.  A  special 
endorsement  is  required  on  the  driver's 
license  to  pull  doubles. 

Vehicles  must  follow  axle  weight  limit 
controls  {20,000-pound  single  axle,  34,000- 
pound  tandem  axle)  and  the  Federal  bridge 
formula  for  gross  weight. 

Routes:  All  Interstate  routes. 

Legal  Citations: 

RCW  46.44.030  (legal  combination] 

RCW  46.44.0941  (permits] 

State:  Wyoming. 


Operational  Conditions:  A  truck  tractor 
with  two  or  more  trailing  units  (five  axles] 
can  be  operated  up  to  85,000  pounds  gross 
vehicle  weight  (GVW);  a  tandem  truck  tractor 
with  two  or  more  trailing  units  (six  axles]  can 
be  operated  up  to  90,000  pounds  GVW;  a 
tandem  truck  tractor  and  tandem  semitrailer 
and  trailer  (seven  axles]  can  be  operated  up 
to  101,000  pounds  GVW;  a  tandem  tractor 
and  semi-trailer  and  trailer  (eight  axles]  can 
be  operated  up  to  111,000  pounds  GVW;  and 
a  tandem  tractor  and  semitrailer  and  trailer 
(nine  axles]  can  be  operated  up  to  117,000 
pounds  GVW.  The  length  limit  of  the 
trailer(s]  is  not  to  exceed  81  feet.  ..  .  ' ' 

Routes:  All  Interstate  routes. 

Legal  Citations: 

W.S.  31-5-1001 
W.S.  31-5-1002 
W.S.  31-5-1004 

Wyoming  “Size  and  Weight  Limitations  of 
Vehicles”  Revised,  November  1990 

Appendix  D  to  Part  658 — ^Trucks  Over  STAA 
Lengths  on  the  National  Network 
This  appendix  contains  information,  by 
State,  regarding  the  length  of  cargo  carrying 
units  of  commercial  motor  vehicle  (CMV] 
combinations  with  two  or  more  cargo 
carrying  units  lawfully  operating  on  the 
Nationd  Network  (NN],  on  a  regular  or 
periodic  basis  (including  seasonal  operation] 
on  or  before  June  1, 1991.  The  length  of  the 
cargo  carrying  units  is  defined  as  the  distance 
from  the  front  of  the  Hrst  cargo  unit  to  the 
rear  of  the  last  cargo  unit 
The  term  “Interstate  System”  as  used 
herein  refers  to  the  National  System  of 
Interstate  and  Defense  Highways,  renamed 
the  Dwight  D.  Eisenhower  System  of 
Interstate  and  Defense  Highways  by  Public 
Law  101-427.  Four  categories  of  combinations 
are  identibed  for  purposes  of  this  listing: 

1.  CMV  combination  with  two  trailers  or 
semitrailers  either  of  which  is  over  28.5  feet 
long,  but  which  normally  operates  with  a  long 
semitrailer  plus  a  shorter  trailer,  commonly 
known  as  a  “Rocky  Mountain  Double;" 


2.  CMV  combination  with  two  trailers  or 
semitrailers,  both  of  which  exceed  40  feet  in 
length,  commonly  known  as  a  ‘Turnpike  ‘ 
Double;” 

3.  CMV  combination  with  more  than  two 
trailers  or  semitrailers,  conunonly  known  as  a 
“Triple;”  and 

4.  CMV  combinations  with  two  or  more  ; 
cargo  carrying  units  not  included  in 
descriptions  1,  2,  or  3.  Listed  for  each  State 
by  combination  type  is  either 

a.  The  maximum  cargo  carrying  length 

(shown  in  feet];  ■  , 

b.  That  such  vehicle  was  not  allowed  (aS 

indicated  by  a  “NO"];  or  ’ 

c.  A  notation  that  the  State  submission 
contains  vehicles  covered  by  the  exclusion 
guidelines  described  below. 

Exclusions: 

1.  Truck  tractor-semitrailer-semitrailer  and 
Truck  tractor-semitrailer-trailer 
configurations  with  a  maximum  length  of  the 
cargo  carrying  units  of  62  feet  or  less  are 
subject  to  the  provisions  of  23  CFR  part  658. 
No  additional  information  regarding 
conditions,  routes  or  authority  to  operate  is 
required. 

2.  Truck-trailer  and  Truck-semitrailer 
maxi-cube  configurations  with  an  overall 
length  of  65.  feet  or  less  and  a  maximum 
length  of  cargo  carrying  units  of  60  feet  or 
less  come  under  the  intent  of  Congress  with 
respect  to  allowing  maxi-cube  vehicles  to 
operate  on  the  NN.  No  additional  information 
regarding  conditions,  routes  or  authority  to 
operate  is  required. 

3.  Truck-trailer  and  Truck-semitrailer  : 
combinations  (except  as  maxi-cubes]  are  ■ 
presently  allowed  to  run  in  all  States  subject 
to  varying  overall  length  limit  controls. 
Additional  information  regarding  conditions, 
routes  or  authority  to  operate  is  only  required 
for  these  combinations  if  the  cargo  carrying 
length  of  these  vehicles  is  greater  than  65  . 
feet. 

For  every  State  where  there  is  a  length 
number  in  the  table  that  follows,  additional 
information  is  provided. 


■  ■  1 


\ 


Alabama .  NO  NO 

Alaska .  95  95 

AriJORsi .  92  95® 

Arkansas .  NO  NO 

California .  NO  NO 

Colorado .  85*  95* 

Connecticut . . .  NO  NO 

Delaware .  NO  NO 

District  of  Columbia . .  NO  NO 

Florida . .  106*  106* 

Georgia .  NO  NO 

Hawaii . . .  NO  NO 

Idaho . .  95*  95* 

Illinois . . .  NO  NO 

Indiana .  86  106 

iG  -a .  NO  NO 

Kansas .  109*  109* 

Kentucky .  NO  NO 

Louisiana .  75  NO 

Maine . . .  NO  NO 

Maryland . . .  NO  NO 

Massachusetts . . .  NO  114 

Michigan .  NO  NO 

Minnesota .  NO  NO 

Mississippi .  NO  NO 

Missouri .  102  109 

Montana . . .  81  90* 

Nebraska . .  85  95* 

Nevada . . .  95*  95* 

New  Hampshire .  NO  NO 

New  Jersey . .  NO  NO 

New  Mexico .  NO  NO 

New  York . .  102*  102* 

North  Carolina .  NO  NO 

North  Dakota .  110*  110* 

Ohio .  80  100 

Oklahoma .  .  123  123 

Oregon .  68  NO 

Pennsylvania . .  NO  NO 

Puerto  Rico . .  NO  NO 

Rhode  Island .  .  NO  |  NO 

South  Carolina .  NO  NO 

South  Dakota . .  81.6  110 

Tennessee . .  NO  NO 

Texas . . .  NO  NO 

Utah..., . .  88*  94 

Vermont .  NO  i  NO 

Virginia . . .  NO  !  NO 

Washington .  68  |  NO 

Wyoming .  81  I  NO 


*  Estimated. 

'  State  submission  contains  vehicles  covered  by  exclusion  guidelines. 

*  State  submission  includes  multiple  vehicles  in  this  eatery— see  individual  State  listings. 
’Wyoming  has  until  November  3. 1992.  to  determine  this  length. 
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State:  Alaska. 

Combination:  Rocky  Mountain  Double. 

Length  of  the  Cargo  Carrying  Units:  95  feet. 

Operational  Conditions:  On  the  National 
Network,  longer  combination  vehicles 
(LCV's)  of  this  combination  are  allowed  to 
operate  with  no  requirement  for  permits, 
speed  or  time  of  day.  LCV's  with  an  overall 
length  greater  than  75  feet  are  required  to 
display  “OVERSIZE"  signs  front  and  rear. 
During  the  spring  thaw  all  commercial  ' 
vehicles,  including  LCV's,  are  restricted  on 
the  amount  that  each  axle  grouping  is 
allowed  to  carry. The  Alaska  Diepartment  of 
Transportation  and  Poblic  Facilities  (DOT  St 
PF)  makes  the  determination  on  the 
percentage  and  the  portion(s)  of  the  highways 
affected.  Weather  restrictions  are  imposed 
when  hazardous  conditions  exist  as 
determined  by  the  Alaska  DOT  &  PF  and  the 
Department  of  Public  Safety,  Division  of 
State  Troopers. 

Routes: 


From 

To 

AK-1— Anchorage  (Potter 

Palmer  (Palmer-Wasilla 

Weigh  Station). 

Highway  Junction). 

AK-2— Fairttanks 

Delta  Junction  (MP 

(Gaffney  Road  Junction. 

1412  Alaska 

Highway). 

AK-3 — From  its  junction 

Fairbanks  (Gaffney 

with  AK-1. 

Road  Junction). 

Legal  Citations:  17  AAC  35. 17  AAC  25. 
Administrative  Permit  Manual. 

State:  Alaska. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  95  feet. 

Operational  Conditions:  Same  as  for 
Alaska  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Alaska  Rocky 
Mountain  Doubles. 

Legal  Citations:  Same  as  for  Alaska  Rocky 
Mountain  Doubles. 

State:Alaska. 

Combination:  Triple. 

Length  of  the  Cargo  Carrying  Units:  110  feet 
(28.5  feet  for  each  trailer). 

Operational  Conditions:  Longer 
Combination  Vehicles  (LCV's)  of  this 
combination  are  allowed  to  operate  on  the 
National  Network,  under  experimental  use  of 
the  State  Highway  System.  A  permit  is 
required  with  specified  duration  of  not  less 
than  3  months  nor  more  than  18  months. 
There  is  a  permit  fee. 


Vehicles  with  an  overall  length  in  excess  of 
75  feet  must  display  “OVERSIZE"  signs  front 
and  rear. 

Drivers  of  triples  must  have  10  years  of 
experience  in  Alaska  and  certifled  training  in 
triples  operation. 

Axle  weights  are  restricted  during  the 
spring  thaw. 

Weather  restrictions  are  imposed  when 
hazardous  conditions  exist,  as  determined  by 
the  Alaska  DOT  ft  PF  and  the  Department  of 
Public  Safety.  Divison  of  State  Troopers. 

Triple  trailer  combinations  are  allowed  to 
operate  during  the  following  hours: 

1  a.m.  Sunday  to  12  p.m.  Sunday 

7  p.m.  Sunday  to  6  a.m.  Monday 

8  p.m.  Monday  to  7  a.m.  Tuesday 

8  p.m.  Tuesday  to  8  p.m.  Wednesday 
Routes: 


From 

To 

AK-1 — Anchorage  (Potter 

Junction  of  AK-1  and 

Weigh  Station). 

AK-3  (5  miles  S.  of 

Palmer). 

AK-3— From  its  Junction 

Fairbanks  (Gaffney 

with  AK-1. 

Road  JuTKtion). 

Legal  Citations:  17  AAC  35. 17  AAC  25. 
Administrative  Permit  Manual. 

State:  Alaska. 

Combination:  Truck-trailer. 

Length  of  the  Cargo  Carrying  Units;  83  feet. 

Operational  Conditions;  Vehicles  of  this 
combination  are  allowed  to  operate  on  the 
National  Network  with  no  requirements  of 
permits,  speed  or  time  of  day.  Vehicles  of  this 
combination  with  an  overall  length  greater 
than  75  feet  are  required  to  display 
“OVERSIZE"  signs  front  and  rear.  During  the 
sprmg  thaw  all  commercial  vehicles  are 
restricted  on  the  amount  that  each  axle 
grouping  is  allowed  to.  carry.  The  Alaska 
Department  of  Transportation  and  Public 
Facilties  (DOT  ft  PF)  makes  the 
determination  on  the  percentage  and  the 
portion(s)  of  the  highways  affected.  Weather 
restrictions  are  imposed  when  hazardous 
conditions  exist  as  determined  by  the  Alaska 
DOT  ft  PF  and  the  Department  of  Safety, 
Division  of  State  Troopers. 

Routes; 


From 

Top 

AK-1— Anchorage  (Potter 

Painter  (Palmer-Wasilla 

Weigh  Station). 

Highviray  Junction). 

AK-2— Fairbanks 

Delta  Junction  (MP 

(Gaffney  Road  Junction. 

1412  Alaska 

Highway). 

AK-3  From  its  junction 

Fairbanks  (Gaffrtey 

with  AK-1. 

Road  Junction)-  • 

Legal  Citations:  17  AAC  35. 17  AAC  25. 
Administrative  Permit  Manual. 

State:  Arizona. 

Combinatienr  Rooky  Mountain  Double. 

Length  of  Cargo  Carrying  Units:  92  feet. 

Operational  Conditions:  On  all  listed 
routes,  the  company  must  have  a  Certificate 
of  Compliance  on  file  and  a  permit  in  the 
possession  of  the  driver  when  operating  this  ^ 
type  of  combination.  All  companies  must 
have  an  active  safety  program. 

All  drivers  are  required  to  comply  with 
Motor  Carrier  Safety  Regulations  erf  the  U.S. 
DOT  and  title  28,  Arizona  Revised  Statutes. 

Longer  Combination  Vehicles  (LCV's)  shall 
not  exceed  the  legal  or  posted  speed, 
whichever  is  lower.  LCV's  are  allowed 
continuous  travel,  except  during  adverse 
weather  conditions  when  the  movement  of 
LCV^s  is  prohibited.  All  LCV's  are  restricted  > 
to  a  20-miIe  border  area  from  any  adjacent 
State  which  allows  such  combinations  of 
length  and  gross  vehicle  weight. 

Permits  issued  under  ARS  28-1011:M  are 
annual  permits  only.  This  permit  is  valid  on 
all  listed  routes  within  the  20-mile  border 
area. 

Gross  W'eight — ^111.000  pounds. 

Axle  weights  must  comply  with 
appropriate  statutes. 

Length  is  92  feet  as  per  memo  dated  ]une 
23. 1989.  When  permits  are  issued  under  ARS 
28-lOll.N.  these  permits  are  valid  on  all' 
listed  routes,  except  Interstate  IS,  US  89  and 
SR  68  within  the  20^le  border  area. 

Cross  weight  of  121,000  pounds  with  nine 
axles,  or  123,500  pounds  with  10  axles.  Length 
is  92  feet  as  per  memo  date  June  8, 1990. 

When  permits  are  issued  under  ARS  28- 
1004.G.  the  permits  are  valid  on  Interstate  IS. 
US  89A  and  SR  389  within  the  20-mile  border 
area. 

Gross  weight  is  111,000  pounds. 

Axles  must  comply  with  appropriate 
statutes. 

Length  is  92  feet  as  per  memo  dated  Jime 
23. 1989. 


Routes: 


From 


1-15 . . 

uaaeft . 

usao..„ . . 

us  tea . . 

us  \6A. _ 

SR  88.'. _ _ _ 

SR389 . 

Legal  Citatiorrs. 

ARS  28-107 . 

ARS  28-1 08.5... _ 
ARS28-108.13.- 
Af«  28-108.14... 
ARS  28-1001 . . 


.  Nevada  State  Line . 

.  Utah  State  Lme _ 

. -  Utah  State  Line _ 

.  Jet.  US  163.. . 

—  Utah  State  Line . . 

.  Nevada  State  Lirre.... 

_  Utah  State  Line _ 

.  ARS  28-^1009.01 _ 

....-  ARS  28-101 1.A _ 

. .  ARS  28-101  l.a _ 

.._...  ARS  28-101 1J= _ 

.  ARS  28-1 01 IX _ 


To 


Utah  State  Une. 

Within  20  miles  o1  Utah  State  Line. 
Within  20  miles  ot  Utah  State  Line. 
New  Mexico  State  Une. 

Jet  US  160. 

Within  20  miles  o1  Nevada  State  Line. 
Jet.  US  89A. 

ARS  28-101  IN- 
ARS  28-1011.0 
ARS  28-1013 
ARS  28-1014 
ARS  28-1031 
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From 

To 

ARS  28-1004.G . 

ARS  28-101 1.L . 

ARS  28-1031 

ARS  28-1052 

ARS  28-1008 . 

ARS  28-101 1.M . 

ARS  28-1009 . 

R17-40-426 . 

State:  Arizona. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  95  feet. 

Operational  Conditions:  On  all  listed 
routes,  the  company  must  have  a  Certificate 
of  Compliance  on  file  and  a  permit  in  the 
possession  of  the  driver  when  operating  this 
type  of  combination.  All  companies  mudt 
i  have  an  active  safety  program. 

Alt  drivers  are  required  to  comply  with 
Motor  Carrier  Safety  Regulations  of  the  U.S. 
DOT  and  title  28,  Arizona  Revised  Statutes. 


Longer  Combination  Vehicles  (LCV's)  shall 
not  exceed  the  legal  or  posted  speed, 
whichever  is  lower.  LCV's  are  allowed 
continuous  travel,  except  during  adverse 
weather  conditions  when  the  movement  of 
LCV's  is  prohibited.  Ail  LCV's  are  restricted 
to  a  20-mile  border  area  from  any  adjacent 
State  which  allows  such  combinations  of 
length  and  gross  vehicle  weight. 

Permits  issued  under  ARS  28-lOll.M  are 
annual  permits  only.  This  permit  is  valid  on 
all  listed  routes  within  the  20-mile  border 
area. 


Gross  Weight — 111,000  pounds. 

Axle  weights  must  comply  with 
appropriate  statutes.  When  permits  are 
issued  under  ARS  28-lOll.N,  these  permits 
are  valid  on  all  listed  routes,  except 
Interstate  15.  US  89  and  SR  68  within  the  20- 
mile  border  area. 

Gross  weight  of  121,000  pounds  with  nine 
axles,  or  123,500  pounds  with  10  axles.  Cargo 
carrying  length  not  to  exceed  92  feet  on  all 
listed  routes  except  Interstate  15. 1-15  overall 
length  not  to  exceed  105  feet. 


From 

To 

Routes: 

t-15 . . . . . 

Utah  State  Line. 

Within  20  miles  of  Utah  State  Line. 

Within  20  miles  of  Utah  State  Line. 

New  Mexico  State  Line. 

Jet  US  160. 

IIS  RflA . 

II.Sfl9 

IKS  ifin 

Jet  US  163 . 

US  163 . 

SR  68 . . . ;. . ; . 

Within  20  miles  of  Nevada  State  Line. 

Jet  US  89A. 

ARS  28-101  I  N 

ARS  28-1011.0 

ARS  28-1013 

ARS  28-1014 

ARS  28-1031 

ARS  28-1051 

ARS  28-1052 

SR  389 . . 

Legal  Citations: 

ARS  28-107 . 

ARS  28-1009.01 . 

ARS  28-108.5 . 

ARS  28-101 1.A . . . 

ARS  28-108.13 . 

AR.S?A-infl1A . 

ARS  28-1001 .  . 

ARS  28-1004.G . . . . . 

ARS  28-1011.L . . .  . .  . 

ARS  28-1008 . 

ARS  28-1009 . . . . 

State:  Arizona. 

Combination:  Triple. 

Length  of  the  Cargo  Carrying  Units:  95  feet. 

Operational  Conditions:  On  all  listed 
routes,  the  company  must  have  a  Certificate 
of  Compliance  on  file  and  a  permit  in  the 
possession  of  the  driver  when  operating  this 
type  of  combination.  All  companies  must 
have  an  active  safety  program. 

All  drivers  are  required  to  comply  with 
Motor  Carrier  Safety  Regulations  of  the  U.S. 
DOT  and  title  28,  Arizona  Revised  Statutes. 


Longer  Combination  Vehicles  (LCV's)  shall 
not  exceed  the  legal  or  posted  speed, 
whichever  is  lower.  LCV's  are  allowed 
continuous  travel,  except  during  adverse 
weather  conditions  when  the  movement  of 
LCV's  is  prohibited.  All  LCV's  are  restricted 
to  a  20-mile  border  area  from  any  adjacent 
State  which  allows  such  combinations  of 
length  and  gross  vehicle  weight. 

When  permits  are  issued  under  ARS  28- 
lOll.N,  these  permits  are  valid  on  all  listed 


routes,  except  Interstate  15,  US  89  and  SR  68 
within  the  20-mile  border  area. 

Gross  weight  is  121,000  pounds  with  nine 
axles,  or  123,500  pounds  with  10  axles.  Gross 
weight  on  1-15  is  determined  by  Federal 
Bridge  Formula  B.  with  gross  not  to  exceed 
129,000. 

Trailers  must  be  of  equal  length  within  an 
overall  length  limit  of  105  feet. 


From 

To 

Routes: 

1-15 . 

Utah  State  Line. 

Milepost  609. 

New  Mexico  State  Line. 

Jet.  US  160. 

Jet  US  89A. 

US89A...„ . 

US  160 . 

Jet  US  163 . .  . 

US  163 . . 

SR  389 . 

Utah  State  Line . 

Legal  Citations: 

ARS  28-107 . . 

ARS  28-1009  01 

ARS  28-101  I  N 

ARS  28-1011.0 

ARS  28-1013 

ARS  28-1014 

ARS  28-1031 

ARS  28-1051 

ARS  28-1052 

ARS  28-108.5 . 

ARS  28-1011  A .  .  .  . 

ARS  28-108.13 . 

ARS  28-108.14 . 

ARS  28-1008 . 

ARS  28-1009 . . 

■■■Illlllllllllllllll 

State:  Arizona. 

Combination:  Truck-semitrailer-trailer. 


Length  of  the  Cargo  Carrying  Units:  98  feet. 


Operational  Conditions:  On  all  listed 
routes,  the  company  must  have  a  Certificate 
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of  Compliance  on  file  and  a  permit  in  the 
possession  of  the  driver  when  operating  this 
t>'pe  of  combination.  All  companies  must 
have  an  active  safety  program. 

All  drivers  are  required  to  comply  with 
Motor  Carrier  Safety  Regulations  of  the  LI.S. 
DOT  and  title  26,  Arizona  Revised  Statutes. 

Longer  Combination  Vehicles  fLCV*s)  shall 
not  exceed  the  legal  or  pasted  speed, 
whichever  is  lower.  LCV's  are  allowed 


continuous  travel,  except  during  adverse 
weather  conditions  when  the  movement  of 
LCV’s  is  prohibited.  All  LCV's  are  restricted 
to  a  20-mile  border  area  from  any  adiacent 
State  which  allows  such  combinations  of 
length  and  gross  vehicle  weight. 

When  permits  are  issued  under  ARS  26- 
1011. N>.  the  gross  weight  may  net  exceed 
121,000  pounds  with  nine  axles,  or  123,500 
with  10  axles.  These  permits  are  valid  on  all 


listed  routes  except  1-15,  US  69  and  SR  68. 
within  the  20-mite  border  area. 

When  permits  are  issued  under  ARS  2fr- 
1004.G.  gross  %veight  is  det«inined  by  Federal 
Bridge  Formula  B,  with  gross  weight  not  to 
exceed  129,000  pounds  on  1-15  only.  Cargo 
carrying  length  not  to  exceed  92  feet  on  all 
listed  routes,  except  Interstate  15. 1-15  overall 
length  not  to  exceed  105  feel. 


Utat)  State  Line. 
Milepost  609. 

New  Mexico  State  Line. 
Jet  US  160. 

Jet.  US  89A. 


ARS  28-101  I  N 
ARS  28-1011.0 
ARS  28-1013 
ARS  28-1014 
ARS  28-1031 
ARS  28-1051 
ARS  28-1052 


To 


State:  Arizona. 

Combination;  Truck-trailer. 

Length  of  the  Cargo  Carrying  Units:  69  feet. 
Operational  Conditions:  On  all  listed 
routes,  the  company  must  have  a  CertiHcate 
of  Compliance  on  hie  and  a  permit  in  the 
possession  of  the  driver  when  operating  this 
type  of  combination.  All  companies  must 
have  an  active  safety  program. 

All  drivers  are  required  to  comply  with 
Motor  Carrier  Safety  Regulations  of  the  U.S. 
DOT  and  title  28.  Arizona  Revised  Statutes. 

Longer  Combination  Vehicles  (LCV’s)  shall 
not  exceed  the  legal  or  posted  speed, 
whicbever  is  lown.  LCV’s  are  allowed 
continuous  traveL  except  daring  adverse 
weatiier  conditions  whra  the  movement  of 
LCV’s  is  prohibited. 

Travel  is  limited  to  Interstate  highways 
within  this  State  which  connect  with  two 
States  which  allow  the  combination,  and 
such  Interstate  does  not  exceed  40  miles 
between  connecting  States. 

Cross  weight  is  determined  by  Federal 
Bridge  Formula  B. 

Axle  weights  must  comply  with  the 
appropriate  statutes. 

Routes:  Interstate  15 — entire  length. 

Legal  Citations: 

ARS  28-107 
ARS  28-108.5 
ARS  26-108.13 
ARS  28-108.14 
ARS  28-1001 
ARS  28-1004.G 
ARS  26-1006 
ARS  28-1009 
ARS  28-1009.01 
ARS  28-lOll.A 
ARS  28-lOll.C 
ARS  28-1011 
ARS  28-lOll.K 
ARS  28-lOll.L 
ARS28-1011.M 
R17-40-428 


ARS  28-lOll.N 
ARS  28-1011.0 
ARS  28-1013 
ARS  28-1014 
ARS  28-1031 
ARS  25-1051 
ARS  28-1052Q02 
State:  California. 

Combination:  Triple. 

Length  of  the  Cargo  Carrying  Units:  55  feet. 
Operational  Conditions: 

Driver  Qualifications 
A  driver  must  have  a  Class  A  Commercial 
Drivers  License,  with  a  Double  Trailer 
Endorsement. 

Router.  All  National  Network  routes. 

Legal  Citations: 

CVQ  12804.9 — Class  A  Commm’cial  Drivers 
License 

15278(a)-!— Double  Trmler  Endorsement 
35401(a) — Maximum  Length  of  Vehicle 
Combinations 
State:  Colorado. 

Combination:  Rocky  Mountain  Double. 
Length  of  the  Cargo  Carrying  Units:  85  feet. 
Operational  Conditions:  Longer 
Combination  Vehicles,  Greater  Than  8CW00 
Pounds — LCV’s  must  purchase  an  annual 
permit  for  a  fee  pursuant  to  C.R.S.  42-4- 
404.5(1).  To  operate  at  greater  than  80,000 
pounds,  LCV's  must  purchase  an  overweight 
permit  pursuant  to  C.R.S.  42-4- 
409(llMa)(lI)(A).  (B).  or  (C)  and  comply  with 
rule  4-15  in  the  Extra-Legal  Vehicles  and 
Loads  Rules.  LCV's  must  comply  with  the 
Rules  and  Regulations  for  the  Operation  of 
Longer  Combination  Vehicles  on  Designated 
State  Highway  Segments.  The  rules  address 
all  restrictions  aixd  requirements  that  are 
imposed  on  LCV's.  However,  instead  of 
complying  with  Rule  5-1  in  the  Longer 
Combinatkm  Vehicle  Rules,  LCV’s  operating 
at  greater  than  60,000  pounds  must  comply 
with  Rule  4-1-5  in  the  Extra-Legal  Vehicles 


and  Loads  Rules  concerning  hours  of 
operation  restrictions  Longer  Combination 
Vehicles,  80,000  Pottrtds  or  Less — LCV’s  must 
purchase  an  annual  permit  pursuant  to  C.R.S. 
42-4-404.5(1).  LCV’s  must  comply  with  the 
Rules  and  Regulations  for  the  Operation  of 
Longer  Combination  Vehicles  on  Designated 
State  Highway  Segments.  The  rules  address 
all  restrictions  and  requirements  that  arc 
imposed  on  LCV’s. 

Hours  of  Operation:  A  LCV  shall  not 
operate  on  the  following  designated  highway 
segments  during  the  hears  of  7  a.m.  to  9  a.m. 
and  from  4  p.m.  to  6  p.m.,  Monday  throu^ 
Friday,  for  Colorado  Springs.  Dwiver  and 
Pueblo  (LCV’s  operating  above  the  legal 
maximum  weight  are  subject  to  different 
hours  of  operation  restrictions.  Refer  io  rules 
pertaining  to  Extra-Legal  Vehicles  or  Loads). 
Colorado  Springs — 1-25  from  SH  83 
(.Academy  Blvd.  South)  to  SH  83  (Academy 
Blvd.  North) 

Denver — 1-25  from  1-225  to  SH  128  (120th 
Ave.) 

1-70  from  US  40/SH26  to  1-225 
1-76  from  1-25  toSH85. 

1-225  from  f-25  to  1-70 
1-270  from  1-70  to  1-70 

Pueblo — 1-25  from  Lake  Ave.  (Exit  «94)  to  SH 
47/SH  50  (Exit  #101) 

Routes:  1-25  from  the  Colorado-New 
Mexico  State  Line  to  the  Colorado-Wyoming 
State  Line. 

1-70  from  the  junction  of  US  40  and  SH  26,  in 
Denver,  to  the  Colorado-Kansas  State  Line 
1-70  from  the  junction  of  I-2S.  in  Denver,  to 
the  Colora^Nebraska  State  Line 
i-270  from  the  juncticsi  of  1-70  to  the  junction 
of  1-76 

1-225  from  the  junction  of  1-25  to  the  junction 
of  1-70 

1-70  tiom  the  Colorado-Utah  State  Line  to  the 
junction  of  SH  13 
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SH 133,  in  Delta  County,  from  milepoint  8.9  to 
milepoint  9.7  (Non-Interstate  Hi^way) 
Ingress  and  Egress;  LCV's  can  be  permitted 
to  go  to  the  following  facilities:  (1) 
Manufacturing  or  distribution  centers, 
warehouses  or  truck  terminals  that  are 
located  in  an  area  where  industrial  uses  are 
permitted  and  (2)  construction  sites.  This  off- 
highway-segment  travel  is  limited  to  a 
maximum  of  10  miles,  which  shall  be 
measured  by  the  most  direct  travel  rather 
than  by  the  radius  from  the  facility  to  the 
designated  route.  The  ingress  and  egress 
route(s)  between  the  designated  State 
highway  segment  and  the  facility  must  be 
approved  in  advance  by  the  public  entity 
(CDOT,  municipality  or  county)  having 
jurisdiction  for  the  roadwayfs)  that  m^e  up 
the  route(s}. 

Legal  Citations:  LCV's  must  comply  with 
all  applicable  statutes,  such  as  CJt.S.  42-4- 
406(2](b)(I)  and  (2)(c)  axle  weight  limitations. 
C.R.S.  42-^4-402(1)  width,  CJLS  42-4-404(1) 
height,  C.R.S.  42-4-4^11)(a)(U)(A),  (B),  or 
(C)  overweight  permits  (*)  and  C.ILS.  42-4- 
407(l)(c)(m)(A)  and  (B)  Federal  Bridge 
formula  (**).  LCV's  must  comply  wiA  Rule  4- 
15  in  the  Extra-Legal  Vehicles  and  Loads 
Rules  (1)  and  with  the  Longer  Combination 
Vehicle  Rules. 

•  applies  only  to  LCV’s  operating  at 
greater  than  80,000  pounds. 

••  applies  only  to  LCV’s  operating  at 
80,000  pounds  or  less. 

State:  Colorado. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  95  feet 
Operational  Conditions:  Same  as  for 
Colorado  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Colorado  Rocky 
Mountain  Doubles. 

State:  Colorado. 

Combination:  ’IViple. 

Length  of  the  Cargo  Carrying  Units;  95  feet 
Operational  Conditions:  Same  as  for 
Colorado  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Colorado  Rocky 
Mountain  Doubles. 

Legal  Citations;  Same  as  for  Colorado 
Rocky  Mountain  Doubles. 

State;  Colorado. 

Combination:  Truck-trailer. 

Length  of  the  Cargo  Carrying  Units:  78  feet. 
Operational  Conditions:  Same  as  for 
Colorado  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Colorado  Rocky 
Mountain  Doubles. 

Legal  Citations:  Same  as  for  Colorado 
Rocky  Mountain  Doubles. 

State:  Florida. 

Combination:  Rocky  Moimtain  Double. 
Length  of  the  Cargo  Carrying  Units:  106 
feet. 

Operational  Conditions:  All 
overdimensional  and  weight  regulations  of 
the  Florida  Turnpike  Authority  shall  apply  to 
such  units  unless  speciBcally  excluded  under 
the  terms  of  the  Tandem  Trailer  Permit  or 
these  regulations. 

A  tractor  used  in  the  tandem  trailer 
operations  shall  be  capable  of  hauling  the 
maximum  gross  load  to  be  transported  by  a 
permittee  at  a  speed  of  not  less  than  40  miles 
per  hour  on  all  portions  of  the  turnpike 
system,  excepting  that  portion  of  the 


roadway,  as  posted  in  1988,  between  milepost 
234  and  milepost  238  where  a  minimum  speed 
of  30  miles  per  hour  will  be  permitted. 

A  tractor,  which  will  be  used  to  haul  a 
complete  tandem  trailer  combination  with  a 
total  gross  weight  of  110,000  pounds  or  more, 
shall  be  equipped  with  tandem  rear  axles, 
neither  of  which  shall  be  a  retractable  type 
axle.  All  axles  shall  be  equipped  with 
operating  brakes.  Tractors  with  single  drive 
axles  shall  be  certified  by  the  operator  and 
manufacturer  as  having  ^e  capacity  to 
control  loads  in  excess  of  110,000  pounds. 
When  the  above  tandem-axle  tractor  is 
required,  a  tandem-axle  dolly  converter  must 
be  used. 

Proposed  drivers  of  tandem  trailer  units 
shall  be  registered  by  the  Florida  'Turnpike 
Authority  prior  to  driving  such  equipment  on 
the  turnpike  system. 

A  minimum  distance  of  500  feet  shall  be 
maintained,  under  normal  conditions, 
between  a  tandem  trailer  unit  and  a  vehicle 
traveling  in  front  of  it  in  the  same  travel  lane, 
except  when  passing  occurs. 

A  tandem  trailer  unit  may  pass  another 
vehicle  traveling  in  the  same  direction  only  if 
the  speed  differential  will  allow  the  tandem 
trailer  unit  to  complete  the  maneuver  and 
return  to  the  normal  driving  lane  within  a 
distance  of  1  mile. 

Except  as  noted  herein  and  in  the  Tandem 
Trailer  Permit,  all  rules  and  regulations 
governing  the  use  and  occupancy  of  the 
turnpike  system  shall  apply  to  the  operation 
of  tandem  trailer  units  on  the  turnpike 
system. 

Routes;  Florida  Turnpike. 

Legal  Citations;  Chapter  14-62  “Regulations 
Governing  Tandem  Combinations  of  Florida’s 
Turnpike,’’  Florida  Administrative  Code. 

State:  Florida. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  106 
feet. 

Operational  Conditions;  Same  as  for 
Florida  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Florida  Rocky 
Mountain  Doubles. 

Legal  Citations:  Same  as  for  Florida  Rocky 
Mountain  Doubles. 

State:  Idaho. 

Combination:  Rocky  Mountain  Double. 
Length  of  the  Cargo  Carrying  Units:  95  feet 
(State  estimate). 

Operational  Conditions:  Idaho’s  permit 
system  for  longer  combination  vehicles 
(LCV’s)  does  not  limit  individual  vehicle  or 
combined  trailer  lengths  within  the 
combination.  The  rules  provide  for  routes 
which  accomodate  maximum  combination 
lengths  of  85  feet  and  105  feet  based  on 
calculated  maximum  off-tracking.  Permits  are 
required.  Permit  duration  is  1  year  from  the 
date  of  issuance.  There  are  extra-length 
permit,  excess-weight  permit  and  extra- 
length/excess-wei^t  permit  fees— only  if  the 
vehicle  operates  on  the  Interstate  System. 

The  maximum  number  of  units  allowed  in  a 
combination  vehicle  it  one  tractor  and  three 
cargo  units. 

Vehicles  under  permit  must  comply  with 
the  Calculated  Maximum  Off-Ttack  (CMOT) 
Formula  (shown  below). 

CMOT=R- (R* -(A* -f^B*-i-C* -i-D* -hE*)lV4 
R=165-4=161 


A,  B,  C,  D,  E.  etc.  measurements  between 
points  of  articulation  or  pivot  Squared 
dimensions  to  stinger  steer  points  of 
articulation  are  negative. 

Vehicles  under  permit  must  also  comply 
with  axle  and  axle  group  weight  limits  of 
Idaho  Code,  section  49-1001. 

Maximiun  weight:  registered  weight  up  to 
105,500  pounds. 

Maximum  width:  8  feet  6  inches 
Routes:  All  National  Network  routes. 

Legal  Citations:  Idaho  Code  49-1001,  Idaho 
Code  49-1002,  Idaho  Code  49-1004,  Idaho 
Code  49-1010,  Idaho  Code  49-1011. 

Idaho  Transportation  Department  Rules 
39.C.01.  39.C.06.  30.C.08,  39.009,  39.C.10, 
39.C.11,  39.C.14,  39.C.15,  39.C.19,  39.C.20, 
39.C.21,  39.C.22,  39.C.23. 

State:  Idaho. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  95  feet 
(State  estimate). 

Operational  Conditions:  Same  as  for  Idaho 
Rocky  Moimtain  Doubles. 

Routes:  Same  as  for  Idaho  Rocky  Mountain 
Doubles. 

Legal  Citations:  Same  as  for  Idaho  Rocky 
Mountain  Doubles. 

State:  Idaho. 

Combination:  Triple. 

Length  of  the  Cai^  Carrying  Units:  95  feet 
(State  estimate). 

Operational  Conditimis:  Same  as  for  Idaho 
Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Idaho  Rocky  Mountain 
Doubles. 

Legal  Citations:  Same  as  for  Idaho  Rocky 
Mountain  Doubles. 

State:  Idaho. 

Combination:  Truck  tractor-semitrailer- 
trailer. 

Length  of  the  Cargo  Carrying  Units:  76  feet 
10  inches. 

Operational  Conditions:  Same  as  for  Idaho 
Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Idaho  Rocky  Mountain 
Doubles. 

Legal  citations:  Same  as  for  Idaho  Rocky 
Mountain  Doubles. 

State:  Idaho. 

Combination:  Truck  tractor-semitrailer- 
trailer,  used  for  hauling  logs. 

Length  of  the  Cargo  Carrying  Units:  85  feet 
Operational  Conditions:  Same  as  for  Idaho 
Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Idaho  Rocky  Mountain 
Doubles. 

Legal  Citations:  Same  as  for  Idaho  Rocky 
Mountain  Doubles. 

State:  Idaho. 

Combination:  Truck-trailer-trailer  and 
Trudc-semitrailer-trailer. 

Length  of  the  Cargo  Carrying  Units;  98  feet. 
Operational  Conations:  Same  as  for  Idaho 
Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Idaho  Rocky  Mountain 
Doubles. 

Legal  Citations:  Same  as  for  Idaho  Rocky 
Mountain  Doubles. 

State:  Idaho. 

Combination:  Truck-trailer. 

Length  of  the  Cargo  Carrying  Units:  78  feet 
Operational  Conations:  Same  as  for  Idaho 
Rocky  Mountain  Doubles. 
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Routes:  Same  as  for  Idaho  Rocky  Mountain 
Doubles. 

Legal  Citations;  Same  as  for  Idaho  Rocky 
Mountain  Doubles. 

State;  Idaho. 

Combination:  Truck-trailer  and  Truck 
tractor-semitrailer-semitrailer,  both  of  which 
are  used  in  hauling  logs. 

Length  of  the  Cargo  Carrying  Units:  Truck- 
trailer,  78  feet;  Truck  tractor-semitrailer- 
semitrailer,  75  feet. 

Operational  Conditions;  Same  as  for  Idaho 
Rocky  Mountain  Doubles. 

Routes;  Same  as  for  Idaho  Rocky  Mountain 
Doubles. 

Legal  Citations;  Same  as  for  Idaho  Rocky 
Mountain  Doubles. 

State:  Idaho. 

Combination:  Truck-semitrailer. 

Length  of  the  Cargo  Carrying  Units:  98  feet. 

Operational  Conditions;  Same  as  for  Idaho 
Rocky  Mountain  Doubles. 

Routes;  Same  as  for  Idaho  Rocky  Mountain 
Doubles. 

Legal  Citations:  Same  as  for  Idaho  Rocky 
Mountain  Doubles. 

State:  Indiana. 

Combination:  Rocky  Mountain  Double. 

Length  of  the  Cargo  Carrying  Units;  86  feet. 

Operational  Conditions;  Trailer 
combinations  may  operate  on  the  toll  road 
only  under  an  annual  tandem  permit  issued 
by  the  Indiana  Department  of  Highways 
(IDOH)  General  Manager  and  subject  to 
compliance  by  the  permittee  with  135  lAC  2- 
7.  The  permissible  number  of  axles  on  a 
tandem  trailer  combination  shall  be  a 
minimum  of  five  and  a  maximum  of  nine. 

The  maximum  gross  weight  for  a  trailer 
combination  shall  be  governed  by  the 
formula — 90,000  pounds  plus  1,070  pounds  per 
foot  for  each  foot  of  combination  length  (front 
bumper  to  end  of  combination)  in  excess  of 
60  feet.  However,  any  such  combination  of 
vehicles  may  not  exceed  a  total  maximum 
gross  weight  of  127,400  pounds.  The  gross 
load  of  a  combination  of  vehicles  shall  not 
exceed  the  sum  of  allowable  gross  loads  on 
the  axles,  which  are  as  follows: 

Maximum  gross  weight  on  any  one  axle — 
22,400  pounds,  (axles  measuring  less  than  40 
inches  between  axle  centers  are  considered 
one  axle). 

Maximum  combined  axle  load  of  any  two 
successive  axles,  spaced  more  than  40  inches 
apart  but  less  than  9  feet  apart — 36,000 
pounds. 

No  such  combinations  will  be  permitted  to 
leave  the  toll  road  for  travel  as  combinations 
upon  the  State  highways  of  Indiana  without  a 
permit  from  the  IDOH.  Maximum  gross 
weight  and  axle  weight  of  vehicles  leaving 
the  toll  road  as  singles  to  travel  upon  the 
public  highways  of  Indiana  must  comply  with 
the  Indiana  State  law.  All  other  maximum 
dimensions  of  135  lAC  2  for  the  control  and 
regulation  of  trafhc  on  the  toll  road  shall 
apply. 

A  responsible  officer  of  the  applicant  shall 
certify  to  the  IDOH,  prior  to  the  approval  of  a 
truck  tractor,  that  the  vehicle  proposed  to  be 
furnished  and  used  for  specified  gross  loads 
will  comply  with  and  meet  all  minimum 
safety  and  performance  factors  of  the  IDOH. 

The  distance  between  trailers  coupled  in 
::ombination  shall  not  exceed  9  feet.  In  the 


assembly  of  trailer  combinations,  prior  to 
their  operation  on  the  Indiana  Toll  Road,  the 
permittee  shall  ascertain  the  total  gross 
weight  of  each  trailer  of  the  proposed 
combination.  The  permittee  shall  couple  them 
according  to  their  gross  weights  with  the 
heaviest  trailer  coupled  to  the  tractor  and 
lightest  trailer  in  the  rear.  Trailer 
combinations  shall  comply  with  existing 
speed  regulations.  A  minimum  speed  of  45 
miles  per  hour  must  be  maintained  on  the  toll 
road,  under  normal  conditions,  except  on 
entry  and  exit  ramps.  A  minimum  distance  of 
500  feet  shall  be  maintained,  under  normal 
conditions  between  trailer  combinations  and 
a  vehicle  traveling  in  front  of  it  in  the  same 
travel  lane,  except  when  passing  occurs. 
Trailer  combinations  may  pass  another 
vehicle  traveling  in  the  same  direction  only  if 
the  speed  differential  will  allow  the  trailer 
combination  to  complete  the  maneuver  and 
return  to  the  normal  driving  lane  within  a 
distance  of  1  mile.  Trailer  combinations  shall 
not  pass  another  vehicle  traveling  the  same 
direction  within  1  mile  of  any  service  area  or 
interchange. 

Application  for  permission  to  operate 
trailer  combinations  on  the  toll  road  shall  be 
filed  with  the  IDOH  on  forms  provided, 
including  a  description  of  each  vehicle 
making  up  trailer  combinations. 

(1)  Upon  approval,  by  the  IDOH's  General 
Manager,  of  the  application  for  a  truck  tractor 
to  operate  in  trailer  combination  service,  an 
identification  number  issued  by  the  IDOH 
shall  be  stenciled  at  a  designated  location  on 
that  truck  tractor. 

(2)  In  addition,  upon  approval  of  a  truck 
tractor,  a  certificate  shall  be  issued  by  the 
IDOH  for  the  truck  tractor  as  approved.  Such 
certificate  shall  be  suitably  protected  and 
carried  in  the  cab  of  the  truck  tractor  in  a 
place  where  it  shall  be  readily  available  for 
inspection. 

Drivers  shall  possess  the  minimum 
qualifications  as  required  by  the  State  of 
Indiana  for  drivers  operating  vehicles  within 
the  State  as  further  provided  herein; 

(1)  Drivers  of  trailer  combinations  on  the 
toll  road  must  be  not  less  than  26  years  of 
age,  must  be  in  good  health,  and  shall  have 
not  less  than  5  years  of  provable  experience 
in  driving  semitrailer  or  tandem  trailer  type 
motor  vehicles.  Such  driving  experience  shall 
include  experience  throughout  the  four 
seasons. 

(2)  An  applicant  will  be  rejected  if: 

(a)  His  license  has  been  revoked  more  than 
once  in  the  past  10  years; 

(b)  His  license  has  been  suspended  more 
than  twice  in  the  past  10  years; 

(c)  His  record  of  major  traffic  violations 
shows  more  than  five  points  in  the  preceding 
2  years  or  seven  points  in  the  preceding  3 
years;  or 

(d)  His  record  of  chargeable  (preventable) 
accidents  shows  more  than  two  in  the 
preceding  5  years  or  more  than  one  in  the 
preceding  2  years  on  the  toll  road,  or  more 
than  two  in  the  preceding  2  years  off  the  toll 
road.  In  any  case,  the  maximum  total  is  two 
in  the  preceding  2  years. 

A  proposed  driver  of  trailer  combinations 
shall  make  application  on  the  prescribed 
form,  which  includes  the  driver's  driving  and 
safety  record.  The  application  must  be 


accompanied  by  an  official  abstract  of  his 
driving  record. 

In  the  event  of  any  accidents  during  the  5 
years  immediately  preceding  the  application, 
copies  of  reports  of  all  such  accidents  must 
be  submitted.  In  addition,  the  driver  must 
have  a  physical  examination  not  less  than 
every  2  years,  and  a  copy  of  the  physical 
examination  certificate  must  accompany  his 
application.  Upon  approval  by  the  IDOH,  an 
identification  card  bearing  a  permit  number 
will  be  issued  to  the  driver,  llie  driver  must 
carry  the  card  with  him  at  all  times  while 
operating  tandem  trailer  combinations  on  the 
toll  road  for  presentation  upon  request  by  toll 
road  personnel  or  a  police  officer. 

Permission  to  operate  trailer  combinations 
on  the  toll  road  may  be  temporarily 
suspended  by  the  IDOH  at  any  time  due  to 
weather  conditions,  unfavorable  road 
conditions,  holiday  traffic  and  any  other 
emergency  conditions. 

Applicants  for  trailer  combination 
operating  permits  shall  furnish  to  the  IDOH  a 
certificate  attesting  to  the  fact  that  public 
liability  insurance  affording  coverages  of  not 
less  than  $500,000/$!  million  for  all  damages 
arising  from  bodily  injury,  including  death, 
and  $100,000/$500,000  for  property  damage, 
including  damage  to  toll  road  property  and 
facilities  has  been  secured  by  the  applicant. 
The  named  insured  thereon  shall  include  the 
IDOH,  its  officers,  agents  and  employees.  The 
certificate  shall  indicate  that  the  policy 
contains  an  endorsement  reading  as  follows: 

“The  inclusion  of  the  Indiana  Department 
of  Highways,  Toll  Road  Division,  as  an 
additional  named  insured  shall  not  exclude 
coverage  of  liability  of  the  named  insured  for 
damage  of  property  of  the  additional  named 
insured,  or  for  injury  to  or  death  of  any 
person  working  with  or  for  the  additional 
named  insured." 

Such  certificate  shall  also  provide  that  the 
coverage  under  the  policy  may  not  be 
cancelled  without  30-days  prior  notice  to  the 
IDOH. 

Except  as  noted  herein  and  in  the  trailer 
combination  permit,  all  rules  and  regulations 
for  the  control  and  regulation  of  traffic  on  the 
toll  road  shall  apply  to  the  operation  of  trailer 
combinations  on  the  toll  road. 

Routes: 


From  To 


1-80— Gate  21 .  Gate  156. 

1-90— Gate  0 .  Gate  156. 


Indiana  Toll  Road  plus  15  miles  access, 
subject  to  Indiana  DOH  approval. 

Legal  Citations;  Indiana  Code  9-8-1-16, 
Indiana  Code  8-15-2, 135  Indiana 
Administrative  Code  2. 

State;  Indiana. 

Combination:  ‘Turnpike  Double”. 

Length  of  the  Cargo  Carrying  Units:  106 
feet. 

Operational  Conditions;  Same  as  for 
Indiana  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Indiana  Rocky 
Mountain  Doubles. 
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Legal  Citations:  Same  as  for  Indiana  Rocky 
Mountain  Doubles. 

State:  Indiana. 

Combination:  ’Triple”. 

Length  of  the  Cargo  Carrying  Units:  104.5 
feet. 

Operational  Conditions:  Trailer 
combinations  may  operate  on  the  toll  road 
only  under  an  annual  tandem  permit  issued 
by  the  Indiana  Department  of  Highways 
(IDOH)  General  Manager  and  subject  to 
compliance  by  the  permittee  with  135  lAC  2- 
7.  The  permissible  number  of  axles  on  a 
tandem  trailer  combination  shall  be  a 
minimum  of  five  and  a  maximum  of  nine. 

Triple  trailer  combinations — A  triple  trailer 
combination  shall  consist  of  a  truck  tractor, 
semitrailer  and  two  trailers.  Neither  the 
semitrailer  nor  either  of  the  two  trailers  shall 
be  longer  than  28  feet  and  6  inches  in  length. 
The  peimissable  number  of  axles  of  a  triple 
trailer  combination  shall  be  a  minimum  of 
seven  and  a  maximum  of  nine.  The  maximum 
gross  weight  for  a  trailer  combination  shall 
be  governed  by  the  formula — 90,000  poimds 
plus  1,070  pounds  per  foot  for  each  foot  of 
combination  length  (front  bumper  to  end  of 
combination)  in  excess  of  60  feet.  However, 
any  such  combination  of  vehicles  may  not 
exceed  a  total  maximum  gross  weight  of 

127.400  pounds.  The  gross  load  of  a 
combination  of  vehicles  shall  not  exceed  the 
sum  of  allowable  gross  loads  on  the  axles, 
which  are  as  follows: 

Maximum  gross  weight  on  any  one  axle — 

22.400  pounds,  (axles  measuring  less  than  40 
inches  between  axle  centers  are  considered 
one  axle). 

Maximum  combined  axle  load  of  any  two 
successive  axles,  spaced  more  than  40  inches 
apart  but  less  than  9  feet  apart — 36.000 
pounds. 

No  such  combinations  will  be  permitted  to 
leave  the  toll  road  for  travel  as  combinations 
upon  the  State  highways  of  Indiana  without  a 
permit  from  the  IDOH.  Maximum  gross 
weight  and  axle  weight  of  vehicles  leaving 
the  toll  road  as  singles  to  travel  upon  the 
public  highways  of  Indiana  must  comply  with 
the  Indiana  State  law.  All  other  maximum 
dimensions  of  135  lAC  2  for  the  control  and 
regulation  of  traffic  on  the  toll  road  shall 
apply. 

A  responsible  ofTicer  of  the  applicant  shall 
certify  to  the  IDOH,  prior  to  the  approval  of  a 
truck  tractor,  that  the  vehicle  proposed  to  be 
furnished  and  used  for  specified  gross  loads 
will  comply  with  and  meet  all  minimum 
safety  and  performance  factors  of  the  IDOH. 

The  distance  between  trailers  coupled  in 
combination  shall  not  exceed  9  feet.  In  the 
assembly  of  trailer  combinations,  prior  to 
their  operation  on  the  Indiana  Toll  Road,  the 
permittee  shall  ascertain  the  total  gross 
weight  of  each  trailer  of  the  proposed 
combination.  The  permittee  shall  couple  them 
according  to  their  gross  weights  with  the 
heaviest  trailer  coupled  to  the  tractor  and 
lightest  trailer  in  the  rear.  Trailer 
combinations  shall  comply  with  existing 
speed  regulations.  A  minimum  speed  of  45 
miles  per  hour  must  be  maintained  on  the  toll 
road,  under  normal  conditions,  except  on 
entry  and  exit  ramps.  A  minimum  distance  of 
500  feet  shall  be  maintained,  under  normal 
conditions,  between  trailer  combinations  and 


a  vehicle  traveling  in  front  of  it  in  the  same 
travel  lane,  except  when  passing  occurs. 
Trailer  combinations  may  pass  another 
vehicle  traveling  in  the  same  direction  only  if 
the  speed  differential  will  allow  the  trailer 
combination  to  complete  the  maneuver  and 
return  to  the  normal  driving  lane  within  a 
distance  of  1  mile.  Trailer  combinations  shall 
not  pass  another  vehicle  traveling  the  same 
direction  within  1  mile  of  any  service  area  or 
interchange. 

Application  for  permission  to  operate 
trailer  combinations  on  the  toll  road  shall  be 
filed  with  the  IDOH  on  forms  provided, 
including  a  description  of  each  vehicle 
making  up  trailer  combinations. 

(1)  Upon  approval,  by  the  IDOH's  General 
Manager,  of  the  application  for  a  truck  tractor 
to  operate  in  trailer  combination  service,  an 
identificatitm  number  issued  by  the  IDOH 
shall  be  stenciled  at  a  designated  location  on 
that  truck  tractor. 

(2)  In  addition,  upon  approval  of  a  truck 
tractor,  a  certificate  shall  be  issued  by  the 
IDOH  for  the  truck  tractor  as  approv^.  Such 
certificate  shall  be  suitably  protected  and 
carried  in  the  cab  of  the  trudi  tractor  in  a 
place  where  it  shall  be  readily  available  for 
inspection. 

Drivers  shall  possess  the  minimum 
qualifications  as  required  by  the  State  of 
Indiana  for  drivers  operating  vehicles  within 
the  State  as  further  provided  herein: 

(1)  Drivers  of  trailer  combinations  on  the 
toll  road  must  be  not  less  than  26  years  of 
age,  must  be  in  good  health,  and  shall  have 
not  less  than  5  years  of  provable  experience 
in  driving  semitrailer  or  tandem  trailer  type 
motor  vehicles.  Such  driving  experience  shall 
include  experience  throughout  the  four 
seasons. 

(2)  An  applicant  will  be  rejected  if: 

(a)  His  license  has  been  revoked  more  than 
once  in  the  past  10  years; 

(b)  His  license  has  been  suspended  more 
than  twice  in  the  past  10  years; 

(c)  His  record  of  major  traffic  violations 
shows  more  than  five  points  in  the  preceding 
2  years  or  seven  points  in  the  preceding  3 
years;  or 

(d)  His  record  of  chargeable  (preventable) 
accidents  shows  more  than  two  in  the 
preceding  5  years  or  more  than  one  in  the 
preceding  2  years  on  the  toll  road,  or  more 
than  two  in  the  preceding  2  years  ofr  the  toll 
road.  In  any  case,  the  maximum  total  is  two 
in  the  preceding  2  years. 

A  proposed  driver  of  trailer  combinations 
shall  make  application  on  the  prescribed 
form,  which  includes  the  driver's  driving  and 
safety  record.  The  application  must  be 
accompanied  by  an  o^cial  abstract  of  his 
driving  record.  In  the  event  of  any  accidents 
during  the  5  years  immediately  preceding  the 
application,  copies  of  reports  of  all  such 
accidents  must  be  submitted.  In  addition,  the 
driver  must  have  a  physical  examination  not 
less  than  every  2  years,  and  a  copy  of  the 
physical  examination  certificate  must 
accompany  his  application.  Upon  approval 
by  the  IDOH,  an  identification  card  bearing  a 
permit  number  will  be  issued  to  the  driver. 
The  driver  must  carry  the  card  with  him  at  all 
times  while  operating  tandem  trailer 
combinations  on  the  toll  road  for 
presentation  upon  request  by  toll  road 
personnel  or  a  police  officer. 


Permission  to  operate  trailer  combinations 
on  the  toll  road  may  be  temporarily 
suspended  by  the  IDOH  at  any  time  due  to 
weather  conditions,  unfavorable  road 
conditions,  holiday  traffic  and  any  other 
emergency  conditions. 

Applicants  for  trailer  combination 
operating  permits  shall  furnish  to  the  IDOH  a 
certiRcate  attesting  to  the  fact  that  public 
liability  insurance  affording  coverages  of  not 
less  than  $S00,000/$1  million  for  all  damages 
arising  from  bodily  injury,  including  death, 
and  $100.000/$500.000  for  property  damage, 
including  damage  to  toll  road  property  and 
facilities  has  been  secured  by  the  applicant 
The  named  insured  thereon  shall  include  the 
IDOH,  its  officers,  agents  and  employees.  The 
certificate  shall  indicate  that  the  policy 
contains  an  endorsement  reading  as  follows: 

The  inclusion  of  the  Indiana  Department 
of  Highways,  Toll  Road  Division,  as  an 
additional  named  insured  shall  not  exclude 
coverage  of  liability  of  the  named  insured  for 
damage  of  property  of  the  additional  named 
insur^  or  for  injury  to  or  death  of  any 
person  working  with  or  for  the  additional 
named  insured. 

Such  certiffcate  shall  also  provide  that  the 
coverage  under  the  policy  may  not  be 
cancelled  without  SO-days  prior  notice  to  the 
IDOH. 

Except  as  noted  herein  and  in  the  trailer 
combination  permit,  all  rules  and  regulations 
for  the  control  and  regulation  of  traffic  on  the 
toll  road  shall  apply  to  the  operation  of  trailer 
combinations  on  the  toll  road. 


Routes: 

From 

To 

1-80— Gate  21 _ 

Gate  156 

1-90 — Gate  0 . . . 

Gate  156 

Indiana  Toll  Road  plus  15  miles  access, 
subject  to  Indiana  DOH  approval. 

Legal  Citations:  Indiana  Code  9-8-1-16. 
Indiana  Code  8-15-2, 135  Indiana 
Administrative  Code  2. 

State:  Kansas. 

Combination:  Rocky  Mountain  Double. 

Length  of  the  Cargo  Carrying  Units:  109 
feel. 

Operational  Conditions:  Permits  are  not 
required  for  operation  on  the  Kansas 
Turnpike.  A  permit  fee  is  required  for  access 
between  the  turnpike  and  motor  freight 
terminals  located  within  a  10-mile  radius  of 
each  toll  booth,  except  at  the  northeastern 
end  of  the  turnpike  where  a  20-mile  radius  is 
allowed.  A  per-company  and  per-power-unit 
permit  is  required  for  special  vehicle 
combinations  (SVC),  i.e..  Triples.  Access 
permits  are  valid  for  6  months,  while  SVC 
permits  are  valid  for  1  year. 

The  maximum  number  of  units  in  a 
combination  vehicle  is  three  cargo  carrying 
units  plus  one  tractor.  The  maximum  vehicle 
overall  length  is  119  feet.  Authorization  from 
the  Chief  Engineer/Manager  or  Highway 
Patrol  Captain  is  required  for  loads  and 
vehicles  longer  than  119  feet.  SVC  trailers  are 
limited  to  28.5  feet  in  length.  The  maximum 
vehicle  width  is  12.5  feet  for  vehicles  and 
loads  for  both  day  and  night  operation.  The 
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maximum  vehicle  height  is  14  feet.  Vehicles 
and  loads  activating  high  load  detectors  must 
stop  and  cannot  proceed  without 
authorization.  The  maximum  vehicle  weight 
is  120,000  pounds  on  the  turnpike;  however, 
SVC's  have  a  maximum  weight  of  110,000 
pounds  and  must  comply  with  the  Federal 
bridge  formula.  The  maximum  axle  weight  is 
^,000  pounds  on  a  single  axle  and  34,000 
pounds  on  a  tandem  axle. 

SVC  permits  may  include  any  restrictions 
deemed  necessary,  including  specific  routes 
and  hours,  days  and/or  seasons  of  operation. 
Rules  and  regulations  can  be  promulgated 
regarding  driver  qualifications,  vehicle 
equipment  and  operational  standards.  SVC's 
cannot  be  dispatched  or  operated  during 
adverse  weather  conditions.  All  axles,  except 
steering  axles,  must  have  dual  wheels  and 
must  be  able  to  achieve  and  maintain  a  speed 
of  40  miles  per  hour  on  all  grades.  Drop  and 
lift  axles  are  prohibited.  A  minumum  of  six 
and  a  maximum  of  nine  axles  are  required. 

All  but  the  steering  axle  must  be  equipped 
with  antispray  devices.  The  heaviest  trailers 
are  to  be  placed  forward.  Following  distance 
Is  100  feet  for  every  10  miles  per  hour.  SVC's 
must  travel  in  the  right  lane  except  for 
passing.  Hazardous  cargo  is  prohibited. 
Convex  mirrors  are  required  on  both  sides  of 
the  cab.  Drivers  must  have  a  CDL  with 
appropriate  endorsements:  2-years 
experience  driving  tractor  semitrailers,  1  year 
driving  doubles,  have  completed  SCV  driving 
training  and  a  company  road  test  Equipment 
must  comply  with  the  requirements  of  49  CFR 
390-399. 

The  turnpike  has  no  time-of-day  travel 
restrictions;  however,  SVC's  cannot  operate 
on  holidays  or  during  holiday  weekends. 
There  are  no  turnpike  route  limits,  however, 
SVC's  are  restricted  to  travel  only  on  1-70 
from  a  motor-freight  truck  terminal  located 
within  5  miles  of  Goodland  to  the  Kansas- 
Colorado  State  Line  and  on  US  09  Alternate 
from  Baxter  brings  motor-freight  terminal  to 
the  Kansas-Oklahoma  State  Line. 

Routes:  SVC's  are  allowed  to  travel  the 
entire  length  of  the  Turnpike.  However, 

SVC's  are  restricted  on  1-70  to  travel  only 
from  a  motor-freight  truck  terminal  located 
within  5  miles  of  Goodland  to  the  Kansas- 
Colorado  State  Line,  and  on  US  69  Alternate 
hrom  Baxter  Springs  to  the  Kansas-Oklahoma 
State  Line.  The  Interstate  Route  designation 
of  the  Turnpike  is  as  follows. 


From 

To 

1-35 . 

Oklahoma 

State  Line. 

Kansas 

Turnpike 

Authority 

(KTA) 

Milepost 

127. 

1-70 . 

KTA  Milepost 

KTA  Milepost 

182. 

223, 

1-335 . 

KTA  Milepost 

127 

KTA  Milepost 
177. 

1-470 . ...: . 

Legal  Citations; 
Kansas  Statutes 
Annotated 
(KSA). 

KTA  Milepost 
177. 

KTA  Milepost 
182. 

KSA8-1911 . 

KSA  8-1914 . 

KSA  68- 
2003 

From 

To 

KSA  68-2004.... . 

KSA  68-2005 . 

KSA  66- 

2019 

KSA68-2048a . 

State:  Kansas. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  109 
feet. 

Operational  Conditions:  Same  as  for 
Kansas  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Kansas  Rocky 
Mountain  Doubles. 

Legal  Citations:  Same  as  for  Kansas  Rocky 
Mountain  Doubles. 

State:  Kansas. 

Combination:  Triple. 

Length  of  the  Cargo  Carrying  Units:  109 
feet. 

Operational  Conditions:  Same  as  for 
Kansas  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Kansas  Rocky 
Mountain  Doubles. 

Legal  Citations:  Same  as  for  Kansas  Rocky 
Mountain  Doubles. 

State:  Louisiana. 

Combination:  Rocky  Mountain  Double 
Truck  tractor-semitrailer-trailer. 

Length  of  the  Cargo  Carrying  Units:  75  feet 
Operational  Conditions: 

1.  No  permits  required. 

2.  No  linear  size  limits. 

3.  Routes  restricted  to  National  Network. 

4.  Speed  restricted  by  normal  posted  limits. 

5.  No  restriction  on  time  of  day  or  weather. 

6.  CDL  required. 

7. 10-mile  access. 

8.  The  drawbar  between  trailers  shall  not 
exceed  15  feet. 

9.  Tire  load  on  the  pavement  is  limited  to  650 
pounds  per  inch  of  tire  width. 

10.  Weight  limits  can  be  reduced  due  to 
weather  or  other  emergency  or  due  to 
pavement  deterioration. 

Routes;  All  National  Network  routes. 

Legal  Citations; 

LA  R.S.  32:382  (A)  (1);  (2)  (b)  (c)  (d);  (B);  (C); 
(D);  LA  R.S.  32:384  (A):  (C):  LA  R.S.  32:386 
(A);  (B):  (C):  (D):  (H);  0). 

State;  Massachusetts. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  114 
feet 

Operational  Conditions:  Both  the  tractor 
manufacturer  for  each  tractor  used  in  tandem 
trailer  operations  on  the  turnpike  and  the 
permittee  shall  certify  to  the  Massachusetts 
Turnpike  Authority  (MTA),  prior  to  the 
approval  of  a  tractor  that  it  is  capable  of 
hauling  the  maximum  permissible  gross  load 
to  be  transported  by  the  permittee  at  a  speed 
not  less  than  20  miles  per  hour  on  all  portions 
of  the  turnpike  system. 

Brake  Regulation 

1.  The  brakes  on  any  vehicle  or  dolly 
converter  or  combination  of  vehicles  used  in 
tandem  trailer  operations  shall  comply  with 
Federal  regulations  as  stated  in  49  CFR 
393(C),  as  revised,  and  effective  on  the  date 
of  entry  upon  or  use  of  the  turnpike. 

2.  In  addition,  any  vehicle  or  dolly 
converter  or  combination  of  vehicles  used  in 


tandem  trailer  operations  shall  meet  the 
requirements  of  the  provisions  of  the 
Massachusetts  Motor  Vehicle  Law. 

3.  On  units  of  tandem  trailer  combinations 
certified  on  and  after  June  1, 1968,  the  brake 
application  line  of  every  tandem  combination 
shall  be  equipped  with  suitable  devices  to 
accelerate  application  and  release  of  the 
brakes  of  the  towed  vehicles,  and  these 
devices  shall  be  so  arranged  that  the  brake 
application  signal  does  not  pass  directly 
through  more  than  one  trailer,  but  is  dead- 
ended  at  the  rear  of  the  trailer  or 
alternatively  at  the  dolly,  and  the  application 
signal  then  is  retransmitted  to  the  dolly  and 
the  second  trailer.  The  devices  required 
above  for  retransmission  of  the  application 
signal  shall  be  closely  connected  to  and 
supplied  by  air  reservoirs  which  have  their 
air  supplied  to  them  by  the  emergency  line.  In 
the  event  of  a  rupture  of  die  application  line 
on  the  towed  vehicle  of  any  tandem 
combination,  the  loss  of  brake  application 
shall  be  limited  upstream  of  the  loss  to  those 
vehicles  between  the  rupture  and  the  first 
retransmission  device. 

Axles 

A  tractor  used  to  haul  a  tandem  trailer 
combination  with  a  gross  weight  of  more  than 
110,000  pounds  shall  be  equipped  with 
tandem  rear  axles,  each  of  which  shall  be 
engaged  to  bear  its  full  share  of  the  load  on 
the  roadway  surface. 

Tandem  Assembly 

In  the  assembly  of  tandem  combinations 
prior  to  their  operation  on  the  turnpike,  the 
permittee  shall  ascertain  the  total  gross 
weight  of  each  trailer  of  the  proposed 
combination.  In  the  event  that  the  gross 
weight  of  the  trailers  vary  by  more  than  20 
percent,  the  permittee  shall  couple  them  for 
each  trip  according  to  their  gross  weight,  that 
is  with  the  heaviest  trailer  coupled  to  the 
tractor. 

Indication  That  Trailers  Form  One  Unit 

When  the  distance  between  the  rear  of  the 
one  semitrailer  and  the  front  of  the  following 
semitrailer  is  10  feet  or  more,  the  dolly  shall 
be  equipped  with  a  device,  or  the  trailers 
shall  be  connected  along  the  sides  with 
suitable  material,  which  will  indicate  to  other 
turnpike  users  that  the  trailers  are  connected 
and  are  in  effect  one  unit.  Such  devices  or 
connections  shall  be  approved  by  the  MTA 
prior  to  use  on  a  tandem  trailer  combination. 

Shifting  and  Swerving 

Coupling  devices  shall  be  so  designed, 
constructed  and  installed  and  the  vehicles  in 
a  tandem  trailer  combination  traveling  on  a 
level,  smooth,  paved  surface  will  follow  in 
the  path  of  the  towing  vehicle  without 
shifting  or  swerving  from  side  to  side  over  3 
inches  to  each  side  of  the  path  of  the  towing 
vehicle  when  it  is  moving  in  a  straight  line. 

Registration  of  Drivers 

Proposed  drivers  of  tandem  trailer 
combinations  shall  be  registered  by  the  MTA 
prior  to  driving  such  equipment  on  the 
turnpike.  Applications  for  registration  shall 
include  all  specified  driving,  safety  and 
physical  examination  reco^s  and  be 
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accompanied  by  an  official  abstract  of  the 
driving  record  of  the  individual  for  who  it  is 
being  submitted.  Drivers  of  tandem  trailer 
combinations  are  required  to  prove  to  the 
MTA  a  minimum  of  5  years  of  tractor  trailer 
driving  experience. 

Speed  Regulations 

Tandem  trailer  combinations  shall  comply 
with  the  existing  speed  regulations  for  trucks 
and  shall  be  subject  to  the  ngid  enforcement 
of  the  55  miles  per  hour  speed  limit,  or  any 
lower  speed  limit  posted  due  to  adverse 
weather  or  road  conditions  for  such  vehicles 
on  the  turnpike. 

Distance  Between  Vehicles 

A  minimum  distance  of  500  feet,  or 
approximately  two  delineator  spaces,  shall 
be  maintained  under  normal  conditions 
between  a  tandem  trailer  combination  and  a 
vehicle  traveling  in  front  of  it  in  the  same 
travel  lane,  except  when  passing  occurs. 

Passing 

A  tandem  trailer  unit  may  pass  another 
vehicle  traveling  in  the  same  direction  only  if 
the  speed  differential  will  allow  the  tandem 
trailer  unit  to  complete  the  maneuver  and 
return  to  the  normal  driving  lane  within  a 
distance  of  1  mile. 

Turnpike  Regulations 

Except  as  noted  herein,  and  in  the  Tandem 
Trailer  Permit,  ail  rules  and  regulations 
governing  the  use  and  occupancy  of  the 
turnpike  shall  apply  to  the  operation  of 
tandem  trailer  combinations  on  the  turnpike. 

Miscellaneous  Powers 

The  MTA  may  revoke  or  temporarily 
suspend  at  will  any  permit  issued  for  the 
operation  of  tandem  combinations  on  the 
turnpike,  at  its  sole  discretion,  in  whole  or  in 
part.  If  the  MTA  shall  temporarily  suspend 
tandem  trailer  operations  at  any  time  for  any 
reason,  including  reasons  of  inclement 
weather,  reconstruction  or  other  conditions, 
the  instructions  of  the  MTA  and  of  the 
Massachusetts  State  Police  shall  be  complied 
with  immediately. 

Makeup-Breakup  Areas 

Tandem  trailer  units  shall  be  assembled 
and  disassembled  only  in  special  makeup- 
breakup  areas  designated  for  this  purpose  by 
the  MTA;  no  combination  consisting  of  a 
truck  tractor,  Hrst  semitrailer  and  dolly,  with 
or  without  a  second  semitrailer,  shall  exit 
from  the  turnpike  into  a  publicly  maintained 
highway  within  the  Commonwealth  of 
Massachusetts,  except  where  other  laws  or 
local  regulations  permit. 

Routes:  1-80  from  Boston  to  New  York  Line. 

Legal  Citations:  Massachusetts  Turnpike 
Authority  (MTA)  Rules  and  Regulations  730 
CMR  4.00. 

State:  Mississippi. 

Combination:  Tractor-semitraiier-trailer 
(Each  trailer  is  30  feet  or  less  in  length). 

Length  of  the  Cargo  Carrying  Units:  65  feet 
(estimated). 

Operational  Conditions:  None. 

Routes;  All  Interstate  routes.  All  U.S. 
numbered  routes.  All  State  numbered  routes. 

Legal  Citations:  Sec.  63-5-19,  Para.  (3)  MS 
Code.  1972. 


State:  Missouri. 

Combination:  Rocky  Mountain  Double. 

Length  of  the  Cargo  Carrying  Units:  102 
feet. 

Operational  Units:  Annual  blanket  over¬ 
dimension  permits  are  issued  to  allow  travel 
moving  to  terminals  which  involves  travel  on 
Interstate,  primary  and  secondary  routes  with 
an  overall  length  not  to  exceed  120  feet.  The 
permit  fee  is  per  power  unit.  The  permits 
carry  routine  permit  restrictions,  but  do  not 
address  driver  qualifications  or  any  other 
restrictions  not  included  in  the  rules  and 
regulations  for  all  permitted  movement. 

Routes:  All  National  Network  routes  in 
Missouri  within  a  20-mile  band  from  the 
Oklahoma  and  Kansas  borders. 

Legal  Citations:  9  304.200  Revised  Statutes 
of  Missouri  1990. 

State:  Missouri. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  109 
feet. 

Operational  Conditions:  Same  as  for 
Missouri  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Missouri  Rocky 
Mountain  Doubles. 

Legal  Citations:  Same  as  for  Missouri 
Rocky  Mountain  Doubles. 

State:  Missouri. 

Combination:  Triple. 

Length  of  the  Cargo  Carrying  Units:  100 
feet. 

Operational  Conditions:  Same  as  for 
Missouri  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Missouri  Rocky 
Mountain  Doubles. 

Legal  Citations:  Same  as  for  Missouri 
Rocky  Mountain  Doubles. 

State:  Montana. 

Combination:  Rocky  Mountain  Double. 

Length  of  the  Cargo  Carrying  Units:  81  feet. 

Operational  Conditions:  Vehicle 
combinations  must  conform  to  posted  speed 
limits.  Vehicle  combinations  may  operate  24 
hours  a  day,  7  days  a  week  on  all  highways. 
Operations  are  restricted  during  adverse 
weather  conditions,  when  such  operation 
affects  the  safety  of  the  traveling  public. 

Routes:  All  National  Network  routes  except 
US  87  from  milepost  79.3  to  milepost  82.5. 

Legal  Citations:  61-10-124  MCA:  61-10-121 
MCA;  ARM  ia8.509. 

State:  Montana. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  90  feet. 

Operational  Conditions:  “Turnpike 
Doubles’*  with  a  100-foot  overall  length  are 
limited  to  the  Interstate  System  plus  a  2-mile 
access  provision  to  and  fr^m  the  Interstate. 
On  all  other  highways  "Turnpike  Doubles’* 
are  limited  to  a  95-foot  overall  length.  All 
“Turnpike  Doubles’*  are  restricted  to  the 
posted  speed  limits  and  cannot  operate 
during  adverse  weather  conditions  if  such 
travel  affects  the  safety  of  the  public. 

Routes:  All  National  Network  routes  except 
US  87  from  milepost  79.3  to  milepost  82.5. 

Legal  Citations;  61-10-124(4)  MCA:  61-10- 
121  MCA. 

State;  Montana. 

Combination:  Triple. 

Length  of  the  Cargo  Carrying  Units:  100 
feet. 

Operational  Conditions:  Triple  units  are 
allowed  only  on  routes  that  are  part  of  the 


Interstate  System.  ’Triples”  are  granted  a  2- 
mile  access  provision  off  the  Interstate  for 
services  or  loading.  Provisions  may  be 
granted  at  the  discretion  of  the  Administrator 
of  the  Motor  Services  Division  for  access 
beyond  the  2-mile  radius  of  the  Interstate. 

Triple  operations  are  subject  to  a  variety  of 
equipment  specifications.  In  addition,  drivers 
of  triple  vehicle  combinations  are  required  to 
be  certified.  The  certifrcation  process 
includes  an  actual  road  test  under  all  types  of 
driving  conditions  familiar  to  Montana. 

Routes:  Triples  may  operate  on  the 
following  National  Network  routes.  The 
entire  length  of  Interstate  routes  15. 90, 94 
plus  the  2-mile  access  provision  discussed 
under  “Operational  Conditions.” 

Legal  Citations:  61-10-124(6)  MCA,  ARM 
ia8.517: 61-10-146(12)  MCA,  ARM  108.518; 
61-10-121  MCA. 

State:  Montana. 

Combination:  Truck-trailer-trailer. 

Length  of  the  Cargo  Carrying  Units:  103 
feet. 

Operational  Conditions:  Maximum  overall 
dimensions  for  truck-trailer-trailer 
combinations  are  as  follows: 

a.  110-foot  overall  length  on  the  Interstate, 
only  with  a  conventional  truck,  with  a  2- 
mile  access  provision. 

b.  105-foot  overall  length  on  the  Interstate, 
only  with  a  cab-over-engine  truck,  with  a  2- 
mile  access  provision. 

c.  95-foot  overall  length  on  two-lane 
highways. 

Routes:  All  National  Network  routes  except 
US  87  from  milepost  79.3  to  milepost  82.5. 

Legal  CitaUons:  61-10-124  MCA;  61-10-121 
MCA;  ARM  18-8-509. 

State:  Nebraska. 

Combination:  Rocky  Mountain  Double. 
Length  of  the  Cargo  Carrying  Units:  85  feet. 
Double  trailers  not  exceeding  a  total  length  of 
65  feet  may  travel  without  restriction  as  to 
route  or  as  to  relative  trailer  dimension. 
Double  trailers  over  65  feet  may  travel  empty, 
but  only  with  permits  subject  to  the 
limitations  set  forth  in  the  Rules  and 
Regulations  of  the  State  of  Nebraska 
Department  of  Roads. 

Operational  Conditions:  Permits,  for  which 
a  fee  is  charged,  are  required  for  operation  on 
the  Interstate  and  Defense  Highway  System 
only.  Axle  weight  limits  are  20,000  pounds  for 
single  axle  and  34,000  pounds  for  tandem 
axle.  Lift  axles,  which  may  be  raised  or 
lowered  from  within  the  vehicle  or  which 
have  controls  that  may  be  reached  from 
within  the  vehicle,  and  dummy  axles  will  be 
disregarded  in  determining  lawful  weight. 

(1)  No  wheel  of  a  vehicle  or  trailer  equipped 
with  pneumatic,  solid  rubber  or  cushion 
tires  shall  carry  a  gross  load  in  excess  of 
10,000  pounds  on  any  road  or  highway  nor 
shall  any  axle  carry  a  gross  load  in  excess 
of  20,000  pounds  on  any  road  or  highway. 

(2)  No  group  of  two  or  more  consecutive 
axles  shall  carry  a  load  in  pounds  in  excess 
of  the  value  given  in  the  following  table 
corresponding  to  the  distance  in  feet 
between  the  extreme  axles  of  the  group, 
measured  longitudinally  to  the  nearest  foot, 
except  that  the  maximum  load  carried  on 
any  group  of  two  or  more  axles  shall  not 
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exceed  80,000  pounds  on  die  Interstate  System  unless  the  Director-State  Engineer  authorizes  ■  greater  weight. 

Table  1.— Allowable  Axle  Group  Weight 


(3)  The  distance  between  axles  shall  be 
measured  to  the  nearest  foot.  When  a 
fraction  is  exactly  1/2  foot  the  next  larger 
whole  number  shall  be  used,  except  that  (a) 
any  group  of  three  axles  shall  be  restricted 
to  a  maxirauni  load  of  34,000  pounds  unless 
the  distance  between  the  extremes  of  the 
first  and  third  axles  is  at  least  96  inches 
and  (b)  the  maximum  gross  load  on  any 
group  ol  two  axles,  the  distance  between 
the  extremes  of  which  is  more  than  8  feet 
but  less  than  6  feet  6  inches,  shall  be  38,000 
pounds. 


(4)  The  weight  limitations  of  wheel  and  axle 
loads  shall  be  restricted  to  the  extent 
deemed  necessary  by  the  Nebraska 
Department  of  Roads  for  a  reasonable 
period  where  road  subgrades  or  pavements 
are  weak  or  are  materially  weakened  by 
climatic  conditions. 

(5)  Vehicles  equipped  with  a  greater  number 
of  axles  than  provided  in  the  tables  shall 
be  legal  if  they  do  not  exceed  the  maximum 
load  upon  any  wheel  or  axle,  the  maximum 
load  upon  any  group  two  or  more 
consecutive  axles,  the  total  gross  weight  or 


'  any  of  such  weights  as  provided  in 
subsections  (2)  and  (4)  of  this  section. 

(6)  This  section  shall  not  apply  to  a  vehicle 
that  has  been  issued  a  permit  pursuant  to 
section  39-6.181. 

(7)  Any  two  consecutive  axles,  the  centers  of 
which  are  more  than  40  inches  and  not 
more  than  96  inches  apart,  measured  to  the 
nearest  inch  between  any  two  adjacent 
axles  in  the  series  shall  be  defined  as 
tandem  axles  and  the  gross  weight 
transmitted  to  the  road  surface  through 
such  series  shall  not  exceed  34,000  pounds. 
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No  axle  of  the  series  shall  exceed  the 

maximum  weight  permitted  under  this 

section  for  a  single  axle. 

Provisions  Applicable  for  the  Movement  of 
Multi-Unit  Combinations  of  Trailers  and 
Semi-Trailers  Requiring  Special  Permits 

Definitions: 

Extra-Long  Vehicle  Combinations:  For  the 
purpose  of  these  rules  and  regulations,  extra- 
long  vehicle  combinations  may  include  the 
following  vehicle  combinations: 

A  vehicle  combination  consisting  of  a  truck 
tractor,  semitrailer  and  two  trailers  having  an 
overall  length  of  not  more  than  105  feet,  the 
semitrailer  and  trailers  of  which  must  be  of 
approximately  equal  lengths. 

A  vehicle  combination  consisting  of  a  truck 
tractor,  semitrailer  and  single  trailer  having 
an  overall  length  of  not  more  than  105  feet, 
the  semitrailer  and  trailers  of  which  must  be 
of  approximately  equal  lengths. 

A  vehicle  combination  consisting  of  a  truck 
tractor,  semitrailer  and  single  trailer,  one 
trailer  of  which  is  not  more  than  48  feet  long 
and  the  other  trailer  of  which  is  not  more 
than  28  feet  long  nor  less  than  26  feet  long. 
The  entire  combination  of  which  is  not  more 
than  95  feet  long.  In  this  combination,  the 
shorter  trailer  shall  be  operated  as  the  rear 
trailer. 

Trailer  shall  mean  any  vehicle,  with  or 
without  motive  power,  designed  for  the 
carrying  of  property  and  for  being  drawn  by  a 
motor  vehicle  and  so  constructed  that  no  part 
of  its  weight  rests  upon  the  towing  vehicle; 
and  for  the  purpose  of  these  rules  and 
regulations,  a  semitrailer  used  with  a 
converter  dolly  shall  be  considered  a  trailer. 

A  location  within  6  miles  of  the  Interstate 
System  that  is  approved  by  the  permit  and 
that  is  to  be  used  by  the  permittee  for 
assembling  or  disassembling  extra-long 
vehicle  combinations. 

Highways,  roads  or  streets  upon  which  the 
permittee  will  be  allowed  to  move  an  extra- 
long  vehicle  combination  when  moving  from 
or  to  a  designated  staging  area  and  to  or  from 
the  Interstate  System  and  the  area  of  the 
interchanges  of  the  Interstate  System  which 
may  be  traveled  by  the  permittee.  No  extra- 
long  vehicle  permits  will  be  issued  to  allow 
travel  east  of  Nebraska  Highway  50  on  the 
Interstate  System.  Except  as  designated  on 
the  permit,  in  case  of  deteriorating  weather 
conditions,  emergency  or  breakdown, 
vehicles  moving  by  authority  of  an  extra-long 
vehicle  permit  shall  not  be  permitted  to 
reenter  the  Interstate  System. 

The  Nebraska  Department  of  Roads,  at  its 
discretion,  may  issue  permits  for  the 
operation  of  extra-long  vehicle  combinations 
when  unladen,  but  only  over  a  designated 
route  on  the  Interstate  System  and  from  a 
staging  area  located  not  more  than  6  miles 
from  the  Interstate  System. 

No  departure  from,  amendment,  alteration 
or  change  of  the  routes  designated  on  the 
extra-long  vehicle  combination  permit  shall 
be  allowed.  If  the  permit  holder  desires  to 
travel  on  any  route  not  designated  on  its 
permit  the  Nebraska  Department  of  Roads 
must  approve,  in  writing,  an  amendment 
authorizing  the  additional  route. 

Inspection  of  Permit  and  Vehicle:  As  a 
condition  of  the  issuance  of  an  extra-long 


vehicle  combination  permit,  applicant  must 
agree  that  the  operator  of  the  vehicle 
operating  under  the  authority  of  an  extra-long 
vehicle  combination  permit  will  submit  to  an 
inspection  of  the  permit  and  of  the  vehicle  at 
any  time  such  vehicle  is  on  Nebraska 
highways,  whether  or  not  there  is  reason  to 
believe  that  such  vehicle  is  in  violation  of  the 
permit  or  the  Nebraska  motor  vehicle  laws.  A 
copy  of  the  permit  must  be  carried  in  the 
power  unit  of  the  extra-long  vehicle 
combination. 

The  granting  of  a  permit  by  the  Nebraska 
Department  of  Roads  may  contain 
restrictions  or  prohibit  operations  as 
determined  necessary  by  the  Department  of 
Roads.  Movement  shall  be  made  during 
daylight  hours  (sunrise  to  sunset).  No 
movement  shall  be  permitted  on  Saturday. 
Sunday,  holidays  or  long  holidays  as  defined 
in  the  Department  of  Roads’  rules  and 
regulations  pertaining  to  the  issuing  of  over- 
dimensional  and  overweight  permits.  No 
movement  will  be  permitted  when  the  ground 
winds,  in  the  vicinity  or  on  the  highways  over 
which  the  extra-long  vehicle  combinations 
may  move,  exceed  a  velocity  of  25  miles  per 
hour,  nor  during  steady  rain,  snow,  sleet,  ice 
or  other  conditions  that  cause  the  pavement 
to  be  slippery  or  when  visibility  is  less  than 
800  feet.  Should  any  of  these  conditions  be 
encountered  after  commencement  of  the 
move,  the  driver  shall  cease  operations  by 
moving  the  extra-long  vehicle  combination 
from  the  roadway  at  the  Hrst  point  that  the 
vehicle  can  be  safely  removed  to  prohibit  the 
hazardous  operation  of  the  combination  and 
to  provide  for  safety  of  other  highway  users. 
Movement  of  extra-long  vehicle  combinations 
during  any  of  the  aforesaid  prohibited  times 
shall  be  grounds  for  revocation  of  the  permit. 

Application  for  Extra-Long  Vehicle 
Combination  Permit 

An  annual  permit  application  shall  be 
made  on  the  Standard  Form  Number  RM-425 
furnished  by  the  Nebraska  Department  of 
Roads  and  shall  be  submitted  to  the  State  of 
Nebraska,  Department  of  Roads,  Permit 
OfHce,  Lincoln,  Nebraska.  Permits  will  only 
be  issued  from  the  Lincoln  Permit  Office, 
Monday  through  Friday  from  8  a.m.  to  12  p.m. 
and  1  p.m.  to  5  p.m.  when  open  for  business. 
Permittee  shall  give  at  least  5  working  days 
for  processing  of  any  extra-long  vehicle 
combination  permits. 

The  permit  application  must  list  all  truck 
tractors  to  be  operated  under  the  registered 
permit,  as  well  as  the  license  number  of  such 
vehicles,  the  State  of  issuance  of  the  license, 
number  of  such  vehicles,  the  vehicle 
identification  numbers  and  the  drivers  who 
will  operate  under  the  requested  permit.  Only 
trucks  owned  or  leased  exclusively  to  the 
permit  applicant  for  the  entire  term  of  the 
requested  permit  and  only  drivers  under  the 
control  and  supervision  of  the  applicant  may 
be  listed  on  such  applications.  An  annual 
permit  is  required  for  each  qualified  carrier 
company  or  individual.  In  the  event  the 
permittee  desires  to  change  the  information 
listed  on  its  permit  application  regarding 
vehicles  or  drivers,  it  may  do  so  by  written 
notice  to  the  Nebraska  Department  of  Roads 
in  Lincoln.  Such  notice  shall  be  by  means  of 
registered  or  personally  delivered  mail  and 


shall  not  be  effective  for  a  period  of  2 
calendar  days  horn  the  receipt  of  such  notice 
by  Nebraska  Department  of  Roads. 

Applicants  for  an  extra-long  vehicle 
combination  permit  must  certify  in  writing  to 
the  Nebraska  Department  of  Roads  that  the 
driver  of  a  vehicle  which  is  permitted  to 
move  by  authority  of  such  permit  has 
complied  with  all  Federal  Motor  Carrier 
Safety  Regulations  and  all  State  laws,  rules 
and  regulations  pertaining  to  drivers  and 
drivers’  licenses.  Applicants  must  notify  the 
Nebraska  Department  of  Roads,  in  writing,  of 
traffic  citations  issued  to  any  driver  for 
improper  operation  of  an  extra-long  vehicle 
combination  within  5  days  of  the  issuance  of 
said  citation. 

The  owner  or  operator  of  each  extra-long 
vehicle  combination  shall  have  on  file  with 
the  Nebraska  Department  of  Roads,  an 
insurance  certificate  with  a  company 
authorized  to  do  business  in  Nebraska,  in  an 
amount  of  not  less  than  $1,000,000  for  public 
liability  and  property  damage.  The  insurance 
certificate  must  contain  a  provision  stating 
that  the  insurance  company  will  give  at  least 
30  days  written  notice  to  the  Nebraska 
Department  of  Roads  in  case  of  cancellation. 


From  November  15  to  April  15  of  each  year, 
the  permittee  must  contact  the  Nebraska 
Department  of  Roads  in  Lincoln,  Nebraska, 
between  the  hours  of  8  a.m.  and  5  p.m.  on  any 
day  the  Nebraska  Department  of  Roads  is 
open  for  business  and  within  3  hours  prior  to 
commencing  travel  to  obtain  authorization  for 
movement  that  day.  From  April  16  through 
November  14  of  each  year,  the  permittee  must 
contact  the  Nebraska  Department  of  Roads  in 
Lincoln,  Nebraska,  between  the  hours  of  8 
a.m.  and  5  p.m.  on  any  day  that  the  Nebraska 
Department  of  Roads  is  open  for  business 
and  within  three  days  of  commencing  travel 
to  obtain  authorization  for  movement.  The 
Department  of  Roads  will  at  that  time  issue 
an  authorization  number,  record  the  time  of 
the  call,  the  driver  of  the  vehicle  to  be  moved 
and  the  route  to  be  traveled. 

A  sign  may  be  required  to  be  displayed  at 
least  8  feet  above  the  roadway  surface  on  the 
rear-most  vehicle  of  the  combination  of  the 
vehicles.  The  sign  shall  be  of  yellow 
reflectorized  material  with  reflectorized  black 
letters  of  not  less  than  10  inches  high,  and 
must  conform  to  the  diagram  set  forth  in 
Nebraska’s  Exhibit  A  (not  included). 

The  granting  of  a  permit  shall  not 
constitute  a  waiver  of  any  license  (tonnage) 
requirements  imposed  by  the  State  of 
Nebraska. 

The  granting  of  a  permit  pursuant  to  these 
rules  and  regulations  shall  not  waive  any 
liability  or  responsibility  of  the  applicant 
which  might  accrue  for  property  damages, 
including  damage  to  the  highways,  or  for 
personal  injuries  resulting  from  the  operation 
of  extra-long  vehicle  combinations. 

A  distance  of  a  least  500  feet  must  be 
maintained  between  all  vehicles  and  any  two 
extra-long  combination  of  vehicles  when 
operating  on  Nebraska  streets  or  highways. 


Additional  Restrictions  Pertaining  to 
Movement  of  Extra-Long  Vehicle 
Combinations 
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except  when  one  extra-long  combination  of 
vehicles  is  passing  another. 

All  vehicles  in  an  extra-long  combination 
of  vehicles  and  all  devices  used  to  couple 
vehicles  in  the  extra-long  vehicle 
combination  must  be  designed,  constructed 
and  installed  so  that  each  towed  vehicle 
follows  the  alignment  of  the  towing  vehicle 
without  shifting  or  swerving  more  than  3 
inches  to  the  right  or  left  of  the  alignment 
when  the  combination  is  moving  in  a  straight 
line  on  a  level,  smooth,  paved  highway  during 
calm,  dry  weather  conditions. 

Extra-long  vehicle  combinations  of  not 
more  than  three  cargo  units  shall  have  not 
less  than  six  axles  nor  more  than  nine  axles. 

.  In  addition  to  any  other  accident  reports 
required  by  State  or  Federal  laws,  all 
accidents  involving  extra-long  vehicle 
combinations  shall  be  reported  in  writing  by 
the  permittee  to  the  Nebraska  Department  of 
Roads.  Permit  Office,  P.O.  Box  94759,  Lincoln. 
Nebraska  68509  within  5  business  days  of 
such  accident 

Hie  Nebraska  Department  of  Roads  may 
impose  additional  restrictions  and 
requirements  not  set  forth  in  diese  rules  and 
regulations  as  a  condition  for  the  operation  of 
the  extra-long  vehicle  combinations  over 
particular  highways  or  sections  of  particular 
highways  in  this  State.  The  Nebraska 
Department  of  Roads  shall  revoke  or  amend  a 
decision  to  allow  the  operation  of  an  extra- 
long  vehicle  combination  on  any  highway  of 
this  State  if  changed  circumstances  or 
conditions  render  the  operation  of  the 
combination  of  vehicles  impracticable  or 
unsafe. 

Routes:  Vehicles  requiring  permits  are 
restricted  to  1-60  from  west  of  Nebraska 
Highway  50  to  the  Wyoming  border.  There 
are  no  route  restrictions  for  vehicles  not 
requiring  permits. 

Legal  Citations:  Neb.  Rev.  Stat  S  39-6.179 
(Reissue  1988)  (Double  trailers  under  65  feet); 
Neb.  Rev.  Stat.  5  39-6,179.01  (Reissue  1988) 
(Double  trailers  over  65  feet);  Nebraska 
Department  of  Roads  Rules  and  Regulations. 
Title  408,  Chapter  1  (Double  over  65  feet). 

State:  Nebraska. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  95  feet. 

Operational  Conditions:  Same  conditions 
as  for  Nebraska  Rocky  Mountain  Doubles, 
except  that  the  trailers  must  be  of 
approximately  equal  length. 

Routes:  Same  routes  as  for  Nebraska  Rocky 
Mountain  Doubles. 

Legal  Citations:  Same  as  for  Nebraska 
Rocky  Mountain  Doubles. 

State:  Nebraska. 

Combination:  Triple. 

Length  of  the  Caigo  Carrying  Units:  95  feet. 

Operational  Conditions:  Triple  trailer  units 
are  allowed  only  when  empty  and  in 
compliance  with  the  restrictions  set  out  in 
appendix  C  to  part  658. 

Routes:  Vehicles  requiring  permits  are 
restricted  to  1-80  from  west  of  Nebraska 
Highway  50  to  the  Wyoming  border.  There 
are  no  route  restrictions  for  vehicles  not 
requiring  permits. 

Legal  Citations:  Neb.  Rev.  Stat.  $  39- 
6.179.01  (Reissue  1988);  Nebraska  Department 
of  Roads  Rules  and  Regulations;  title  408, 
chapter  1. 


State:  Nebraska. 

Combinatitm:  Truck  and  trailer — 75  feet 
overall  length. 

Length  of  the  Cargo  Carrying  Units:  Truck 
and  trailer — 68  feet. 

Operational  Conditicms:  One  truck  and  one 
trailer,  loaded  or  unloaded,  used  in 
transporting  a  combine  to  be  engaged  in 
harvesting,  while  being  transported  into  or 
through  the  State  during  daylight  hours  and 
the  total  length  does  not  exceed  75  feet 
including  load. 

Routes:  All  State  routes. 

Legal  Citations:  Neb.  Rev.  Stat.  {  39-6,179. 
State:  Nevada. 

Combination:  Rocky  Mountain  Double. 
Length  of  the  Cargo  Carrying  Units:  95  feet. 
Operational  Conditions:  Permitted  vehicles 
with  total  overall  length  of  over  70  feet  and 
up  to  105  feet,  consisting  of  not  more  than 
three  trailers  or  a  truck  and  two  trailers.  No 
trailer  longer  than  48  feet  If  one  trailer  is  48 
feet  the  o^er  trailer  cannot  exceed  42  feet. 
Maximum  weight  not  to  exceed  129,000 
pounds  using  uncapped  Bridge  Formula  B. 

Identifying  devices  must  be  carried  and 
displayed.  Nevada  regulations  establish 
standards  for  the  operation  of  such  vehicles 
including: 

(a)  Types  and  number  of  vehicles  to  be 
permitted  in  combination; 

(b)  Horsepower  of  a  motor  truck; 

(c)  Operating  speeds; 

(d)  Braking  ability;  and 

(e)  Driver  qualiBcations. 

Routes;  All  National  Networic  Routes. 

Legal  Citations:  NRS  484.739;  NRS  706.531. 
State:  Nevada. 

Combination;  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units;  95  feet. 
Operational  Conditions:  Same  as  for 
Nevada  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Nevada  Rocky 
Mountain  Doubles. 

Legal  Citations;  Same  as  for  Nevada  Rocky 
Mountain  Doubles. 

State:  Nevada. 

Combination:  Triple. 

Length  of  the  Cargo  Carrying  Units:  95  feet. 
Operational  Conditions:  Same  as  for 
Nevada  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Nevada  Rocky 
Mountain  Doubles. 

Legal  Citatioiu:  Same  as  for  Nevada  Rocky 
Mountain  Doubles. 

State:  Nevada. 

Combinatimi:  Truck-trailer-trailer. 

Length  of  the  Cargo  Carrying  Units:  98  feet. 
Operational  Conditions:  Same  as  for 
Nevada  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Nevada  Rocky 
Mountain  Doubles. 

Legal  Citations:  Same  as  for  Nevada  Rocky 
Mountain  Doubles. 

State:  New  Hampshire. 

Combination:  Truck  and  trailer. 

Length  of  the  Cargo  Carrying  Units:  85  feet. 
Operational  Conditions:  No  special 
restrictions. 

Routes:  Ail  Naticmal  Network  routes. 

Legal  Citations:  RSA  265:108;  RSA  266:11. 
State:  New  York. 

Combination:  Rocky  Mountain  DouUe. 
Length  of  the  Cargo  Carrying  Units:  102 
feet. 


Operational  Conditions:  Tandem  trailer 
combinations  in  excess  of  the  limits  of 
section  385  of  the  New  York  State  Vehicle 
and  Traffic  Law,  may  opnate  on  the  thruway 
system  under  a  Tandem  Trailer  Permit  issued 
by  the  New  York  State  Thruway  Authority 
upon  application  to  it  by  the  prospective 
permittee  on  Form  TA-6807,  subject  to 
certain  provisions  as  follows: 

Definition  of  a  Tandem 
A  complete  tandem  trailer  combination 
shall  consist  of  a  tractor,  first  semitrailer, 
dolly  and  second  semitrailer,  tractor,  first 
semitrailer  and  dolly  or  other  such 
combination  aa  may  be  approved  by  the 
Authority.  No  semitrailer,  including  any  load 
thereon  shall  be  in  excess  of  48  feet.  The  total 
length  of  the  combination,  including  the 
tractor,  semitrailers  and  dolly  shall  not 
exceed  114  feet. 

Also,  tandem  combinations  not  utilizing  a 
converter  dolly,  but  a  sliding  fifth  wheel 
attached  to  the  lead  trailer  commonly 
referred  to  as  “B-Train”  combination,  will 
require  separate  Thruway  Engineer  Services 
approval  prior  to  initial  tandem  run.  Special 
provisions  regarding  B-Train's  will  be 
reviewed  at  time  of  application  or  request  for 
use  on  the  thruway. 

Weight  Limits 

Any  such  combinations  of  vehicles  may  not 
exce^  a  total  maximum  gross  weight  of 
143,000  pounds.  The  maximum  gross  weight 
of  the  unit  of  tractor  and  Brst  semitrailer  shall 
not  exceed  80,000  pounds.  The  maximum 
gross  weight  that  may  be  carried  upon  any 
combination  of  units  is  Umited  by  the 
maximum  gross  weight  that  can  be  carried 
upon  each  unit  and  the  axles  thereof  as 
provided  in  section  385  of  the  New  Yorii  State 
Vehicle  and  Traffic  Law. 

The  maximum  gross  weight  for  the  unit  of 
tractor  and  first  semitrailer  exceeding  80.000 
pounds  is  governed  by  section  385  of  the  New 
York  State  Vehicle  and  Traffic  Law,  as 
amended. 

Thruway  requirements  for  maximum  gross 
weights  of  tandem  combinations  exceeding 
138,000  pounds; 

1.  Tandem  combinations  grossing  in  excess  of 
138,000  pounds  must  have  a  tandem-axle 
dolly  to  meet  the  nine  axle  requirement. 

2.  The  maximum  permissible  gross  weight  for 
B-Train  combinations  is  127,000  pounds. 

Hazardous  Materials 
Special  restrictions  are  applicable  to  the 
transportation  of  hazardous  materials  along 
with  part  397  of  the  Federal  Motor  Carrier 
Safety  Regulations. 

All  radioactive  material  and  explosives 
Class  A  and  B  are  prohibited. 

Other  hazardous  materials,  classifications 
2  through  9,  as  defined  in  the  U.S.  DOT, 

§  173.2.  may  be  carried  in  tandem 
combinations,  but  the  total  volume  of  such 
material  in  a  tandem  combination  shall  not 
exceed  the  total  volume  that  could  be  carried 
in  a  single  trailer. 

All  provisions  of  the  Federal  Motor  Carrier 
Safety  Regulations  shall  be  observed  at  all 
times.  All  unattended  tandem  combinations 
containing  or  including  the  power  unit  shall 
have  the  shipping  papers  of  each  trailer  unit 
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in  the  vehicle,  available  and  accessible  fw 
review.  All  sinale  trailers  or  trailer 
combinatKms  shall  display  appropriate 
placarding  as  required. 

Over-Dimension  Regulations 
All  over-dimensional  and  weight 
regulations  of  the  Authority  shall  apply  to 
such  units  unless  specifically  excluded  tuider 
the  terms  of  the  Tandem  Trailer  Permit  of 
these  regulations. 

Safety  Training 

Prior  to  the  issuance  of  a  Tandem  Operator 
Certification,  company  management  and 
operating  personnel  must  comply  with  safety 
training  requirements  set  by  the  Authority. 

llie  Authority  has  established  a  program  of 
safety  training  seminars  for  all  certiRed 
tandem  companies  and  company  safety 
patrols.  The  safety-intensive  classes  are 
tailored  to  the  individual  needs  of  each 
company  mid  offered  at  no  chaige  during 
normal  business  hours  with  lectures,  video 
presentations  and  hands-on  demonstrations. 
Authority  personnel  will  cover  the  following 
subjects: 

1.  F^per  tandem  bocduips. 

2.  On-the-road  (^rations. 

3.  Professional  driver  safety  attitudes. 

4.  Tandem  Rules  and  Regulations. 

5.  Certification  procedures. 

6.  Expediting  paperwork. 

7.  Accident/incident  investigations, 
fi.  Disabled  vehicle  procedures. 

9.  Hazardous  materials  regulations. 

10.  Sharing  the  road  with  other  drivers. 

11.  Tandem  area  usage. 

12.  Federal  Motor  Carrier  Safety  Regulations 
parts  383. 392, 395.' 396. 

Certification  oi  Tractors 
Both  the  tractor  manufacturer  for  each 
tractor  used  in  tandem  trailer  operations  on 
the  thruway  and  the  permittee  shall  certify  to 
the  Authority  prior  to  the  approval  of  the 
tractor  that  it  is  capable  of  hauling  the 
maximum  permissible  gross  load  to  be 
transported  by  the  permittee  at  a  speed  on 
not  less  than  20  miles  per  hour  on  all  portions 
of  the  thruway  system. 

Companies  leasing  equipment  requiring 
certification  for  use  in  tandem  operations  are 
responsible  for  certification  and  maintenance 
of  all  equipment. 

Brake  Regulations 

(1)  The  brakes  on  any  vehicle  or  dolly 
converter  or  combination  of  vehicles  used  in 
tandem  trailer  operatiims  shell  comply  with 
the  Federal  regulations  as  stated  in  49  CFR 
part  393,  as  amended. 

(2)  In  additioa.  any  vehicle  or  dolly 
converter  or  combinatkm  of  vehicles  used  in 
tandem  trailer  operations  shall  meet  the 
additional  applicable  requirements  of  the 
provisions  of  the  New  York  State  and  Traffic 
Law. 

(3)  On  units  of  tandem  trailer  combinations 
certified  on  and  after  June  1, 1968,  the  brake 
application  line  of  every  tandem  combination 
shall  be  equipped  with  suitable  devices  to 
accelerate  application  and  release  of  the 
brakes  of  the  towed  vehicles,  and  these 
devices  shall  be  so  arranged  that  the  brake 
application  signal  does  not  pass  directly 
through  more  than  one  trailer  but  is  deadened 
at  the  rear  of  the  lead  trailer  or,  ahematively 


at  the  d(^y,  and  the  application  signal  then 
retransmitted  to  the  cMly  and  the  second 
trailer.  The  devices  required  above  for 
retransmission  of  the  application  signal  shall 
be  closely  connected  to  and  supplied  by  air 
reservoirs  which  have  their  air  supplied  to 
them  by  the  emergency  line,  fn  the  event  of 
rupture  of  the  application  line  on  the  towed 
vehicles  of  any  tandem  combination,  the  loss 
of  brake  application  shall  be  limited  up 
stream  of  the  loss  to  those  vehicles  between 
the  rupture  and  the  first  transmission  device. 
Axle  Type 

A  tractor  which  will  be  used  to  haul  a 
tandem  trailer  combination  with  a  total  gross 
weight  of  more  than  110,000  pounds  shall  be 
equipped  with  tandem  rear  axles,  both  with 
driving  power,  or  other  axle  configuration  as 
may  be  approved  by  the  Authority. 

A  tractor  which  will  be  used  to  haul  a 
tandem  trailer  combination  with  a  total  gross 
wei^t  of  110,000  pounds  or  less  may  be  a 
two  axle  tractor  with  a  single  drive  axle. 

Any  tandem  combination  utilizing  single 
wheel  tires  commonly  referred  to  as  “Super 
Singles'*  instead  of  conventional  dual  wheel 
are  required  to  utilize  triple-axle  tractors, 
dual-axle  trailers  and  dual-axle  dollies. 
Tandem  Assembly 

In  the  assembly  of  tandem  combinations 
prior  to  their  operation  on  the  thruway,  the 
permittee  shall  ascertain  the  total  gross 
weight  of  each  trailer  of  the  pressed 
combination.  When  the  gross  weight  of  the 
two  trailers  in  a  tandem  combination  vary 
more  than  20  percent  the  heavier  of  the  two 
must  be  placed  in  the  lead  position. 

Dollies 

Every  converter  dolly  certified  on  and  after 
June  1, 1968,  used  to  convert  a  semitrailer  to  a 
full  trailer  may  have  either  single  or  tandem- 
axles  at  the  option  of  the  permittee.  However, 
single-axle  dollies  may  not  utilize  low  profile 
tires.  Tandems  grossing  in  excess  of  138,000 
pounds  must  have  a  tandem-axle  dolly  to 
meet  the  nine-axle  requirement. 

When  the  distance  between  the  rear  of  the 
first  semitrailer  and  the  front  of  the  following 
semitrailer  is  10  feet  or  more,  the  dolly  shall 
be  equipped  with  a  device,  or  the  trailers 
shall  be  connected  along  the  sides  with 
suitable  material,  which  will  indicate  to  other 
thruway  users  that  the  trailers  are  connected 
and  are  in  effect  one  unit.  Such  devices  or 
connection  shall  be  approved  by  the 
Authority  prior  to  use  on  a  tandem  trailer 
combination. 

Also,  tandem  combinations  not  utilizing  a 
converter  dolly,  but  a  sliding  fifth  wheel 
attached  to  the  lead  trailer  commonly 
referred  to  as  “B-Train"  combination,  will 
require  separate  Thruway  Engineer  Service 
approval  prior  to  initial  tandem  run.  Special 
provisions  regarding  B-Trains  will  be 
reviewed  at  time  of  application  or  request  for 
use  on  the  thru  way. 

thrivCTS — Driver  Forms  Required  for  Permit 

Application  for  special  permit  to  operate 
tandem  trailer  vehicle  must  be  accompanied 
by  accident  reports  over  the  last  S  years,  a 
medical  certificate  within  the  last  2  years  and 
a  motor  vehicle  driver’s  10-3reBr  abstract 
fOriginaWCertified  copy,  dated  within  last  8 


months).  The  abstract  is  not  required  for  New 
York  State  licensed  operators. 

Speed  Limit 

Tandem  frailer  combinations  shall  comply 
with  the  existing  speed  regidationa  for  trucks  ‘ 
and  shall  be  subject  to  the  rigid  enforcement 
of  S5  miles  per  hour  speed  limit,  or  any  lower 
speed  limit  posted  due  to  adverse  weather  or 
road  conditions  for  such  vehicIeB  on  the 
thruway.  Radar  detection  devices  are  not 
permitted  in  tandem  operations  on  the 
thruway. 

Operational  Safety 

A  minimum  distance  of  500  feet  or 
approximately  four  delineator  spaces,  shall 
be  maintained  under  normal  conditions 
between  a  tandem  trailer  combination  and  a 
vehicle  traveling  in  front  of  it  in  the  same 
travel  lane,  except  when  passing  occurs.  All 
tandem  operators  are  required  to  wear  safety 
belts  when  operating  a  tandem  combination. 
Passing  Vehicles 

A  tandem  trailer  combination  may  pass 
another  vehicle  traveling  in  the  same 
direction,  only  if  the  speed  difierential  will 
allow  the  tandem  trailer  combination  to 
safely  complete  the  maneux'er  and  return  to 
the  normal  driving  lane  within  e  distance  ot  I 
mile. 

Routes: 

IR  87  between  the  Bronx-Westchester 
County  line  and  IR  90  CDiniway  Exit  24). 

IR  90  between  the  New  York-Pennsylvania 
State  Line  fniruway  Exit  61)  and  IR  87 
(Thruway  Exit  24). 

IR  90  between  IR  90  (Thruway  Exit  Bl)  and 
the  New  York-Massachusetts  State  Line. 

IR  190  between  IR  90  (Thruway  Exit  53) 
and  the  New  York-Canada  border  at  the 
Lewiston-Queenston  Bridge. 

Route  NY  912M  (Berksl^e  Connection  of 
the  New  York  State  Thruway)  between  IR  87 
(Thruway  Exit  21A)  and  IR  90  (Exit  Bl). 

IR  87  Section  of  the  New  York  Slate 
Thruway: 

Exit  21B — ^Roadway  between  IR  87  the  New 
York  State  Turnpike  Authority  (NYSTA)  Exit 
21B  toll  booth  at  Exit  21B  and  the  accxss  road 
to  Route  US  9W.  Route  US  9W  between  the 
access  road  and  a  point  1500  feet  north. 

IR  90  (Berkshire  Spur)  Section  of  the  New 
York  State  Thruway: 

Exit  Bl — Route  US  9  between  the  southern 
most  access  ramp  mid  a  point  0.8  miles  north. 

Exit  B3 — ^Within  a  radius  of  2000  feet  of  any 
exit  or  entrance  designated  B3  to  the  New 
York  State  Thruway.  Berkshire  section,  at 
Route  NY  22. 

IR  90  Sectiem  of  the  New  York  State 
Thruway: 

Exit  28 — Widnn  a  radius  of  1500  feet  of  any 
NYSTA  toll  booth  at  Fultonville.  New  York. 

Exit  32 — Roate  NY  233  between  Bl  90  and  a 
point  0.6  miles  north  at  Westmoreland  in 
Oneida  County. 

Exit  44 — Rout  NY  332  between  IR90  and 
Collett  Road.  Collett  Road  between  Route  NY 
332  and  6070  Collett  Road,  a  distance  of  0.8  ± 
miles. 

Exit  52 — A.)  Walden  Avenue  between  IR  90 
and  a  point  0.8  miles  west.  Route  NY  240 
(Hariem  Road)  between  Walden  Avenue  and 
a  point  0.9  miles  south  B.)  Walden  Avenue 
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between  IR  90  and  a  point  0.5  miles  east.  A 
roadway  purchased  from  Sorrento  Cheese, 

Inc.  by  the  Town  of  Cheektowaga  between 
Walden  Avenue  and  a  point  1840  feet  south. 

Exit  54— Routh  NY  400  between  IR  90  and 
Route  NY  277.  Route  NY  277  between  Route 
NY  400  and  a  point  0.5  miles  north. 

Exit  56 — Within  a  radius  of  1.2  miles  from 
the  New  York  State  Turnpike  Authority 
(NYSTA)  toll  booth  on  an  access  road  to  be 
built  between  the  toll  booth  and  the  present 
eastern  terminus  of  Route  NY  179  at  South 
Park  Avenue,  over  Route  NY  179  and  Old 
Mile  Strip  Road  to  the  truck  terminal 
entrance  on  Old  Mile  Strip  Road  at  a  point 
approximately  2,430  feet  southeast  of  the 
intersection  of  Old  Mile  Strip  Road,  or  across 
Lake  Avenue  at  the  northern  end  of  the  truck 
terminal. 

IR  190  (Niagara)  Section  of  the  New  York 
State  Thruway: 

Exit  Nl — Dingens  Street  between  IR  190  at 
Ogden  Street  and  a  point  0.8  miles  west. 

James  E.  Casey  Drive  between  Dingens  Street 
and  a  point  0.45  miles  north. 

Exit  N5 — Louisiana  Street  between  IR  190 
and  a  point  0.7  miles  south.  South  Street 
between  Louisiana  Street  and  Hamburg 
Street,  a  distance  of  0.25  miles. 

Exit  N15— Route  NY  325  (Sheridan  Drive) 
between  IR  190  and  a  point  0.1  miles  east. 
Kenmore  Avenue  between  Sheridan  Drive 
and  a  point  0.4  miles  south. 

Exit  N17— A)  Route  NY  286  (River  Road) 
Between  IR  190  and  a  point  1.5  miles 
northerly.  B)  Route  NY  266  (River  Road) 
between  IR  190  and  a  point  1700  feet  south  of 
the  southern  most  access  road  to  the  NYSTA. 

Legal  Citations: 

Public  Authorities  Law — ^Title  9,  sec.  350, 
et.  seq.  (section  361  is  most  relevant). 

New  York  State  Thruway  Authority  Rules 
and  Regulations,  sections  100.6, 100.8  and 
100.13. 

New  York  State  Vehicle  and  Traffic  Laws, 
sections  385  and  1630. 

State:  New  York. 

Combination;  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  102 
feet. 

Operational  Conditions:  Same  as  for  New 
Yoii  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  New  York  Rocky 
Mountain  Doubles. 

Legal  Citations:  Same  as  for  New  York 
Rocky  Mountain  Doubles. 

State:  North  Dakota. 

Combination:  Rocky  Mountain  Double. 

Length  of  the  Cargo  Carrying  Units:  110 
feet. 

Operational  Conditions:  No  permits  are 
required  if  less  than  80,000  pounds  Gross 
Vehicle  Weight.  Weather  restrictions  (37-06- 
04-06,  NDAC),  weight  distribution  on  trailers 
(37-08-04,  NDAC),  signing  requirements  (37- 
06-04-05,  NDAC).  Single  trip  permits  are 
required  only  when  exceeding  80.000  pounds 
Gross  Vehicle  Weight  (GVW). 

Weather  restrictions — movements  of 
longer  combination  vehicles  (LCV's)  are 
prohibited  when: 

1.  road  surfaces,  due  to  ice,  snow,  slush  or 
frost  present  a  slippery  condition  which  may 
be  hazardous  to  the  operation  of  the  unit  or 
to  other  highway  users; 

2.  wind  or  other  conditions  may  cause  the 
unit  or  any  part  thereof  to  swerve,  whip. 


sway  or  fail  to  follow  substantially  in  the 
path  of  the  towing  vehicle;  or 

3.  visibility  is  reduced  due  to  snow,  ice, 
sleet  fog,  mist,  rain,  dust  or  smoke. 

The  North  Dakota  highway  patrol  may 
restrict  or  prohibit  operations  during  periods 
when  in  its  judgment  traffic,  weather  or  other 
safety  conditions  make  travel  unsafe. 

Weight  Distribution  by  Trailer: 

1.  In  any  three-unit  combination,  the  lighter 
trailer  must  always  be  operated  as  the  rear 
trailer,  except  when  the  gross  weight 
differential  with  the  other  trailer  does  not 
exceed  5,000  pounds. 

2.  In  any  four-unit  combination,  the  lightest 
trailer  must  always  be  operated  as  the  rear 
trailer.  The  other  two  trailers  must  be 
arranged  as  provided  in  the  above  paragraph. 

Signing  requirement — the  last  trailer  in  any 
combination  must  have  an  “OVERLENGTH” 
sign  moimted  on  the  rear.  The 
“OVERLENGTH"  sign  must  be  a  minimum  12 
inches  in  height  and  60  inches  in  length.  The 
lettering  must  be  8  inches  in  height  with  1- 
inch  brush  strokes.  The  tetters  must  be  black 
on  yellow  background.  A  “LONG  LOAD” 
sign  may  be  used  in  lieu  of  the  overlength 
sign.  Beginning  January  1, 1985,  the  “LONG 
LOAD"  sign  is  mandatory. 

Legal  width — 8  feet  6  inches  on  all 
highways. 

Legal  height — 13  feet  6  inches. 

Legal  length — A  single  unit  vehicle  with 
two  or  more  axles  including  the  load  thereon 
shall  not  exceed  a  length  of  50  feet.  A 
combination  of  two  units  including  the  load 
thereon  shall  not  exceed  a  length  of  75  feet.  A 
combination  of  three  or  four  units  including 
the  load  thereon  shall  not  exceed  a  length  of 
75  feet  subject  to  safety  rules  adopted  by  the 
North  Dakota  Highway  Commissioner.  A 
combination  of  two.  three  or  four  imits 
including  the4oad  thereon  may  exceed  75  feet 
in  length  but  shall  not  exceed  110  feet  in 
length  when  traveling  on  four-lane  divided 
highways  and  those  highways  designated  by 
the  Highway  Commissioner  and  local 
authorities  as  to  the  highways  under  their 
respective  jurisdictions.  All  such 
combinations  are  subject  to  safety  rules 
adopted  by  the  Highway  Commissioner.  The 
length  of  a  trailer  or  semitrailer  including  the 
load  thereon  may  not  exceed  53  feet  except 
that  trailers  and  semitrailers  titled  and 
registered  in  North  Dakota  prior  to  July  1, 
1987,  and  towed  vehicles  may  not  exceed  a 
length  of  60  feet.  A  truck  tractor  and 
semitrailer  or  truck  tractor-semitrailer-trailer 
when  operated  on  the  Interstate  System  or 
parts  of  the  Federal-aid  and  primary  system 
designated  by  the  Highway  Commissioner. 

Legal  Weight  Limitations 

A.  Gross  Vehicle  Weight  (GVW): 

1.  The  GVW  of  any  vehicle  or  combination 
of  vehicles  is  determined  by  the  following 
weight  formula:  W  =  500(LN/N-1  -k-  12N  -i- 
36)  whereon  the  Interstate  System  W  equals 
maximum  weight  in  pounds  carried  on  any 
group  of  two  or  more  axles;  L  equals  distance 
in  feet  between  the  extremes  of  any  group  of 
two  or  more  consecutive  axles;  and  N  equals 
number  of  axles  in  the  group  under 
consideration,  except  that  two  consecutive 
sets  of  tandem  axles  may  carry  a  gross  load 


of  34,000  pounds  each,  providing  the  overall 
distance  between  the  first  and  last  axles  of 
the  consecutive  sets  of  tandem  axles  is  at 
least  36  feet;  and  where  on  highways  other 
than  the  Interstate  System  W  equals  the 
maximum  gross  wei^t  in  pmunds  on  any 
vehicle  or  combination  of  vehicles;  L  equals 
distance  in  feet  between  the  two  extreme 
axles  on  any  vehicle  or  combination  of 
vehicles;  and  N  equals  the  number  of  axles  of 
any  vehicle  or  combination  of  vehicles  under 
consideration. 

2.  The  maximum  GVW  on  State  highways 
is  105,500  pounds  unless  otherwise  posted. 

On  the  Interstate  System  the  maximum  GVW 
is  80,000  pounds.  On  all  other  highways  the 
maximum  GVW  is  80,000  pounds  unless 
designated  for  more,  not  to  exceed  105,500 
pounds. 

B.  Axle  Weight: 

1.  No  single  axle  shall  carry  a  gross  weight 
in  excess  of  20,000  pounds.  Axles  spaced  40 
inches  or  less  apart  are  considered  one  axle. 
Axles  spaced  8  feet  apart  or  over  are 
considered  as  individual  axles.  The  gross 
weight  of  two  individual  axles  may  be 
restricted  by  the  weight  formula  except  that 
on  highways  other  than  the  Interstate,  two 
axles  spaced  8  feet  apart  or  more  may  have  a 
combined  gross  weight  not  to  exceed  40,000 
pounds.  Spacing  between  axles  shall  be 
measured  from  axle  center  to  axle  center. 

2.  Axles  spaced  over  40  inches  apart  and 
less  than  8  feet  apart  shall  not  carry  a  gross 
weight  in  excess  of  17,000  pounds  per  axle. 
The  gross  weight  of  three  or  more  axles  in  a 
grouping  is  determined  by  the  measurement 
between  the  extreme  axle  centers  except  that 
on  highways  other  than  the  Interstate, 
groupings  of  three  or  more  axles  may  have  a 
gross  weight  not  to  exceed  48,000  poimds. 

3.  During  the  spring  breakup  season  or  on 
otherwise  posted  highways,  reductions  in  the 
above  axle  weights  may  be  speciHed.  Axle 
weights  may  also  be  reduced  by  the  Bridge 
Load  Limitations  Map. 

C.  Wheel  Weight: 

1.  The  weight  in  pounds  on  any  one  wheel 
shall  not  exceed  one-half  the  allowable  axle 
weight.  Dual  tires  are  considered  one  wheel. 

D.  Tire  Weight: 

1.  The  weight  per  inch  width  of  tire  shall 
not  exceed  550  pounds.  The  width  of  tire  for 
solid  tires  shall  be  the  rim  width;  for 
pneumatic  tires,  the  manufacturer's  width. 

Minimum  power  requirement — The  power 
unit  shall  have  adequate  power  and  traction 
to  maintain  a  minimum  speed  of  15  miles  per 
hour  on  all  grades. 

Routes:  All  National  Network  routes. 

Legal  Citations:  North  Dakota  Century 
Code,  section  39-12-04,  North  Dakota 
Administrative  Code,  article  37-06. 

State:  North  Dakota. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  110 
feet. 

Operational  Conditions:  Same  as  for  North 
Dakota  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  North  Dakota  Rocky 
Mountain  Doubles. 

Legal  Citations;  Same  as  for  North  Dakota 
Rocky  Mountain  Doubles. 

State:  North  Dakota. 

Combination:  Triple. 
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Length  of  the  Cargo  Carrying  Units:  100 
feet 

Operational  Conditions:  Same  as  for  North 
Dakota  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  North  Dakota  Rocky 
Mountain  Doubles. 

Legal  Citations:  Same  as  for  North  Dakota 
Rodcy  Mountain  Doubles. 

State:  North  Dakota. 

Combination:  Truck-trailer;  Truck-trailer- 
trailer. 

Length  of  the  Cargo  Carrying  Units:  103 
feet 

C^ierational  Conditions:  Same  as  for  North 
Dakota  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  North  Dakota  Rocky 
Mountain  Doubles. 

Legal  Citations:  Same  as  for  North  Dakota 
Rocky  Mountain  Doubles. 

State:  Ohio. 

Combination:  Rocky  Mountain  Double. 
Length  of  the  Cargo  Carrying  Units:  80  feet. 
Operational  Conditions:  For  each  trip,  an 
LCV  as  described  above  must  obtain  a  permit 
at  the  entering  toll  plaza  if  it  exceeds  75  feet 
in  overall  length.  In  addition  to  the  normal 
toll  charge  for  the  vehicle  as  determined  by 
weight  class,  a  permit  fee  with  an  additional 
overlength  fee  per  mile  traveled  is  charged. 
Operations,  of  both  long  double  combinations 
and  tr^de  combination  vehicles,  on  the 
turnpike  are  subject  to  the  provisions  of  a 
special  permit. 

Dimensional  and  Weight  Limitations  and 
Permit  Information 

No  Permits  Required  for  vehicles  that  do 
not  exceed  the  following  dimensional  and 
weight  limits: 

Widdt:  e  feet  6  inches  (102  inches). 

Height  maximum  14  f^t. 

Length:  (total). 

Single  Units 

Trucks  and  two-axle  buses,  40  feet 
Buses  with  three  or  more  axles,  45  feet. 

Combinations 

Tractor-semitrailer,  75  feet.** 
Tractor-semitrailer-semitrailer  (short 
doubles),  75  feet.* 

Other  combinations  of  vehicles  coupled 
together  (includes  house  trailers,  eta).  65 
feet.* 

Ijmg  Combination  Vehicles  (LCV):  Long 
double  combinations  4in  excess  of  90  feet  but 
not  exceeding  112  feet  in  length,  maximum 
gross  weight  allowed  127.400  pounds)  and 
triple  trailer  combinations  (in  excess  of  90 
feet  but  not  e.xceeding  105  feet  in  length, 
maximum  gross  weight  allowed  115,000 
pounds).  Operating  permits  are  available, 
subject  to  compliance  with  provisions 
established  by  the  Ohio  Turnpike 
Commission,  for  the  operation  of  a  LCV  on 
the  turnpike.  For  information  and  details  of 
the  provision  requirements,  a  letter  setting 
forth  all  of  the  pertinent  facts  relative  to 
obtaining  a  long  double  combination  or  triple 


*  Length  includes  overhang  but  does  not  include 
safety  devices  or  bumpers  attached  to  the  front  or 
rear  of  such  combinations. 

**  Highway  vehicle  carriers  may  have  up  to  4  feet 
overhang  in  the  rear  and  3  feet  overhang  in  front  (82 
feet  maximum). 


trader  combination  operating  permit  should 
be  addressed  to  the  l^ecutive  Director  the 
Ohio  Turnpike  Commission. 

Weight 

Maximum  Single  Axle  WeighL  21.000 
pounds. 

Maximum  Gross  Weight,  90,000  pounds. 
Tandem  Axle  Weight  (4  feet  or  less).  24,000 
pounds. 

Tandem  Axle  Weight  (over  4  feet  but  less 
than  9  feet).  34,000  pounds. 

No  penaits  will  be  issued  to  any  vehicles 
exceeding  wei^t  or  height  Umits.  Any 
overdimension  will  require  the  use  of  a 
permit.  Permits  are  issued  at  the  toll  plazas. 
Charges  for  these  permits  are  computed  as 
follows: 

There  is  a  basic  charge  for  a  single  trip 
permit,  plus  a  fee  per  mile  for  each  foot  (and/ 
or  each  fractional  part  of  a  foot)  of 
overwidth,  and  a  fee  for  each  foot  (and/or 
each  fractional  part  of  a  foot)  of  overlength 
and  a  fee  per  mile  for  each  foot  (or  fractional 
part  of  a  foot)  of  overheight.  These  permit 
charges  are  in  addition  to  the  r^ular  toll 
charges  for  the  weight  class  of  the  vehicle. 

Travel  under  permit  may  be  made  at  any 
time  of  the  day  or  night  if  the  vehicle  does  not 
exceed  the  foUowing  dimensions: 

Width — 10  feet. 

Height — 14  feet. 

Length — (overall)  80  feet  (82  feet  with 
overhangs  for  vehide  carriers)  writh  no  single 
unit,  or  component  thereof  exceeriing  60  feet. 
Travel  imder  permits  issued  to  vehicles  in 
excess  of  the  dimensions  listed  above  is 
restricted  to  daylight  hours,  Monday  through 
Saturday  noon,  and  is  prohibited  on  holidays 
or  on  the  day  before  or  the  day  after  a 
holiday.  Nighttime  travel  is,  however,  subject 
to  the  following  regulations  and  restrictions: 

(1)  Overdimensional  vehicles  permitted  to 
travel  at  night  shall  have  all  lights  and 
reflectors  required  by  the  U.S  Department  of 
Transportati^  Federal  Highway 
Administration  Rules  and  Regulations  which 
require,  in  addition  to  other  lights,  two  tail 
lights  and  two  stop  lights. 

(2)  Vehides  having  an  overhai^ng  load  in 
excess  of  4  feet  beyond  the  bed  or  body  of 
the  vehide  shall  be  restricted  to  daylight 
travel. 

Provisions  Covering  Permits  for  Operation  for 
Longer  Combination  Vehicles  (LCVs)  Long 
Double  Trailer  Combinations  in  Excess  of  90 
Feet  in  Length  on  the  Ohio  Turnpike 
Long  double  trailer  combinations  in  excess 
of  90  feet  in  length  (double)  may  operate  on 
the  turnpike  under  a  “long  double  trailer 
permit*’  (permit)  issued  by  the  Ohio  Turnpike 
Commission  subject  to  compliance  by  the 
permittee  with  the  following  provisions: 

1.  General  Conditions 

a.  A  double  shall  consist  of  a  tractor,  first 
semitrailer,  a  dolly  and  a  second  semitrailer. 
Neither  the  first  semitrailer  nor  the  second 
semitrailer  shall  be  longer  than  48  feet  in 
length;  mixed  trailer  length  combinations  are 
not  permitted.  The  minimum  length  permitted 
to  operate  as  a  double  shall  be  90  feet  and 
the  maximum  length  of  such  a  double  shall 
not  exceed  112  feet  The  number  of  axles  of  a 
double  shall  be  a  minimum  of  five  and  a 
maximum  of  nine. 


b.  The  total  gross  weight  for  a  double  shall 
not  exceed  127,400  pounds.  The  gross  load  of 
a  doifole  shall  not  exceed  the  sum  of  the 
allowable  gross  loads  on  the  axles,  «vhich  are 
as  follows: 

MaxioHun  gross  weight  on  any  one  axle. 
21,008  pounds. 

Maxknum  combined  axle  load  of  any  tuvo 
successive  a^des.  spaced  4  feet  or  less  apart. 
24,000  pounds. 

Maximum  combined  axle  load  of  any  two 
successive  axles,  spaced  more  than  4  feet 
apart  but  less  than  8  feet  apart.  34.000 
pounds. 

2.  Equipment 

a.  A  tractor  used  in  the  operation  of  a 
double  shall  be  capable  of  hauling  a 
maximum  weight  as  specified  in  section  1, 
paragraph  b  of  these  provisions,  at  a  speed  of 
not  less  dian  40  miles  per  hour  on  all  portions 
of  the  turnpike. 

b.  Each  unit  used  for  towing  other  units  in  a 
double  shall  have  sufficient  structural 
strength  to  insure  the  safe  and  secure 
attachment  of  any  coupling  device  used  to 
tow  other  units.  The  forward  semitrailer  must 
be  reinforced  and  the  permittee  must  certify 
that  it  is  strong  enou^  for  satisfactory 
attachment  of  the  rear  coupling  device  so  that 
it  can  tow  a  trailer  and  dolly  safely. 

c.  Coupling  devices  shall  be  so  designed, 
constructed  and  installed,  and  the  vehicles  in 
a  double  shall  be  designed  and  constructed, 
as  to  insure  that  any  towed  vehicles  when 
traveling  on  a  level,  smooth,  paved  surface 
will  follow  in  the  path  of  the  towing  vehicle 
without  shifting  or  swerving  more  than  3 
inches  to  either  side  of  the  path  of  the  towing 
vehicle  when  the  latter  is  moving  in  a  straight 
line. 

d.  Units  used  in  a  doifole  shall  be  equipped 
with  coupling  devices  as  required  per  current 
applicable  Economic  and  Safety  regulations 
of  the  Public  Utilities  Commission  (PUCO). 
and  Federal  Motor  Carrier  Safety  Regulations 
and  as  further  provided  herein. 

e.  A  douMe  shall  be  equipped  with  brakes 
as  required  as  follows  and  per  current 
applicable  Econimuc  and  Safety  regulations 
of  the  PUCO.  and  Federal  Motor  Carrier 
Safety  Regulations.  The  brakes  on  a  doubl.: 
shall  also  comply  with  the  following: 

(1)  A  double  shall  be  equipped  with  full  air 
brakes  or  air  activated  hydraulic  brakes  on 
the  tractor  and  either  air  or  electric  brakes  on 
the  trailers. 

(2)  A  double,  at  all  times  and  under  all 
conditions  of  loading,  upon  application  if  th* 
service  (foot)  brake  shall  be  capable  of: 
developing  a  brake  force  that  is  not  les'.  than 
43.5  percent  of  the  gross  combination  weight; 
decelerating  to  a  stop  from  not  more  than  20 
miles  per  hour  at  not  less  than  14  feet  per 
second  stopping  from  a  speed  of  20  miles  pet 
hour  in  not  more  than  30  feet  such  distance 
to  be  measured  from  the  point  at  which 
movement  of  the  service  brake  pedal  or 
control  begins.  Tests  for  deceleration  and 
stopping  distance  rfialt  be  made  on 
sulwtantially  level  (not  to  exceed  plus  or 
minus  1  percent  grade),  dry.  smooth,  hard 
surface  that  is  free  from  loose  materiaL 

(3)  The  parking  brakes  ^lall  be  capable  of 
being  applied  by  foe  driver's  muscular  effort 


9932 


Federal  Register  /  Vol.  57.  No.  55  /  Friday.  March  20,  1992  /  Proposed  Rules 


or  by  spring  action.  Their  operation  may  be 
assisted  by  the  service  brakes  or  Other  source 
of  power  provided  that  failure  of  the  service 
brakes  or  other  power  assisting  mechanism 
will  not  prevent  the  parking  brakes  from 
being  applied  in  conformance  with  the 
foregoing  requirements.  The  parking  brakes 
shall  be  so  designed  that  when  once  applied 
they  shall  remain  in  the  applied  position 
despite  exhaustion  of  any  source  of  energy  or 
leakage  of  any  kind. 

(4)  Every  unit  in  a  double  shall  be  equipped 
with  brakes  acting  on  all  wheels,  which  shall 
include  the  front  axle  of  the  power  unit. 

(5)  Brake  hose  shall  conform  to  the 
appropriate  specification  set  forth  in  the 
Society  of  Automotive  Engineers  Standards 
for  “Hydraulic  Hose”  or  “Automotive  Air 
Brake  Hom  and  Hose  Assemblies.” 

(6)  Every  tractor  used  in  the  double  shall  be 
equipped  with  a  reserve  capacity,  or 
reservoir  for  air  storage,  to  insure  that,  with 
the  engine  stopped,  a  full  service  brake 
application  may  be  made  without  depleting 
such  reservoir  pressure  by  more  than  30 
percent  when  such  reservoir  is  fully  charged 
with  air  at  maximum  pressure  as  regulated  by 
the  vehicle's  air  compressor  governor  cutout 
setting.  Each  such  reservoir  ^all  be  provided 
with  a  means  for  readily  draining  it  of 
accumulated  oil  or  water. 

(7)  Every  tractor  used  in  the  double 
utilizing  compressed  air  for  the  operation  of 
its  own  brakes  or  the  brakes  of  other  vehicles 
in  a  Double,  shall  be  provided  with  a  warning 
signal  readily  audible  or  visible  to  the  driver, 
which  signal  will  operate  at  any  time  the  air 
reservoir  pressure  of  such  vehicle  is  below  50 
percent  of  the  air  compressor  governor  cut¬ 
out  pressure.  In  addition,  each  such  vehicle 
shall  be  equipped  with  a  pressure  gauge 
arranged  to  indicate,  in  pounds  per  square 
inch,  the  pressure  available  for  braking. 

(8)  The  brakes  on  a  double  shall  be 
designed  and  equipped  so  that  braking  action 
shall  take  place  on  all  wheels  as  nearly 
simultaneously  as  possible  to  reduce  to  a 
minimum  any  possible  tendency  of  a  double 
to  move  out  of  alignment  when  stopping. 

f.  The  distance  between  the  rearmost  axle 
of  a  semitrailer  and  the  front  axle  of  the  next 
semitrailer  in  a  coupled  double  unit,  shall  not 
exceed  12  feet  6  inches.  In  no  event  shall  the 
distance  between  the  semitrailers  coupled  in 
a  double  exceed  9  feet. 

g.  A  double  must  be  equipped  with 
adequate,  properly  maintained,  spray- 
suppressant  mud  flaps,  on  all  axles  except 
the  steering  axle. 

3.  Equipment  Certification 

a.  A  certification  number  will  be  issued  by 
the  Ohio  Turnpike  Commission  for  each 
approved  tractor.  The  certification  number 
shall  be  placed  at  a  designated  location  on 
the  tractor.  The  certification  numbers  are  to 
be  3-inch  high  block  letters  and  are  to  be 
black  in  color  (another  color  may  be  used  in 
order  to  obtain  sufficient  contrast  between 
the  tractor  and  number  color,  subject  to 
approval  of  the  Commission).  The 
Commission  shall  issue  a  certification  card 
for  each  approved  tractor,  the  certification 


shall  be  carried  in  the  cab  of  the  tractor  in  a 
place  readily  available  for  inspection. 

4.  Driver  Certification 

a.  Applications  for  drivers  of  a  double  shall 
be  made  by  the  permittee  on  a  form  provided 
by  the  Ohio  Turnpike  Conunission  prior  to 
driving  on  the  turnpike.  No  such  unit  shall  be 
driven  on  the  turnpike  by  any  person  other 
than  a  driver  approved  by  the  Commission. 

(1) (A)  Drivers  must  be  over  26  years  of  age, 
in  good  health  and  shall  have  not  less  than  5 
years  experience  driving  tractor-trailer  or 
tractor  short  double  trailer  motor  vehicles. 
Such  driving  experience  shall  include 
experience  throughout  the  four  seasons. 

(B)  Drivers  must  comply  with  the 
applicable  current  requirements  of  the 
Federal  Motor  Carrier  Safety  Regulations  and 
Federal  Hazardous  Materials  Regulatons  and 
the  Economic  and  Safety  regulations  of  the 
PUCO,  as  well  as  the  requirements  found 
herein. 

(2] (A)  An  application  for  certification  of  a 
driver  must  include  all  information 
concerning  the  applicant's  driving  and  safety 
record,  as  well  as  an  official  abstract  of  his 
driving  record  and  copies  of  all  accident 
reports  for  the  last  5  years. 

(B)  The  application  must  include  evidence 
that  the  driver  has  undergone  biennial 
physical  examination  of  the  type  required  by 
the  rules  of  the  PUCO  and  Federal  Motor 
Carrier  Safety  Regulations. 

(C)  Driver  certification  must  be  renewed 
annually. 

5.  Operating  Conditions 

a.  A  permit  fee  is  charged. 

b.  Tolls  charged  for  a  double  will  be  the 
same  as  for  other  vehicles  currently  being 
based  on  total  gross  weight  as  determined 
automatically  by  the  toll  plaza  scales, 
computerized  classification  system  and  toll 
rate  schedule  (except  that  Class  10  rates  will 
be  charged  for  units  with  a  gross  weight 
between  90,000  and  115,000  pounds  and  Class 
11  rates  charged  for  all  units  over  115,000 
pounds  gross  weight),  plus  a  fee  for  each  trip. 

c.  In  the  assembly  of  a  double  prior  to  their 
operation  on  the  turnpike,  the  permittee  shall 
ascertain  the  total  gross  weight  of  each  trailer 
of  the  proposed  double.  In  the  event  that  the 
gross  weights  of  the  trailers  vary  by  more 
than  20  percent  the  permittee  shall  couple 
them  according  to  their  gross  weights  with 
the  heavier  trailer  coupled  to  the  tractor. 

d.  A  minimum  distance  of  500  feet  shall  be 
maintained  between  double  LCV  units  and/ 
or  Triple  units  wxcept  when  overtaking  and 
passing  another  vehicle.  Except  when  passing 
or  when  emergency  or  work-zone  conditions 
exist,  a  double  shall  remain  in  the  right-hand 
outside  lane. 

e.  When,  in  the  opinion  of  the  Conunission, 
the  weather  conditions  are  such  that 
operation  of  a  double  is  inadvisable,  the 
Commission  will  notify  the  permittee  that 
travel  is  prohibited  for  a  certain  period  of 
time. 


From 

To 

Routes: 
1-80/1-90 . 

Milepost  0.0 . 

Mile  post  143.0 
(Exit  1  to  Exit 

8A  on  the 

Ohio 

t-80 . 

Turnpike). 
Milepost  219.0 
(Exit  8A  to 

Exit  15  on  the 
Ohio 

Turnpike). 
Milepost  241.3 
(Exit  15  to 

Exit  17  on  the 
Ohio 

Turnpike). 

1-76 . 

(No  travel  is  permitted  on  any  Interstate 
route  in  Ohio  that  is  under  the  jurisdiction  of 
the  Ohio  Department  of  Transportation) 

Legal  Citations:  Statutory  authority,  as ' 
contained  in  Chapter  5537  of  the  Ohio 
Revised  Code,  to  regulate  the  dimensions  and 
weights  of  vehicles  using  the  turnpike. 

State:  Ohio. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  100 
feet. 

Operational  Conditions:  Operation  allowed 
on  the  turnpike  subject  to  the  provisions  of  a 
special  permit.  Operations,  of  both  long 
double  combinations  and  triple  combination 
vehicles,  on  the  turnpike  are  subject  to  the 
provisions  of  a  special  permit. 

Dimensional  and  Weight  Limitations  and 
Permit  Information 

No  Permits  Required  for  vehicles  that  do 
not  exceed  the  following  dimensional  and 
weight  limits: 

Width:  8  feet  6  inches  (102  inches). 

Height:  maximum  14  feet. 

Length:  (total). 

Single  Units 

Trucks  and  two-axle  busses,  40  feet. 

Busses  with  three  or  more  axles.  45  feet. 

Combinations 

Tractor-semitrailer,  75  feet.** 

Tractor-semitrailer-semitrailer  (short 
doubles),  75  feet.* 

Other  combinations  of  vehicles  coupled 
together  (includes  house  trailers,  etc.),  65 
feet.* 

Long  Combination  Vehicles  (LCV):  Long 
double  combinations  (in  excess  of  90  feet  but 
not  exceeding  112  feet  in  length,  maximum 
gross  weight  allowed  127,400  pounds)  and 
triple  trailer  combinations  (in  excess  of  90 
feet  but  not  exceeding  105  feet  in  length, 
maximum  gross  weight  allowed  115,000 
pounds).  Operating  permits  are  available, 
subject  to  compliance  with  provisions 
established  by  the  Ohio  Turnpike 
Commission,  for  the  operation  of  a  LCV  on 
the  turnpike.  For  information  and  details  of 


*  Length  includes  overhang  but  does  not  include 
safety  devices  or  bumpers  attached  to  the  front  or 
rear  of  such  combinations. 

**  Highway  vehicle  carries  may  have  up  to  4  feel 
overhang  in  the  rear  and  3  feet  overhang  in  front  (82 
feet  maximum). 
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the  provision  requirements,  a  letter  setting 
forth  all  of  the  pertinent  facts  relative  to 
obtaining  a  Long  double  Combination  or 
Triple  Trailer  Combination  operating  permit 
should  be  addressed  to  the  Executive 
Director  of  the  Ohio  Turnpike  Commission. 

Weight  Maximum  Single  Axle  Weight 
21,000  pounds. 

Maximum  Gross  Weight  90,000  pounds. 

Tandem  Axle  Weight  (4  feet  pr  less),  24,000 
pounds. 

Tandem  Axle  Weight  (over  4  feet  but  less 
than  8  feet),  34,000  pounds. 

No  permits  will  be  issued  to  any  vehicles 
exceeding  weight  or  height  limits.  Any 
overdimension  will  require  the  use  of  a 
permit.  Permits  are  issued  at  the  toll  plazas. 
These  permit  charges  they  are  in  addition  to 
the  regular  toll  charges  for  the  weight  class  of 
the  vehicle. 

Travel  under  permit  may  be  made  at  any 
time  of  the  day  or  night  if  the  vehicle  does  not 
exceed  the  following  dimensions: 

Width — 10  feet. 

Height — ^14  feet  maximum. 

Length — (overall)  80  feet  (82  feet  with 
overhangs  for  vehicle  carriers)  with  no  single 
unit  or  component  thereof  exceeding  60  feet. 
Travel  under  permits  issued  to  vehicles  in 
excess  of  the  dimensions  listed  above  is 
restricted  to  daylight  hours,  Monday  through 
Saturday  noon,  and  is  prohibited  on  holidays 
or  on  the  day  before  or  the  day  after  a 
holiday.  Nighttime  travel  is,  however,  subject 
to  the  following  regulations  and  restrictions: 

(1)  Overdimensional  vehicles  permitted  to 
travel  at  night  shall  have  all  lights  and 
reflectors  required  by  the  U.S  Department  of 
Transportation,  Federal  Highway 
Administration  Rules  and  Regulations,  which 
require  in  addition  to  other  li^ts,  two  tail 
lights  and  two  stop  lights. 

(2)  Vehicles  having  an  overhanging  load  in 
excess  of  4  feet  beyond  the  bed  or  b^y  of 
the  vehicle  shall  be  restricted  to  daylight 
travel. 

Provisions  Covering  Permits  for  Operation  for 
Longer  Combination  Vehicles  (LCV’s)  Long 
Double  Trailer  Combinations  in  Excess  of  90 
Feet  in  Length  on  the  Ohio  Turnpike 

Long  double  trailer  combinations  in  excess 
of  90  feet  in  length  (Double)  may  operate  on 
the  turnpike  under  a  “Long  double  Trailer 
Permit"  (Permit)  issued  by  the  Ohio  Turnpike 
Commission  subject  to  compliance  by  the 
permittee  with  the  following  provisions: 

1.  General  Conditions 

a.  A  double  shall  consist  of  a  tractor,  Rrst 
semitrailer,  a  dolly  and  a  second  semitrailer. 
Neither  the  first  semitrailer  nor  the  second 
semitrailer  shall  be  longer  than  48  feet  in 
length;  mixed  trailer  length  combinations  are 
not  permitted.  The  minimum  length  permitted 
to  operate  as  a  double  shall  be  90  feet  and 
the  maximum  length  of  such  a  double  shall 
not  exceed  112  feet.  The  number  of  axles  of  a 
double  shall  be  a  minmum  of  hve  and  a 
maximum  of  nine. 

b.  The  total  gross  weight  for  a  double  shall 
not  exceed  127,400  pounds.  The  gross  load  of 
a  double  shall  not  exceed  the  sum  of  the 
allowable  gross  loads  on  the  axles,  which  are 
as  follows: 

Maximum  gross  weight  on  any  one  axle, 
21,000  pounds. 


Maximum  combined  axle  load  of  any  two 
successive  axles,  spaced  4  feet  or  less  apart, 
24,000  pounds. 

Maximum  combined  axle  load  of  any  two 
successive  axles,  spaced  more  than  4  feet 
apart  but  less  than  8  feet  apart  34,000 
pounds. 

2.  Equipment 

a.  A  tractor  used  in  the  operation  of  a 
double  shall  be  capable  of  hauling  a 
maximum  weight,  as  specified  in  section  1, 
paragraph  b  of  these  provisions,  at  a  speed  of 
not  less  than  40  miles  per  hour  on  all  portions 
of  the  turnpike. 

b.  Each  unit  used  for  towing  other  units  in  a 
double  shall  have  sufficient  structural 
strength  to  insure  the  safe  and  secure 
attachment  of  any  coupling  device  used  to 
tow  other  units.  The  forward  semitrailer  must 
be  reinforced  and  the  permittee  must  certify 
that  it  is  strong  enough  for  satisfactory 
attachment  of  the  rear  coupling  device  so  that 
it  can  tow  a  trailer  and  dolly  safely. 

c.  Coupling  devices  shall  be  so  designed 
constructed  and  installed  and  the  vehicles  in 
a  double  shall  be  designed  and  constructed, 
as  to  insure  that  any  towed  vehicles  when 
traveling  on  a  level,  smooth,  paved  surface 
will  follow  in  the  path  of  the  towing  vehicle 
without  shifting  or  swerving  more  than  3 
inches  to  either  side  of  the  path  of  the  towing 
vehicle  when  the  latter  is  moving  in  a  straight 
line. 

d.  Units  used  in  a  double  shall  be  equipped 
with  coupling  devices  as  required  per  current 
applicable  Economic  and  Safety  regulations 
of  the  PUCO,  and  Federal  Motor  Carrier 
Safety  Regulations  and  as  further  provided 
herein. 

e.  A  double  shall  be  equipped  with  brakes 
as  required  as  follows  and  per  current 
applicable  Economic  and  Safety  regulations 
of  the  PUCO,  and  Federal  Motor  Carrier 
Safety  Regulations.  The  brakes  on  a  double 
shall  also  comply  with  the  following; 

(1)  A  double  shall  be  equipped  with  full  air 
brakes  or  air  activated  hydraulic  brakes  on 
the  tractor  and  either  air  or  electric  brakes  on 
the  trailers. 

(2)  A  double,  at  all  times  and  under  all 
conditions  of  loading,  upon  application  of  the 
service  (foot)  brake  shall  be  capable  of: 
developing  a  brake  force  that  is  not  less  than 
43.5  percent  of  the  gross  combination  weight; 
decelerating  to  a  stop  &om  not  more  than  20 
miles  per  hour  at  not  less  than  14  feet  per 
second;  stopping  from  a  speed  of  20  miles  per 
hour  in  not  more  than  30  feet  such  distance 
to  be  measured  from  the  point  at  which 
movement  of  the  service  brake  pedal  or 
control  begins.  Tests  for  deceleration  and 
stopping  distance  shall  be  made  on 
substantially  level  (not  to  exceed  plus  or 
minus  1  percent  grade),  dry,  smooth,  hard 
surface  that  is  free  from  loose  material. 

(3)  The  parking  brakes  shall  be  capable  of 
being  applied  by  the  driver's  muscular  effort 
or  by  spring  action.  Their  operation  may  be 
assisted  by  the  service  brakes  or  other  source 
of  power  provided  that  failure  of  the  service 
br^es  or  other  power  assisting  mechanism 
will  not  prevent  the  parking  brakes  from 
being  applied  in  conformance  with  the 
foregoing  requirements.  The  parking  brakes 
shall  be  so  designed  that  when  once  applied 


they  shall  remain  in  the  applied  position 
despite  exhaustion  of  any  source  of  energy  or 
leakage  of  any  kind. 

(4)  Every  unit  in  a  double  shall  be  equipped 
with  brakes  acting  on  all  wheels,  which  shall 
include  the  front  axle  of  the  power  unit. 

(5)  Brake  hose  shall  conform  to  the 
appropriate  specification  set  forth  in  the 
Society  of  Automotive  Engineers  Standards 
for  “Hydraulic  Hose”  or  “Automotive  Air 
Brake  Hose  and  Hose  Assemblies.” 

(6)  Every  tractor  used  in  the  double  shall  be 
equipped  with  a  reserve  capacity,  or 
reservoir  for  air  storage,  to  insure  that,  with 
the  engine  stopped,  a  full  service  brake 
application  may  be  made  without  depleting 
such  reservoir  pressure  by  more  than  30 
percent  when  such  reservoir  is  fully  charged 
with  air  at  maximum  pressure  as  regulated  by 
the  vehicle’s  air  compressor  governor  cutout 
setting.  Each  such  reservoir  shall  be  provided 
with  a  means  for  readily  draining  it  of 
accumulated  oil  or  water. 

(7)  Every  tractor  used  in  the  double 
utilizing  compressed  air  for  the  operation  of 
its  own  brakes  or  the  brakes  of  other  vehicles 
in  a  double,  shall  be  provided  with  a  warning 
signal  readily  audible  or  visible  to  the  driver, 
which  signal  will  operate  at  any  time  the  air 
reservoir  pressure  of  such  vehicle  is  below  50 
percent  of  the  air  compressor  governor  cut¬ 
out  pressure.  In  addition,  each  such  vehicle 
shall  be  equipped  with  a  pressure  gauge 
arranged  to  indicate,  in  pounds  per  square 
inch,  the  pressure  available  for  brakii^. 

(8)  The  brakes  on  a  double  shall  be 
designed  and  equipped  so  that  braking  action 
shall  take  place  on  all  wheels  as  nearly 
simultaneously  as  possible  to  reduce  to  a 
minimum  any  possible  tendency  of  a  double 
to  move  out  of  alignment  when  stopping. 

f.  The  distance  between  the  rearmost  axle 
of  a  semitrailer  and  the  front  axle  of  the  next 
semitrailer  in  a  coupled  double  unit,  shall  not 
exceed  12  feet  6  indies.  In  no  event  shall  the 
distance  between  the  semitrailers  coupled  in 
a  double  exceed  9  feet. 

g.  A  double  must  be  equipped  with 
adequate,  properly  maintained,  spray- 
suppressant  mud  flaps,  on  all  axles  except 
the  steering  axle. 

3.  Equipment  Certification 

a.  A  certifrcation  number  will  be  issued  by 
the  Ohio  Turnpike  Commission  for  each 
approved  tractor.  The  certification  number 
shall  be  placed  at  a  designated  location  on 
the  tractor.  The  certihcation  numbers  are  to 
be  3-inch-hi^  block  letters  and  are  to  be 
black  in  color  (another  color  may  be  used  in 
order  to  obtain  sufficient  contrast  between 
the  tractor  and  number  color,  subject  to 
approval  of  the  Commission).  The 
Commission  shall  issue  a  certification  card 
for  each  approved  tractor,  the  certification 
shall  be  carried  in  the  cab  of  the  tractor  in  a 
place  readily  available  for  inspection. 

4.  Driver  Certification 

a.  Applications  for  drivers  of  a  double  shall 
be  made  by  the  permittee  on  a  form  provided 
by  the  Ohio  Turnpike  Commission  prior  to 
driving  on  the  turnpike.  No  such  unit  shall  be 
driven  on  the  turnpike  by  any  person  other 
than  a  driver  approved  by  the  Commission. 
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(1) (A)  Drivers  must  be  over  28  years  of  age, 
in  good  health  and  shall  have  not  less  than  5 
years  experience  driving  tractor-trailer  or 
tractor  short  double  trailer  motor  vehicles. 
Such  driving  experience  shall  include 
experience  throughout  the  four  seasons. 

(B)  Drivers  must  comply  with  the 
applicable  current  requirements  of  the 
Federal  Motor  Carrier  Safety  Regulations  and 
Federal  Hazardous  Materials  Regulatons  and 
the  Economic  and  Safety  regulations  of  the 
PUCO,  as  well  as  the  requirements  found 
herein. 

(2) (A]  An  application  for  certihcation  of  a 
driver  must  indude  all  information 
concerning  the  applicant's  driving  and  safety 
record,  as  well  as  an  official  abstract  of  his 
driving  record  and  copies  of  all  accident 
reports  for  the  last  5  years. 

(B)  The  application  must  indude  evidence 
that  the  driver  has  undeigone  biennial 
physical  examination  of  the  type  required  by 
the  rules  of  the  PUCO  and  Federal  Motor 
Carrier  Safety  Regulations. 

(C)  Driver  certification  must  be  renewed 
annually. 

5.  Operating  Conditions 

a.  A  permit  fee  is  charged. 

b.  Tolls  charged  for  a  double  will  be  the 
same  as  for  other  vehides  currently  being 
based  on  total  gross  weight  as  determined 
automatically  by  the  toll  plaza  scales, 
computerized  classification  system  and  toll 
rate  schedule,  (except  that  Class  10  rates  will 
be  charged  for  units  with  a  gross  weight 
between  90,000  and  115,000  pounds  and  Class 
11  rates  charged  for  all  units  over  115,000 
pounds  gross  weight),  plus  a  fee  for  each  trip. 

c.  In  the  assembly  of  a  double  prior  to  their 
operation  on  the  turnpike,  the  permittee  shall 
ascertain  the  total  gross  weight  of  each  trailer 
of  the  proposed  double.  In  the  event  that  the 
gross  weights  of  the  trailers  vary  by  more 
than  20  percent  the  permittee  shall  couple 
them  according  to  their  gross  weights  with 
the  heavier  trailer  coupled  to  the  tractor. 

d.  A  minimum  distance  of  500  feet  shall  be 
maintained  between  double  LCV  units  and/ 
or  Triple  units  except  when  overtaking  and 
passing  another  vehicle.  Except  when  passing 
or  when  emergency  or  work-zone  conditions 
exist,  a  double  shall  remain  in  the  right-hand 
outside  lane. 

e.  When,  in  the  opinion  of  the  Commission, 
the  weather  conditions  are  such  that 
operation  of  a  double  is  inadvisable,  the 
Commission  will  notify  the  permittee  that 
travel  is  prohibited  for  a  certain  period  of 
time. 
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(No  travel  is  pennitted  on  any 
Interstate  route  in  Ohio  that  is  under  the 
jurisdiction  of  the  Ohio  Department  of 
Transportation) 

Legal  Citations:  Statutory  authority,  as 
contained  in  Chapter  5537  of  the  Ohio 
Revised  Code,  to  regulate  the  dimensions  and 
weights  of  vehicles  using  the  Ohio  Turnpike. 
State:  Ohio. 

Combination:  Triple. 

Length  of  the  Cargo  Carrying  Units:  89  feet. 
Operational  Conditions:  Same  as  for  Ohio 
Turnpike  Doubles. 

Routes:  Same  as  for  Ohio  Turnpike 
Doubles. 

Legal  Citations:  Same  as  for  Ohio  Turnpike 
Doubles. 

State:  Oklahoma. 

Combination:  Rocky  Mountain  Double. 
Length  of  the  Cargo  Carrying  Units:  123 
foot. 

Operational  Conditions: 

Size  and  Weight  Permit 
A  permit  is  required  for  operation  of 
doubles  whose  units  are  greater  than  29  feet 
in  length.  The  maximum  unit  length  is  59.5 
feet.  Permit  movements  are  limited  to  travel 
from  one-half  hour  before  sunrise  to  one-half 
hour  after  sunset,  7  days  a  week,  subject  to 
the  following  restrictions: 

(1)  No  travel  is  allowed  on  specified  holidays, 
beginning  at  noon  the  day  preceding  the 
holiday.  Specified  holidays  are:  New  Year’s 
Day,  Memorial  Day,  Independence  Day, 
Thanksgiving  Day  and  Christmas  Day. 

(2)  Permit  loads  may  move  on  other  holidays 
if  the  permit  is  purchased  by  4:30  p.m.  prior 
to  the  holiday. 

(3)  Movement  of  permitted  loads  is  restricted 
on  the  Interstate  System  in  Cleveland, 
Oklahoma  and  Tulsa  Counties  fiom  7  a.m. 
to  9  a.m.  and  from  4  p.m.  to  6  p.m.,  Monday 
through  Friday. 

Permits  may  be  issued  for  travel  on  the 
Oklahoma  turnpikes,  not  to  exceed  the 
following  limits.  The  maximum  weight  on  all 
turnpikes  is  108,000  pounds.  Permits  shall  not 
be  issued  for  travel  on  the  turnpikes  unless  a 
minimum  speed  of  40  miles  per  hour  can  be 
maintained. 

Special  Vehicle  Combinations 
A  Special  Vehicle  Combination  (SVC)  shall 
consist  of  a  truck  tractor-semitrailer 
combination  towing  two  complete  trailers  or 
semitrailers.  No  semitrailer  or  trailer  used  in 
such  a  combination  shall  have  a  length 
greater  than  29  feet  nor  shall  a  SVC  exceed 
the  weight  limitations  imposed  by  statute. 

No  person  shall  operate  or  permit  the 
operation  of  a  SVC  within  OMahoroa  without 
a  current  SVC  permit  issued  by  the 
Department  of  Public  Safety,  Size  and  Weight 


Permit  Division.  Such  permits  may  only  be 
used  for  operation  upon  Federal-aid 
Interstate  highways  or  four-lane  divided 
Federal-aid  primary  highways  and  for  access 
or  egress  between  points  of  origin  or 
destination.  Egress  or  access  shall  not  exceed 
5  statute  miles. 

A  copy  of  a  valid  SVC  permit  shall  be 
carried  at  all  times  in  the  authorized  vehicle. 

All  SVC  permit  holders  and  drivers  must 
comply  totally  with  the  latest  Federal  Motor 
Carriers  Safety  Regulations,  49  CFR,  parts 
390-397  of  the  U.S.  Department  of 
Transportation  (U.S.  DOT),  except  where 
Oklahoma  rules  contain  provisions  which  are 
not  in  conflict  with  Federal  requirements  and 
are  more  stringent. 

The  driver  must  be  under  the  control  and 
supervision  of  the  holder  of  the  SVC  permit 
or  have  been  issued  the  same. 

The  permit  holder  shall  ensure  that  the 
driver  meets  the  requirements  listed  below 
prior  to  operating  any  SVC  in  this  State: 

(1)  The  driver  must  fully  comply  with  the 
driver’s  requirements  contained  in  the 
Federal  Motor  Carrier  Safety  Regulations. 

(2)  A  driver  must  have  had  at  least  2  years  of 
experience  driving  truck-trailer 
combinations. 

(3)  Valid  documentation  indicating  driver 
compliance  with  the  above  driver 
requirements  shall  be  in  the  possession  of 
the  driver  while  operating  a  SVC 

(4)  The  permit  holder  shall  certify  to  the  U.S. 
DOT  that  the  driver  is  qualified  and  has 
valid  documentation  of  same  in  his 
possession  prior  to  the  issuance  of  a  SVC 
permit. 

A  completed  and  signed  application  will  be 
accompanied  by  the  tendering  of  an  annual 
fee  for  each  permit  issued. 

Each  licensee  shall  insure  that  the 
operation  of  SVC’s  complies  with  the 
following  rules  in  addition  to  other  equipment 
requirements  established  by  State  or  Federal 
laws  or  rules. 

All  truck  tractors  shall  be  powered  to 
provide  adequate  acceleration  and  hiU 
climbing  ability  under  normal  operation 
conditions,  and  to  operate  on  level  grades  at 
speeds  compatible  with  other  traffic.  The 
ability  to  maintain  a  minimum  speed  of  40 
miles  per  hour  under  normal  operation 
conditions  on  a  grade  over  which  the 
combination  is  operated  is  required. 

All  braking  systems  must  comply  with 
State  and  Federal  requirements.  In  addition, 
fast  air  transmission  and  release  valves  must 
be  provided  on  all  trailers,  semitrailers  and 
converter  dolly  axles.  A  grade  force  limiting 
valve,  sometimes  called  a  “sli{^ry  road” 
valve,  may  be  provided  on  the  steering  axle  if 
Federal  Motor  Carrier  Safety  Regulations 
would  so  allow.  Indiscriminate  use  of  engine 
retarder  brakes  is  prohibited. 

Mud  flaps  or  splash  guards  meeting  the 
requirements  of  the  procedures  established 
below  shall  be  followed  when  operating  a 
SVC  in  this  State. 

A  minimum  distance  of  500  feet  shall  be 
maintained  between  SCVs  and  other 
vehicles  except  when  overtaking  and  passing. 
Except  when  passing  another  vehicle  in  the 
same  direction,  or  when  emergency 
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conditions  exist,  a  SVC  shall  remain  at  all 
times  in  the  right  hand  outside  lane. 

Extreme  caution  in  the  operation  of  a  SVC 
shall  be  exercised  when  hazardous 
conditions  such  as  those  caused  by  snow, 
wind,  ice,  sleet,  fog,  mist,  rain,  dust  or  smoke 
adversely  affect  control,  visibility  or  traction. 
Speed  shall  be  reduced  when  such  conditions 
exist.  When  conditions  become  sufficiently 
dangerous  the  company  or  driver  shall 
discontinue  operations  and  shall  not  resume 
until  the  vehicle  can  be  safely  operated.  The 
State  may  restrict  or  prohibit  operations 
during  periods,  when  in  the  State's  judgment 
traffic,  weather  or  other  safety  conditions 
make  such  operations  unsafe  or  inadvisable. 

Transportation  by  SVC,  Class  A  and  B 
explosives;  Class  A  poisons  and  Class  1,  2 
and  3  radioactive  material  or  any  other 
material  deemed  to  be  unduly  hazardous  by 
the  U.S.  DOT  is  prohibited,  lliis  prohibition 
does  not  include  the  transportation  of 
gasoline,  fuel,  oil  or  heating  oil  or  other  such 
petroleum  products. 

All  multiple  trailer  combinations  must  be 
stable  at  all  times  during  normal  braking  and 
normal  operation.  A  multiple  trailer 
combination  when  traveling  on  a  level, 
smooth,  paved  surface  must  follow  in  the 
path  of  the  towing  vehicle  without  shifting  or 
swerving  more  than  3  inches  to  either  side 
when  the  towing  vehicle  is  moving  in  a 
straight  line. 

The  total  weight  on  any  single  axle  shall 
not  exceed  20,000  pounds.  The  total  axle 
weight  on  any  tandem  axle  shall  not  exceed 
34,000  pounds.  The  total  weight  on  any  group 
of  two  or  more  consecutive  axles  shall  not 
exceed  the  amounts  shown  in  Table  1.  Gross 
combination  weight  shall  not  exceed  90,000 
pounds.  All  SVC's  must  be  properly 
registered.  An  Interstate  permit  to  operate  on 
the  Interstate  System  in  Oklahoma  is 
required,  if  registered  above  80,000  pounds. 

'The  heaviest  trailer  or  semitrailer  should 
be  placed  in  front  with  the  lightest  at  the  rear. 
In  no  case,  shall  either  trailer  or  semitrailer 
be  placed  ahead  of  another  trailer  or 
semitrailer  which  carries  an  appreciably 
heavier  load.  An  empty  trailer  or  semitrailer 
will  not  precede  a  loaded  trailer  or 
semitrailer. 


Special  Permit  Loads 

An  annual  special  authorization  permit 
may  be  issued  for  any  vehicle  transporting  a 
load  in  excess  of  80,000  pounds,  but  not 
exceeding  90,000  pounds,  for  movement  upon 
or  touching  the  Interstate  System:  provided 
such  vehicle  meets  the  axle  requirements  as 
provided  for  in  Table  1. 

Vehicles  meeting  the  axle  requirements  of 
Table  1  must  have  a  special  authorization 
permit;  otherwise,  they  will  be  limited  to 
80,000  pounds  gross  weight  on  the  Interstate 
System. 

There  is  a  fee  for  an  annual  special 
authorization  permit  issued,  pursuant  to 
paragraph  1,  per  vehicle.  Except  as  otherwise 
provided  for  by  this  chapter,  no  vehicle,  with 
or  without  load,  shall  have  a  total  outside 
width  in  excess  of  102  inches  excluding  both 
tire  bulge  and  approved  safety  devices  when 
operated  on  the  Interstate  System  or  on  any 
road  or  highway  in  this  State  having  a 
surface  width  of  20  feet  or  more.  The  total 
gross  weight  in  pounds  imposed  by  a  vehicle 
or  combination  of  vehicles  shall  not  exceed 
the  value  given  in  the  following  table 
corresponding  to  the  distance  in  feet  between 
the  extreme  axles  of  the  group  measured 
longitudinally  to  the  nearest  foot. 

Table  1.— Oklahoma  Allowable  Axle 
Group  Weight 


Axle 


Maximum  load  (lbs)  by  axle  group 


spacing 

{«) 

2  Axles 

3  Axles 

4  Axles 

5  Axles 

6  Axles 

4 . 

34,000 

34,000 

34,000 

34,000 

34,000 

39,000 

40,000 

5 . 

6 . 

7 . 

8 . 

42,000 

42.500 

43.500 
44,000 
45,000 

45.500 

46.500 
47,000 
48,000 

48.500 

49.500 

9 . 

10 . 

11 . 

12 . 

50,000 

50.500 

51.500 
52,000 

13 . 

14 . 

15 . 

16 . 

52.500 

53.500 
54,000 

58,000 

58,500 

59,000 

17 

18 . 

Table  1.— Oklahoma  Allowable  Axle 
Group  Weight— Continued 


Axle 


Maximum  load  (lbs)  by  axle  group 


spacing 

(ft) 

2  Axles 

3  Axles 

4  Axles 

5  Axles 

6  Axles 

19 . 

50,000 

54,500 

60,000 

20 . 

51,000 

55,500 

60,500 

66,000 

21 . 

51,500 

56,000 

61,000 

66,500 

22 . 

52,500 

56,500 

61,500 

67,000 

23 . 

53,000 

57,500 

62,500 

68,000 

24 . 

54,000 

58,000 

63.000 

68,500 

25 . 

54,500 

58,500 

63.500 

69,000 

26 . 

56,000 

59,500 

64,000 

69,500 

27 . 

57,500 

60,000 

65,000 

70,000 

28 . 

59,000 

60,500 

65,500 

71,000 

5»<l 

60,500 

61,500 

66,000 

71,500 

30 . 

62,000 

62,000 

66,500 

72,000 

31 . 

63,500 

63,500 

67,000 

72,500 

32 . 

64,000 

64,000 

68,000 

73,500 

33 . 

64,500 

68,500 

74,000 

34 . 

65.000 

69,000 

74,500 

35 . 

66,000 

70,000 

75,000 

36 . 

68,000 

70,500 

75,500 

37 _ _ 

68,000 

71,000 

76,000 

38 . 

69,000 

72,000 

77,000 

39 . 

70,000 

72,500 

77,500 

40 . 

71,000 

73,000 

78,000 

41  . 

72,000 

73,500 

78,500 

42 . 

73,000 

74,000 

79,000 

43 . 

73,280 

75,000 

60,000 

44 . 

73,280 

75,500 

80,500 

45 . 

73,280 

76,000 

81,000 

AR 

73,280 

76,500 

81,500 

47 

73,500 

77,500 

82,000 

4ft 

74,000 

76,000 

82,000 

49 _ 

74,500 

78,500 

83,500 

Rft 

75,500 

79,000 

84,000 

ftl 

76,000 

80,000 

84,500 

52 . 

76,500 

80,500 

85,000 

77,500 

81,000 

86,000 

54 . 

78,000 

81,500 

86,500 

78,500 

82,500 

87,000 

56 . 

79,500 

83,000 

87,500 

ft? 

80,000 

83,500 

88,000 

ftft 

84.000 

89,000 

CkQ 

85,000 

89,500 

60 . 

85,500 

90,000 

Routes:  Doubles  with  29-toot  trailers  may  use  any 
route  on  the  Natxxtal  Network.  Doubles  with  grand¬ 
fathered  59.5-foot  semitrailers  and  trailers  are  limited 
to  Interstate  and  four-lane  divided  highways  (as 
shown  in  below). 


1 


i 


Route  No. 


From 


To 


Kansas  State  Line. 

Arkansas  State  Line. 

Missouri  State  Line. 

1-44/OKC. 

MO/OKC. 

l-44/Tulsa. 

l-244/Tulsa. 

El  Reno. 

Ponca  City. 

SH  eO/FL  Gibson. 

SH  115/Cache. 
l-244/Tutsa. 

1-35. 

Perry. 

Ft  Smith. 

1-44/Big  Cabin. 

1-35/Ardmore. 

l-244/Tulsa 

Bartlesville. 

Edmorxl. 

Duncan. 

End  of  divided  section  11.43  mi.  N.  of  US  412. 
Collinsville. 
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Route  No. 


From 


To 


US  69/McAlester. 

1-40. 

Indian  Nation  T.P. 

US  69. 

SH412B. 

Canatfan  County  line. 

1-44/OKC. 

SH  65/Pumpiun  Center. 

Sulphur. 

End  of  divided  section  7.33  mites  E.  of  US  81. 

US  77/Normaa 

BlackweN. 

l-244/Tulsa 

1-35. 

Stillwater. 

Muskogee  T.P. 

Muskogee  T.P. 

Muskogee  TP. 

US  64  S.E.  of  Cleveland. 

Cimarron  T.P.  N.W.  of  GterxxM. 

1-40  Henryetta. 

OK  165/Muskogee. 

MO  S.W.  of  Webber's  Falls. 


‘Reasonable  Access:  Access  from  legally  available  routes  to  service  facilities  and  terminals  within  5  mile  radius. 

‘  Route  contains  non^fivided  section(s)  that  requires  lawful  interpretation  of  utilization  by  doubles  and  triples  prior  to  June  1, 1961. 
*  Route  contains  nort-FAP  sectionfs)  functioning  as  vital  connection  link  to  FAP  and  Interstate  network. 


Legal  Citations:  Title  49  1981  O.S.  14-101; 
Title  49  1990  O.S.  14-103C(3). 

State:  Oklahoma. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  123 
feet. 

Operational  Crmditions:  Same  as  for 
Oklahoma  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Oklahoma  Rocky 
Mountain  Doubles. 

Legal  Citations:  Same  as  for  Oklahoma 
Rocky  Mountain  Doubles. 

State:  Oklahoma. 

Combination:  Triple. 

Length  of  the  Cargo  Carrying  Units:  95  feet. 

Operational  Conditions:  Same  as  for 
Oklahoma  Rocky  Mountain  Doubles. 

Routes:  Same  as  for  Oklahoma  Rocky 
Mountain  Doubles. 

Legal  Citations:  Title  47  1990  O.S.  14-109; 
Title  47  1990  O.S.  14-116;  Title  49 1990  O.S. 
14-121. 

State:  Oregon. 

Combination:  Rocky  Mountain  Double. 

Length  of  the  Cargo  Carrying  Units:  68  feet. 

Note:  In  Oregon  these  combinaticns  are 
also  known  as  “Oregon  Doubles.** 

Operational  Conditions:  The  lead 
semitrailer  may  be  up  to  40  feet  long.  The 
trailing  trailer  may  be  up  to  35  feet  long. 
However,  the  68-foot  cargo  carrying  unit 
length  is  the  primary  control.  This  vehicle 
combination  is  eligible  for  a  divisible  load 
permit  to  operate  with  gross  weight  up  to  and 
including  105,500  poimds.  There  is  a  permit 
fee.  In  addition,  vehicles  are  subject  to 
weight-mile  taxes  pursuant  to  ORS  Chapter 
767.  These  permits  limit  weight  to  600  pounds 
per  inch  of  tire  width,  20,000-pound  axles. 
34,000-pound  tandem  axles  or  the  table  of 
weight  shown  in  Permit  Weight  Table  2  (not 
included).  Permit  Weight  Table  2  is  an 
extension  of  the  legal  table  of  weights  for 
Oregon.  Permits  for  these  vehicles  are  issued 
annually  from  the  date  of  issue.  The  permits 
require  use  of  splash  and  spray  suppressant 
devices  when  operating  in  rainy  weather. 


trailer  placement  by  weight  (lightest  to  the 
rear)  and  only  on  specific  routes.  Movement 
is  not  allowed  when  road  surfaces  are 
hazardous  due  to  ice  or  snow,  or  when  other 
atmospheric  conditions  make  travel  unsafe. 

A  classifred  driver  license  for  the  appropriate 
combination  of  vehicles  is  required.  Truck 
speed  in  Oregon  is  limited  to  55  miles  per 
hom*,  but  there  are  no  time  of  travel 
restrictions. 

Routes:  All  National  Network  routes. 

Legal  Citations:  ORS  810.010,  ORS  810.050; 
ORS  810.030,  ORS  810.060;  ORS  810.040,  ORS 
818.010  through  818.235. 

State:  Oregon. 

Combination;  Triple. 

Length  of  the  Cargo  Carrying  Units:  95  feet 

Operational  Conditions:  'Triple  trailer 
combinations  are  eligible  for  permits, 
including  divisible  load  weight,  to  operate 
with  gross  weight  up  to  and  including  105,500 
pounds.  There  is  a  permit  fee.  In  addition, 
vehicles  are  subject  to  weight-mile  tax 
through  ORS  Chapter  767.  These  permits  limit 
weight  to  600  pounds  per  inch  of  tire  width, 
20,000-pound  axles,  34,000-pound  tandem 
axles  or  the  table  of  weight  shown  in  Permit 
Weight  Table  2  (not  included).  Permit  Weight 
Table  2  is  an  extension  of  the  legal  table  of 
wei^ts  for  Oregon.  Permits  for  these  vehicles 
are  valid  for  1  year  from  the  date  of  issue. 

'The  permits  require  use  of  splash  and  spray 
suppressant  devices  when  operating  in  rainy 
weather,  trailer  placement  by  weight  (lightest 
to  the  rear)  and  only  on  specific  routes. 
Movement  is  not  allowed  when  road  surfaces 
are  hazardous  due  to  ice  or  snow,  or  when 
other  atmospheric  conditions  make  travel 
unsafe.  A  classified  driver  license  with  a 
triple  trailer  endorsement  is  required.  Truck 
speed  in  Oregon  is  limited  to  55  miles  per 
hour,  and  there  are  no  time  of  travel 
restrictions. 

Routes:  To  be  determined. 

Legal  Citations:  ORS  810.010,  ORS  810.050; 
ORS  810.030,  ORS  810.060;  ORS  SIOJMO,  ORS 
818.010  through  818.235. 

State:  South  Dakota. 


Combination:  Rocky  Mountain  Double. 

Length  of  the  Cargo  Carrying  Units:  81  feet 
6  inches. 

Operational  Conditions:  Weight  limited  by 
Bridge  Gross  Weight  Formula.  Unit  allowed 
to  exceed  80,000  pound  limit  on  Interstate 
with  single  trip  self-issuing  permit  The 
weight  of  the  second  unit  may  not  exceed  the 
weight  of  the  first  imit  by  more  than  3,000 
pounds.  If  towbar  exceeds  19  feeL  it  must  be 
lighted  at  night  and  flagged  during  daylight 
hours. 

Length  limitation  is  exclusive  of  safety  and 
energy  conservation  devices,  including  but 
not  limited  to  mirrors,  turn  signal  lamps,  hand 
holds,  flexible  fender  extensions  and  mud 
flaps. 

The  power  unit  must  be  of  sufficient 
horsepower  to  maintain  a  minimum  speed  of 
40  miles  per  hour  when  pulling  fully  loaded 
trailers.  LCV  maximum  speed  is  55  miles  per 
hour. 

Route:  All  National  Network  routes. 

Legal  Citations:  SDCL  32-22-6.1;  Admin. 
Rules  of  South  Dakota  Article  70:03. 

State:  South  Dakota. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  110 
feet. 

Operational  Conditions:  Same  conditions 
as  for  South  Dakota  Rocky  Mountain 
Doubles. 


From 

To 

Routes:  An 

Interstate  routes 
and: 

US  281 . 

North  Dakota . 

US  281  and 

SO  50 . 

i-29 . 

8th  Ave.  in 
Aberdeea 
SO  50  and 

IIS  as 

Burleigh 
Street  m 
Yanktoa 
1-90  North  of 

Spearfish. 
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From 

To 

1-29 

US  14  and 
Bypass  US 
14  W.  of 
Brookings. 
US  14  and 

US  14 . ' 

Jet  US  14 

Bypass.  US 

!  US  281  S. 

14W  .  of 

1 

Brookings. 

Woolsev. 

ns  ?Ri 

(-90 . 

US  14  and 

US  281  S. 

1 

Woolsey. 

1 _ 

Legal  Citations;  SDCL  32-22-42:  Admin. 
Rules  of  South  Dakota  Article  70:03. 

State:  South  Dakota. 

Combination:  Triple. 

Length  of  the  Cargo  Carrj’ing  Units:  100 
feet. 

Operational  Conditions:  Same  conditions 
as  for  South  Dakota  Rocky  Mountain 
Doubles. 


From 

To 

Routes:  All 

Interstate  routes 
and: 

US  2B1 . 

US  281  and 

SD  50 . 

1-29 

6tt)  Ave.  in 
Aberdeen. 
SO  50  and 
Burleigh 
Street  in 
Yankton. 
1-90  North  of 
Spearfish 

US  85 . 

Bypass  US  14 . 

1-29 . 

US  14 . 

Jet.  US  14 

Bypass  US 
14  W.  of 
Brookings. 
US  14  and 

Bypass,  US 

US  281  S. 

14  W.  of 

of 

Brookings 

1  Woolsey. 

US  281 . 

)-90 . 

1  US  14  arxl 

I  US  281  S. 

1 

!  Woolsey. 

1 

Legal  Citations:  SDCL  32-22-42:  SDCL  32- 
22-42.14;  Admin.  Rules  of  South  Dakota 
Article  70:03:01:60-70. 

State;  South  Dakota. 

Combination:  Truck-trailer. 

Length  of  the  Cargo  Carrying  Units:  73  feet. 

Operational  Conditions:  Overall  vehicle 
length  not  to  exceed  80  feet,  trailer  not  to 
exceed  28  feet  6  inches.  If  tovirbar  exceeds  19 
feet  it  must  be  flagged  during  daylight  hours 
and  lighted  at  night. 

Routes:  All  National  Network  routes. 

Legal  Citations:  SDCL  32-22-8.1. 

State:  South  Dakota. 

Combination:  Truck  tractor-trailer-lrailer. 

Length  of  the  Cargo  Carrying  Units:  76  feet. 

Operational  Conditions;  Towbars  may  not 
exceed  19  feet.  The  length  from  the  end  of  the 
truck  tractor  to  the  end  of  the  second  cargo 
unit  not  to  exceed  80  feet.  The  length  of  each 
cargo  unit  not  to  exceed  28  feet  6  inches. 

Routes:  All  National  Network  routes. 

Legal  Citations;  SDCL,32-22-8.1. 

State;  Utah. 

Combination;  Rocky  Mountain  Double. 


Length  of  the  Cargo  Carrying  Units:  88  feet. 

Operational  Conditions:  Permits — trip, 
quarter  and  annual  (annual  permits  only  for 
vehicles  exceeding  92  feet).  Adverse  Weather 
Conditions — Extreme  caution  must  be 
exercised  in  the  dispatching  and  operation  of 
vehicles  during  adverse  weather.  Failure  to 
comply  will  nullify  the  permit.  Overall 
Vehicle  Length,  limited  by  cargo  and 
highway  type,  as  follows: 


Divided  highway 

Norvdivided  highway 

Regular  Combination— 

Maximum  Length— 92 

96  feet  j 

feet. 

Fuel  Transporters— 95 

_ 

feet. 

Auto  Transporters— 105 

feet. 

Routes:  All  National  Network  routes  with 
restrictions  as  noted  under  operational 
conditions. 

Legal  Citations:  Utah  Code  27-12-154{a): 
Utah  Regulations  for  Legal  and  Permitted 
Vehicles  Legal  authority.  Section  100.  Size 
and  Weight-Section  400. 

State:  Utah. 

Combination:  Turnpike  Double. 

Length  of  the  Cargo  Carrying  Units:  94  feet. 

Operational  Conditions:  Permits — Vehicles 
with  an  overall  length  of  92  feet  and  less  (trip, 
quarter  and  annual).  Vehicles  exceeding  ^ 
feet  overall  length  (annual  permit  only). 
Adverse  Weather  Conditions — Extreme 
caution  must  be  exercised  in  the  dispatching 
and  operation  of  vehicles  during  adverse 
weather.  Failure  to  comply  will  nullify  the 
permit.  Overall  vehicle  length,  limited  by 
cargo  and  highway  type,  as  follows: 


Divided  highway 

Non-divided  highway 

Regular  Combination — 

Maximum  Length — 92 

105  feet 

feet. 

Fuel  Transporter— 95 

_ 

feet 

Auto  Transporter— 105 

feet. 

Routes:  All  National  Network  routes  with 
restrictions  as  noted  under  operational 
conditions. 

Legal  Citations:  Utah  Code  (Statutes)  27- 
12-148  and  27-12-149;  Utah  Regulations  for 
Legal  and  Permitted  Vehicles,  Sections  400 
and  500. 

State:  Utah. 

Combination:  Triple. 

Length  of  the  Cargo  Carrying  Units:  94  feet. 

Operational  Conditions:  Permits — Annual 
only:  Weight  fee.  Length  fee.  Adverse 
Weather  Conditions — Extreme  caution  must 
be  exercised  in  the  dispatching  and  operation 
of  vehicles  during  adverse  weather.  Failure  to 
comply  will  nullify  the  permit. 

Routes:  Divided  highways  only. 


From 

To 

1-15 . 

1-70 . 

1-15 . 1 

Colorado  State 

1-80 . 

Nevada . 

Line. 

Wyoming. 

1 - 

From 

To 

1-84 . 

1-80. 

1-215 . 

SR-201 . ! 

1 

1-80 . 

300  West.  SLC. 

Legal  Citations:  Utah  Code  (Statutes)  27- 
12-148  and  27-12-149;  Utah  Regulations  for 
Legal  and  Permitted  Vehicles,  Sections  400 
and  500. 

Slate:  Utah. 

Combination;  Truck-trailer-trailer. 

Length  of  the  Cargo  Carrying  Units:  88  feet. 

Operational  Conditions:  Permits:  Annual 
Permit.  Adverse  Weather  Conditions — 
Extreme  caution  must  be  exercised  in  the 
dispatching  and  operation  of  vehicles  during 
adverse  weather.  Failure  to  comply  will 
nullify  the  permit. 

Routes:  Divided  highways  only. 


From 

To 

1-15 . 

1-70... . 

1-15 . 

1-80 . 

Lirte. 

Wyoming, 

1-80. 

1-84 . 

Idaho . 

1-215 . 

SR-201 . 

1-80 . 

300  West.  SLC 

Legal  Citations:  Utah  Code  (Statutes)  27- 
12-148  and  27-12-149;  Utah  Regulations  for 
Legal  and  Permitted  Vehicles,  Sections  400 
and  500. 

State:  Washington. 

Combination;  Rocky  Mountain  Double. 

Length  of  the  Cargo  Carrying  Units:  68  feet. 

Operational  Conditions;  Washington 
allows  two  trailers  extending  up  to  68  feet  or 
less  to  operate  on  all  State  highways. 
However,  trailers  exceeding  60  feet  must 
acquire  an  overlength  permit.  Operation  of 
combinations,  solely  based  on  these  length 
parameters,  is  not  restricted  by  time  of  day, 
weather,  route  or  speed. 

Trailers  exceeding  60  feet,  but  not 
exceeding  68  feet,  shall  acquire  an  annual 
overlength  permit.  Operating  conditions  art 
the  same  for  permitted  doubles  as  they  are 
for  60-foot  or  less  doubles.  A  special 
endorsement  is  required  on  the  driver's 
license  to  pull  doubles. 

Routes;  All  National  Network  routes  except 
SR  410  in  the  vicinity  of  Mt.  Rainier  National 
Park. 

Legal  Citations:  RCW  46.44.030  (legal 
combination);  RCW  46.44.06941  (permits). 

State:  Washington. 

Combination:  Truck  tractor  with 
dromedary  box-semitrailer-trailer. 

Length  of  the  Cargo  Carrying  Units:  68  feet. 

Operational  Conditions:  Washington 
allows  a  number  of  tractor-trailer 
combinations,  all  within  the  required 
parameter  outlined  below,  but  with  the  added 
stipulation  that  the  overall  combination, 
including  power  unit,  must  not  exceed  75  feet. 
This  allows  for  a  variety  of  trailer  length 
combinations  positioned  to  comply  with  the 
Federal  bridge  formula.  There  are  no 
restrictions  on  the  operation  of  these 
combinations  based  on  length  alone. 
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Washington  allows  two  trailers  extending 
up  to  68  feet  or  less  to  operate  on  all  State 
highways.  However,  trailers  exceeding  60 
feet  must  acquire  an  overlength  permit 
Operation  of  combinations,  solely  based  on 
these  length  parameters,  is  not  restricted  by 
time  of  day,  weather,  route  or  speed. 

Trailers  exceeding  60  feet  but  not 
exceeding  68  feet  shall  acquire  an  annual 
overlength  permit  Operating  conditions  are 
the  same  for  permitted  doubles  as  they  are 
for  80-foot  or  less  doubles.  A  driver's  license 
endorsement  is  required  when  pulling 
doubles. 

Routes:  All  National  Network  routes  except 
SR  410  in  the  vicinity  of  Mt  Rainer  National 
Park. 

Legal  Citations:  RCW  46.44.037(3);  RCW 
46.44.030  (legal  combination);  RCW  46.44.0941 
(permits). 

State:  Washington. 

Combination:  Dumptruck  with  pup  trailers. 

Length  of  the  Cargo  Carrying  Units:  68  feet. 

Operational  Conditions:  Washington 
allows  a  number  of  truck-trailer 
combinations,  all  within  the  required 
parameter  outlined  below,  but  with  the  added 
stipulation  that  the  overall  combination, 
including  power  unit,  must  not  exceed  75  feet. 
This  allows  for  a  variety  of  trailer  length 
combinations  positioned  to  comply  with  the 
Federal  bridge  formula.  There  are  no 
restrictions  on  the  operation  of  these 
combinations  based  on  length  alone. 

Washington  allows  two  trailers  extending 
up  to  68  feet  or  less  to  operate  on  all  State 
highways.  However,  trailers  exceeding  60 
feet  must  acquire  an  overlength  permit. 
Operation  of  combinations,  solely  based  on 


these  length  parameters,  is  not  restricted  by 
time  of  day,  weather,  route  or  speed. 

Trailers  exceeding  60  feet,  but  not 
exceeding  68  feet,  shall  acquire  an  annual 
overlength  permit.  Operating  conditions  are 
the  same  for  permitted  doubles  as  they  are 
for  60-foot  or  less  doubles.  A  driver’s  license 
endorsement  is  required  when  pulling 
doubles. 

Routes:  All  National  Network  routes  except 
SR  410  in  the  vicinity  of  Mt.  Rainier  National 
Park. 

Legal  Citations:  RCW  46.44.030  (legal 
combination);  RCW  46.44.0941  (permits). 

State:  Washington. 

Combination:  Truck  tractor-semitrailer- 
trailer,  commonly  known  as  a  "Log  Truck 
Double". 

Length  of  the  Cargo  Carrying  Units:  68  feet. 

Operational  Conditions:  Washington 
allows  a  number  of  tractor-trailer 
combinations,  all  within  the  required 
parameter  outlined  below,  but  with  the  added 
stipulation  that  the  overall  combination, 
including  power  unit  must  not  exceed  75  feet. 
This  allows  for  a  variety  of  trailer  length 
combinations  positioned  to  comply  with  the 
Federal  bridge  formula.  There  are  no 
restrictions  on  the  operation  of  these 
combinations  based  on  length  alone. 

Washington  allows  two  trailers  extending 
up  to  68  feet  or  less  to  operate  on  all  State 
highways.  However,  trailers  exceeding  60 
feet  must  acquire  an  overlength  permit. 
Operation  of  combinations,  solely  based  on 
these  length  parameters,  is  not  restricted  by 
time  of  day,  weather,  route  or  speed. 

Trailers  exceeding  60  feet,  but  not 
exceeding  68  feet,  shall  acquire  an  annual 
overlength  permit.  Operating  conditions  are 


the  same  for  permitted  doubles  as  they  are 
for  60-foot  or  less  doubles.  A  driver’s  license 
endorsement  is  required  when  pulling 
doubles. 

Routes:  All  National  Network  routes  except 
SR  410  in  the  vincinity  of  Mt.  Rainier 
National  Park. 

Legal  Citations:  RCW  46.44.030  (legal 
combination);  RCW  46.44.0941  (permits). 

State:  Wyoming. 

Combination:  Rocky  Mountain  Double. 

Length  of  the  Cargo  Carrying  Units:  81  feet. 

Operational  Conditions:  The  lead 
semitrailer  can  be  up  to  48  feet  long  with  the 
trailing  unit  up  to  40  feet  long.  The  longest 
unit  must  be  Rrst,  however,  overall  81-foot 
cargo  length  controls. 

Routes:  All  National  Networic  routes. 

Legal  Citations:  WS  31-5-1001;  WS  31-5- 
1002;  WS  31-5-1004. 

State:  Wyoming. 

Combination:  Truck-trailer. 

Length  of  the  Cargo  Carrying  Units:  78  feet. 

Operational  Conditions:  No  single  vehicle 
shall  exceed  60  feet  in  length  within  an 
overall  limit  of  85  feet. 

Routes:  All  National  Network  routes. 

Legal  Citations:  WS  31-5-1002. 

State:  Wyoming. 

Combination:  Truck  tractor-semitrailer- 
semitrailer  (^Train). 

Length  of  the  Cargo  Carrying  Units:  75  feet. 

Operational  Conditions:  Hie  longest 
semitrailer  shall  be  Rrst,  the  overall  vehicle 
length  is  85  feet. 

Routes:  All  National  Network  routes. 

Legal  Citations:  WS  31-5-1002. 
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